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Introduction:

This document contains 13 CRs on R98 and R99 Work Item ”TEI”, that have been agreed by TSG CN WG4, and are forwarded to TSG CN Plenary meeting #14 for approval.

	Spec
	CR
	Rev
	Doc-2nd-Level
	Phase
	Subject
	Cat
	Ver_C

	04.10
	A010
	
	N4-011115
	R98
	Usage of SS Version Indicator
	F
	7.0.1

	24.010
	004
	
	N4-011116
	R99
	Usage of SS Version Indicator
	A
	3.1.0

	24.010
	005
	
	N4-011117
	Rel-4
	Usage of SS Version Indicator
	A
	4.0.0

	23.018
	078
	
	N4-011041
	R99
	Missing connector in procedure Process_Call_Waiting_MSC
	F
	3.9.0

	29.002
	315
	
	N4-011044
	R99
	Alignment of SDL with text for procedure Process_Components in the MAP protocol machine
	F
	3.10.0

	29.060
	267
	1
	N4-011220
	R99
	GGSN address for control plane must not be changed in "Update PDP Context Response"
	F
	3.10.0

	29.060
	268
	1
	N4-011221
	Rel-4
	GGSN address for control plane must not be changed in "Update PDP Context Response"
	A
	4.2.0

	24.135
	002
	1
	N4-011259
	R99
	Clarification on SI value for Mobile terminating call (reuse an existing traffic channel)
	F
	3.1.0

	24.135
	003
	1
	N4-011260
	Rel-4
	Clarification on SI value for Mobile terminating call (reuse an existing traffic channel)
	A
	4.0.0

	29.010
	046
	
	N4-011316
	R99
	Removal of deleted MAP operations
	F
	3.6.0

	29.010
	047
	
	N4-011317
	Rel-4
	Removal of deleted MAP operations
	A
	4.1.0

	29.002
	358
	2
	N4-011438
	R99
	Alignment of parameter lengths with those prescribed in 08.08
	F
	3.10.0

	29.002
	359
	2
	N4-011439
	Rel-4
	Alignment of parameter lengths with those prescribed in 08.08
	A
	4.5.0


