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**** FIRST MODIFIED SECTION ****
8
Account Management Interface Classes

8.1
Interface Class IpAccountManager 

Inherits from: IpService.
The account manager interface provides methods for monitoring accounts. Applications can use this interface to enable or disable charging-related event notifications and to query account balances. 

	<<Interface>>

IpAccountManager

	

	createNotification (ChargingEventCriteria : in TpChargingEventCriteria) : TpAssignmentID

destroyNotification (assignmentId : in TpAssignmentID) : void

queryBalanceReq (users : in TpAddressSet) : TpSessionID

changeNotification (assignmentID : in TpAssignmentID, eventCriteria : in TpChargingEventCriteria) : void

getNotification () : TpChargingEventCriteriaResultSet
retrieveTransactionHistoryReq (user : in TpAddress, transactionInterval : in TpTimeInterval) : TpSessionID




Method

createNotification()

This method is used by the application to enable charging event notifications to be sent to the application.

Returns assignmentId : Specifies the ID assigned by the account management object for this newly enabled event notification. 

Parameters

ChargingEventCriteria : in TpChargingEventCriteria

Specifies the event specific criteria used by the application to define the charging event required. Individual addresses or address ranges may be specified for subscriber accounts. Example of events are "charging" and "recharging".
Returns

TpAssignmentID

Raises

TpCommonExceptions, P_INVALID_ADDRESS, P_INVALID_CRITERIA, P_INVALID_EVENT_TYPE, P_UNKNOWN_SUBSCRIBER
Method

destroyNotification()

This method is used by the application to disable charging notifications. 

Parameters

assignmentId : in TpAssignmentID

Specifies the assignment ID that was given by the account management object when the application enabled the charging notification.
Raises

TpCommonExceptions, P_INVALID_ASSIGNMENT_ID
Method

queryBalanceReq()

This method is used by the application to query the balance of an account for one or several users.

Returns queryId : Specifies the ID of the balance query request. 

Parameters

users : in TpAddressSet

Specifies the user(s) for which the balance is queried.
Returns

TpSessionID

Raises

TpCommonExceptions, P_UNKNOWN_SUBSCRIBER, P_UNAUTHORIZED_APPLICATION
Method

changeNotification()

This method is used by the application to change the event criteria introduced with createNotification. Any stored criteria associated with the specified assignementID will be replaced with the specified criteria. 

Parameters

assignmentID : in TpAssignmentID

Specifies the ID assigned by the manager interface for the event notification.
eventCriteria : in TpChargingEventCriteria

Specifies the new set of event criteria used by the application to define the event required. Only events that meet these criteria are reported
Raises

TpCommonExceptions, P_INVALID_ASSIGNMENT_ID, P_INVALID_CRITERIA, P_INVALID_EVENT_TYPE, P_UNKNOWN_SUBSCRIBER, P_INVALID_ADDRESS
Method

getNotification()

This method is used by the application to query the event criteria set with createNotification or changeNotification.

Returns eventCriteria : Specifies the event criteria used by the application to define the event required. Only events that meet these criteria are reported. 

Parameters

No Parameters were identified for this method

Returns

TpChargingEventCriteriaResultSet
Raises

TpCommonExceptions
Method

retrieveTransactionHistoryReq()

This asynchronous method is used by the application to retrieve a transaction history of a subscriber's account. The history is a set of Detailed Records.

Returns retrievalID : Specifies the retrieval ID of the transaction history retrieval request. 

Parameters

user : in TpAddress

Specifies the subscriber for whose account the transaction history is to be retrieved.
transactionInterval : in TpTimeInterval

Specifies the time interval for which the application history is to be retrieved.
Returns

TpSessionID

Raises

TpCommonExceptions, P_UNKNOWN_SUBSCRIBER, P_UNAUTHORIZED_APPLICATION, P_INVALID_TIME_AND_DATE_FORMAT
**** NEXT MODIFIED SECTION ****
11.1.7

TpChargingEventCriteriaResult

Defines the Sequence of Data Elements that specify the criteria relating to event requests.

	Sequence Element

Name
	Sequence Element

Type

	ChargingEventCriteria
	TpChargingEventCriteria

	AssignmentID
	TpAssignmentID


11.1.8     TpChargingEventCriteriaResultSet

Defines a collection of TpChargingEventCriteriaResult elements.
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