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3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

Header: 

Editor's note: To be provided.

Option-tag: unique identifiers used to designate new options in SIP
These tags are used in Require, Supported and Unsupported header fields.

Editor's note: Text extracted from RFC2543bis, but not specified as a definition.

Redirect server: a server that accepts a SIP request, maps the address into zero or more new addresses and returns these addresses to the client
Unlike a proxy server, it does not initiate its own SIP request. Unlike a user agent server , it does not accept calls.

Editor's note: Previous version of this definition was in the bis draft, but has now been removed. Requires further study as to whether there is a more preferred term.
Status-code: a 3-digit integer result code that indicates the outcome of the attempt to understand and satisfy the request

Editor's note: Text extracted from RFC2543bis, but not specified as a definition.
For the purposes of the present document, the following terms and definitions given in RFC 2543bis [20] (Editor's note – working title) apply.

Client

Dialog

Method

Proxy, proxy server

Registrar

Server

Session

(SIP) transaction

Stateful proxy

Stateless proxy

User agent client (UAC)

User agent server (UAS)

User agent (UA)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.002 [2] subclause 4a.7 apply:

Breakout Gateway Control Function (BGCF)

Call Session Control Function (CSCF)

Media Gateway Control Function (MGCF)

Media Resource Function Controller (MRFC)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.218 [5] subclause 3.1 apply:
Filter criteria

Initial filter criteria

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.228 [7] subclause 4.3.3.1 and subclause 4.6 apply:

Interrogating-CSCF (I-CSCF)

Private user identity

Proxy-CSCF (P-CSCF)

Public user identity

Serving-CSCF (S-CSCF)

For the purposes of the present document, the following terms and definitions given in 3GPP TR 21.905 [1] apply:

User Equipment (UE)
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