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	A release cause available at the ISC interface has no mapping in OSA.
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	A new release cause, P_UNSUPPORTED_MEDIA, is added to TpReleaseCause in Multi-media Call Control.
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	During the process of reviewing the current state of the OSA MMCCS to ISC mappings, it was identified that a certain release cause available in the ISC interface has no mapping in OSA. Although it is a design decision to abstract away from protocol specific details, we feel that this particular release cause is useful the have at the application level. The release cause identified is, specifically in the SIP protocol, 415 Unsupported Media Type.

From IETF RFC 2543

415 Unsupported Media Type

The server is refusing to service the request because the message

body of the request is in a format not supported by the requested resource for the requested method.
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TpReleaseCause

Defines the reason for which a call is released.

	Name
	Value
	Description

	P_UNDEFINED
	0
	The reason of release isn’t known, because no info was received from the network.

	P_USER_NOT_AVAILBLE
	1
	The user isn’t available in the network. This means that the number isn’t allocated or that the user isn’t registered.

	P_BUSY
	2
	The user is busy.

	P_NO_ANSWER
	3
	No answer was received

	P_NOT_REACHABLE
	4
	The user terminal isn’t reachable

	P_ROUTING_FAILURE
	5
	A routing failure occurred. For example an invalid address was received

	P_PREMATURE_DISCONNECT
	6
	The user disconnected the call / call leg during the setup phase.

	P_DISCONNECTED
	7
	A disconnect was received.

	P_CALL_RESTRICTED
	8
	The call was subject of restrictions

	P_UNAVAILABLE_RESOURCE
	9
	The request could not be carried out as no resources were available.

	P_GENERAL_FAILURE
	10
	A general network failure occurred.

	P_TIMER_EXPIRY
	11
	The call / call leg was released because an activity timer expired.

	P_UNSUPPORTED_MEDIA
	12
	The call / call leg was released either because the message body of the request is in a format not supported or because the media is not supported.
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