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NEXT CHANGE – UE
5.1.1.3
Initial subscription to the registration-state event package

Upon receipt of a 2xx response to the initial registration, the UE shall subscribe to the users registration-state event package for the public user identity registered as described in subclause 5.1.1.2 at the users registrar (S-CSCF). The registration-state event package is described in draft-beckmann-sip-reg-event-01[X]. Therefore the UE shall generate a SUBSCRIBE request with the following elements:

-
a Request URI set to the resource to which the UE wants to be subscribed to, i.e. to a SIP URL that contains the public user identity that was previously registered;

-
a From header set to a SIP URL that contains the public user identity that was previously registered;

-
a To header, set to a SIP URL that contains the public user identity that was previously registered;

-
an Event header set to the "registration-state" event package;

-
an Expires header set to a value higher than the Expires header of the before sent REGISTER request.

Afterwards it shall send out the so generated SUBSCRIBE request.

Upon receipt of a 2xx response to the SUBSCRIBE message, the UE shall store the information for the established dialog and the expiration time as indicated in the Expires header of the received response.

The UE shall automatically resubscribe to the registration-state event package for a previously registered public user identity if the expiration time, as indicated in the Expires header of the 2xx response to the SUBSCRIBE message, has run out and the public user identity is still registered.

NEXT CHANGE – P-CSCF
5.2.3 
Subscription to the users registration-state event package

Upon receipt of a 2xx response to the initial REGISTER request of an user, the P-CSCF shall subscribe to the users registration-state event package at the users registrar (S-CSCF) as described in draft-beckmann-sip-reg-event-01 [X]. Therefore the P-CSCF shall generate a SUBSCRIBE request with the following elements:

-
a Request-URI set to the topmost entry of the path information that was obtained during the users registration;

-
a From header set to a SIP URL that contains the P-CSCF's FQDN;

-
a To header, set to a SIP URL that contains the public user identity that was previously registered;

-
an Event header set to the "registration-state" event package;

-
an Expires header set to a value higher then the Expires header of the before sent REGISTER request from the user; and

-
a Route header according to the path information that was obtained during the users registration. Th S-CSCF shall set the last Route header entry to the resource to which it wants to subscribe to, i.e. to a SIP URL the public user identity that was previously registered.

Afterwards the P-CSCF shall send out the so generated SUBSCRIBE request.

Upon receipt of a 2xx response to the SUBSCRIBE message, the P-CSCF shall store the information for the so established dialog and the expiration time as indicated in the Expires header of the received response.

NEXT CHANGE – S-CSCF
5.4.1.5
Network-initiated deregistration

When a network-initiated deregistration event occurs for a public user identity, and the UE has subscribed for the registration-state event, the S-CSCF shall generate a NOTIFY request in order to inform the UE of the network-initiated deregistration event for that public user identity. The S-CSCF shall set the event header to the name of the event package, which provides information about the registration state of the UE.

When a network-initiated deregistration event occurs for a public user identity, and the P-CSCF has subscribed for registration events for that public user identity, the S-CSCF shall generate a NOTIFY request in order to inform the P-CSCF of the network initiated deregistration event for that public user identity. The S-CSCF shall set the event header to the name of the event package, which provides information about the registration state of the UE.

If the network-initiated deregistration is for a set of public user identities associated with the subscriber, the NOTIFY shall send the registration state of all public user identities of the subscriber.

Editor's note: The possible values of the event header are: presence, registration-state, a new subpackage of presence.

Also, the S-CSCF shall send a third-party REGISTER request, as described in subclause 5.4.1.7, to each Application Server that matches the Filter Criteria from the HSS for the REGISTER event.

5.4.1.6
Network-initiated reauthentication

The S-CSCF may request a subscriber to reauthenticate at any time, based on a number of possible operator settable triggers as described in subclause 5.4.1.2.

If the S-CSCF is informed that a private user identity needs to be re-authenticated, the S-CSCF shall generate a NOTIFY request on all dialogs (i.e. the dialog between S-CSCF and the UE and additionally between S-CSCF and P-CSCF) which have been established due to subscription to the registration-state event package of that user. The S-CSCF shall populate the content of the NOTIFY request and additionally shall:

-
set the Request-URI and Route header to the saved route information during subscription;

-
set the Event header to the "registration-state" value; and

-
indicate a public user identity of the user for which the private user identity needs to be re-authenticated in the body of the NOTIFY request with registration state "re-authenticate".

Afterwards the S-CSCF shall:

-
wait for the user to reauthenticate (see subclause 5.4.1.2).

NOTE:
Network initiated re-authentication might be requested from the HSS or may occur due to internal processing within the S-CSCF.

In case S-CSCF receives no data it can authenticate the subscriber from, the S-CSCF may as an implementation option try to request the UE by other means to re-authenticate, e.g. by sending a REFER method in order to request a REGISTER message.

If UE does not re-authenticate within a certain period of time, the S-CSCF shall deregister the private user identity as described in subclause 5.4.1.5 and terminate the ongoing sessions of that user.

5.4.2.1.2
Notification about registration state

If the registration state of one or more public user identities changes, the S-CSCF shall generate a NOTIFY request on all dialogs which have been established due to subscription to the registration-state event package of that user. For each NOTIFY request, the S-CSCF shall:

-
set the Request-URI and Route header to the saved route information during subscription;

-
set the Event header to the "registration-state" value;

-
indicate registration state "open" for all public user identities which are currently registered;

-
indicate registration state "closed" for all public user identities which are currently deregistered; and

-
indicate within the "<note>" information of those public user identities which will be automatically reregistered the "automatically by" information, followed by the specific public user identity which will cover the reregistration.

EXAMPLE:
If sip:user1_public1@home1.net is reregistered, the public user identity sip:user1_public2@home1.net was automatically be registered. Therefore the entries in the body of the NOTIFY message look like:

<tuple name="sip:user1_public1@home1.net">


<status><basic>open</basic><<</status>

</tuple>

<tuple name="sip:user1_public2@home1.net">


<status><basic>open</basic></status>


<note>automatically by sip:user1_public1@home1.net</note>

</tuple>

Afterwards the S-CSCF shall send the generated NOTIFY request on the dialog and await a 2xx response.
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