Page 1



3GPP TSG-CN WG4 Meeting #13
Tdoc N4-020485

Fort Lauderdale, Florida, USA
(Rev of Tdoc N4-020467)

8th – 12th April 2002

	CR-Form-v5

	CHANGE REQUEST

	

	(

	29.002
	CR
	408
	(

rev
	2
	(

Current version:
	5.1.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	
	Radio Access Network
	
	Core Network
	X

	

	Title:
(

	Transferring the MS classmark & IMEI to the gsmSCF

	
	

	Source:
(

	CN4

	
	

	Work item code:
(

	CAMEL4
	
	Date: (

	08 April 2002

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	REL-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	The MS classmark & IMEI (including the software version) of the ME allow the gsmSCF to determine information about the capabilities of the ME, which can be useful to service logic designers

	
	

	Summary of change:
(

	

	
	

	Consequences if 
(

not approved:
	CAMEL-based services will not be able to take account of the capabilities of the MS.

	
	

	Clauses affected:
(

	7.6.3.31; 8.11.1.2; 8.11.2.2; 17.7.1

	
	

	Other specs
(

	X
	 Other core specifications
(

	23.018 (CR 23.018-100r1, approved in CN #15);

23.078 (Tdoc N2-020205, incorporated into 23.078 v5D13.5);

29.078 (Tdoc N2-020324)

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	Changes since previous version:

· Section 7.6.3.31: changed "&" to "and"

· ASN.1 definition of subscriber info: changed "}" to "," after PS‑SubscriberState data type.


**** First modified section ****

7.6.3.30
Subscriber State

This parameter indicates the state of the MS as defined in 3GPP TS 23.018 [97].

7.6.3.31
Requested Info

This parameter indicates the subscriber information being requested as defined in 3GPP TS 23.018 [97] and 3GPP TS 23.078 [98].

7.6.3.32
Suppression of Announcement

This parameter indicates if the announcement or tones shall be suppressed as defined in 3GPP TS 23.078.

**** Next modified section ****

8.11
Subscriber Information services

8.11.1
MAP-ANY-TIME-INTERROGATION service

8.11.1.1
Definition

This service is used by the gsmSCF, to request information (e.g. subscriber state and location) from the HLR or the GMLC at any time.

When this service is used to the HLR, the subscriber state or location may be requested.

When this service is used to the GMLC, only the location may be requested.

The MAP-ANY-TIME-INTERROGATION service is a confirmed service using the service primitives defined in table 8.11/1.

8.11.1.2
Service primitives

Table 8.11/1: Any_Time_Interrogation

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke id
	M
	M(=)
	M(=)
	M(=)

	Requested Info
	M
	M(=)
	
	

	gsmSCF-Address
	M
	M(=)
	
	

	IMSI
	C
	C(=)
	
	

	MSISDN
	C
	C(=)
	
	

	Location Information
	
	
	C
	C(=)

	Location Information for GPRS
	
	
	C
	C(=)

	Subscriber State
	
	
	C
	C(=)

	IMEI
	
	
	C
	C(=)

	MS Classmark 2
	
	
	C
	C(=)

	GPRS MS Class
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


**** Next modified section ****

8.11.2
MAP-PROVIDE-SUBSCRIBER-INFO service

8.11.2.1
Definition

This service is used to request information (e.g. subscriber state and location) from the VLR or SGSN at any time.

The MAP-PROVIDE-SUBSCRIBER-INFO service is a confirmed service using the primitives defined in table 8.11/2.

8.11.2.2
Service primitives

Table 8.11/2: Provide_Subscriber_Information

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke id
	M
	M(=)
	M(=)
	M(=)

	Requested Info
	M
	M(=)
	
	

	IMSI
	M
	M(=)
	
	

	LMSI
	U
	O
	
	

	Location Information
	
	
	C
	C(=)

	Location Information for GPRS
	
	
	C
	C(=)

	Subscriber State
	
	
	C
	C(=)

	IMEI
	
	
	C
	C(=)

	MS Classmark 2
	
	
	C
	C(=)

	GPRS MS Class
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


**** Next modified section ****

17.7
MAP constants and data types

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version7 (7)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator, 


SupportedLCS-CapabilitySets,

-- gprs location registration types


GSN-Address,


-- handover types


ForwardAccessSignalling-Arg,


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg, 


PrepareSubsequentHO-Res,


ProcessAccessSignalling-Arg,


SendEndSignal-Arg,


SendEndSignal-Res,


-- authentication management types


SendAuthenticationInfoArg,


SendAuthenticationInfoRes, 


AuthenticationFailureReportArg,

AuthenticationFailureReportRes,


-- security management types


EquipmentStatus,


Kc,


-- subscriber management types


InsertSubscriberDataArg,


InsertSubscriberDataRes, 


LSAIdentity,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


Ext-QoS-Subscribed,

SubscriberData,


ODB-Data,


SubscriberStatus,


ZoneCodeList,


maxNumOfZoneCodes, 


O-CSI, 

D-CSI,


O-BcsmCamelTDPCriteriaList, 


T-BCSM-CAMEL-TDP-CriteriaList,


SS-CSI,


ServiceKey,


DefaultCallHandling,


CamelCapabilityHandling,


BasicServiceCriteria,


SupportedCamelPhases,


maxNumOfCamelTDPData,


CUG-Index,


CUG-Interlock,


InterCUG-Restrictions,


IntraCUG-Options,


NotificationToMSUser, 


QoS-Subscribed,
IST-AlertTimerValue,


T-CSI,


T-BcsmTriggerDetectionPoint,

APN,

-- fault recovery types


ResetArg,


RestoreDataArg,


RestoreDataRes,

-- provide subscriber info types 

GeographicalInformation, 

MS-Classmark2,

GPRSMSClass,

-- subscriber information enquiry types


ProvideSubscriberInfoArg,


ProvideSubscriberInfoRes,


SubscriberInfo,


LocationInformation,


LocationInformationGPRS,


RAIdentity,


SubscriberState,


GPRSChargingID,


-- any time information enquiry types


AnyTimeInterrogationArg,


AnyTimeInterrogationRes,


-- any time information handling types


AnyTimeSubscriptionInterrogationArg,


AnyTimeSubscriptionInterrogationRes,


AnyTimeModificationArg,


AnyTimeModificationRes,


-- subscriber data modification notification types


NoteSubscriberDataModifiedArg,


NoteSubscriberDataModifiedRes,


-- gprs location information retrieval types


SendRoutingInfoForGprsArg,


SendRoutingInfoForGprsRes,


-- failure reporting types


FailureReportArg,


FailureReportRes,


-- gprs notification types


NoteMsPresentForGprsArg,


NoteMsPresentForGprsRes,


-- Mobility Management types

NoteMM-EventArg,


NoteMM-EventRes

;

IMPORTS


maxNumOfSS,


SS-SubscriptionOption,


SS-List,


SS-ForBS-Code,


Password

FROM MAP-SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version7 (7)}


SS-Code

FROM MAP-SS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-Code (15) version7 (7)}


Ext-BearerServiceCode

FROM MAP-BS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-BS-Code (20) version7 (7)}


Ext-TeleserviceCode

FROM MAP-TS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-TS-Code (19) version7 (7)}


AddressString,

ISDN-AddressString, 


ISDN-SubaddressString, 


FTN-AddressString,


AccessNetworkSignalInfo,


IMSI, 


TMSI,


HLR-List,


LMSI,


Identity,


GlobalCellId,


CellGlobalIdOrServiceAreaIdOrLAI,


Ext-BasicServiceCode,


NAEA-PreferredCI,


EMLPP-Info, 


MC-SS-Info,


SubscriberIdentity,


AgeOfLocationInformation,


LCSClientExternalID,


LCSClientInternalID,


Ext-SS-Status

FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version7 (7)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version7 (7)}


AbsentSubscriberDiagnosticSM

FROM MAP-ER-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version7 (7)}


AddressString,

ISDN-AddressString, 


ISDN-SubaddressString, 


FTN-AddressString,


AccessNetworkSignalInfo,


IMSI, 


IMEI,


TMSI,


HLR-List,


LMSI,


Identity,


GlobalCellId,


CellGlobalIdOrServiceAreaIdOrLAI,


Ext-BasicServiceCode,


NAEA-PreferredCI,


EMLPP-Info, 


MC-SS-Info,


SubscriberIdentity,


AgeOfLocationInformation,


LCSClientExternalID,


LCSClientInternalID,


Ext-SS-Status

FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version7 (7)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version7 (7)}


AbsentSubscriberDiagnosticSM

FROM MAP-ER-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version7 (7)}

;

. . .

Unmodified ASN.1

. . .

SubscriberInfo ::= SEQUENCE {


locationInformation
[0] LocationInformation
OPTIONAL,


subscriberState
[1] SubscriberState
OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...,


locationInformationGPRS
[3] LocationInformationGPRS
OPTIONAL,


ps-SubscriberState
[4] PS-SubscriberState
OPTIONAL,

imei


[5] IMEI

OPTIONAL,


ms-Classmark2
[6] MS-Classmark2
OPTIONAL,


gprs-MS-Class
[7] GPRSMSClass
OPTIONAL}

--
If the HLR receives locationInformation, subscriberState or ms-Classmark2 from an SGSN
--
it shall discard them.
--
If the HLR receives locationInformationGPRS, ps-SubscriberState or gprs-MS-Class from

--
a VLR it shall discard them.
--
If the HLR receives parameters which it has not requested, it shall discard them.








MS-Classmark2 ::= OCTET STRING (SIZE (3))


-- This parameter carries the value part of the MS Classmark 2 IE defined in 

-- 3GPP TS 24.008 [35].

GPRSMSClass ::= SEQUENCE {


mSNetworkCapability
[0] MSNetworkCapability,


mSRadioAccessCapability
[1] MSRadioAccessCapability
OPTIONAL

}

MSNetworkCapability ::= OCTET STRING (SIZE (1..8))


-- This parameter carries the value part of the MS Network Capability IE defined in 


-- 3GPP TS 24.008 [35].
MSRadioAccessCapability ::= OCTET STRING (SIZE (1..50))


-- This parameter carries the value part of the MS Radio Access Capability IE defined in


-- 3GPP TS 24.008 [35].
RequestedInfo ::= SEQUENCE {


locationInformation
[0] NULL

OPTIONAL,


subscriberState
[1] NULL

OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


..., 


currentLocation
[3] NULL

OPTIONAL,


imei


[4] NULL

OPTIONAL,


ms-classmark
[5] NULL

OPTIONAL,




--
currentLocation shall be absent if locationInformation is absent
**** End of document ****
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