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3.2
Definitions

        Unchanged text removed for clarity

The following groups of non-GPRS subscriber information are defined:

-
Subscriber information (Group A):

-
International Mobile Subscriber Identity (IMSI);

-
basic Mobile Station International ISDN Number (MSISDN);

-
category;

-
subscriber status;

-
LMU identifier (GSM only).

-
Basic service information (Group B):

-
Bearer Service list;

-
Teleservice list.

NOTE 3:
VBS and VGCS entitlement data are subsumed under Teleservices.

-
Supplementary Service (SS) information (Group C):

-
forwarding information;

-
call barring information;

-
Closed User Group (CUG) information;

-
eMLPP data;

-
MC data;

-
SS Data;

-
Operator Determined Barring (ODB) information (Group D):

-
ODB Data for non-GPRS services;

-
Roaming restriction information (Group E):

-
roaming restriction due to unsupported feature.

-
Regional subscription information (Group F):

-
regional subscription data.

-
VBS/VGCS subscription information (Group G):

-
VBS subscription data;

-
VGCS subscription data.

-
CAMEL subscription information (Group H):

-
Originating CAMEL Subscription Information (O-CSI);

-
Dialled Service CAMEL Subscription Information (D-CSI);

-
VMSC Terminating CAMEL Subscription Information (VT-CSI);

-
Supplementary Service Invocation Notification CAMEL Subscription Information (SS-CSI);

- 
Translation Information Flag CAMEL Subscription Information (TIF-CSI);

-
 

-
Mobile Originating Short Message Service CAMEL Subscription Information (MO-SMS-CSI);

-
Mobile Terminating Short Message Service CAMEL Subscription Information (MT-SMS-CSI);

-
Mobility Management Event Notification CAMEL Subscription Information (M-CSI).

-
LSA Information (Group I):

-
LSA data.

-
Super-Charger (SC) Information (Group K):

-
Age Indicator;

-
Location Services (LCS) information (Group X);

-
 GMLC List;

-
LCS Privacy Exception List;

-
MO-LR List.

-
LCS Service Types.

· IST Information (Group J):

-
IST data.

· Bearer Service Priority Information (Group L):

-
Bearer Service Priority Data.
The following groups of GPRS subscriber information are defined:

-
Subscriber information (Group P1):

-
International Mobile Subscriber Identity (IMSI);

-
basic Mobile Station International ISDN Number (MSISDN);

-
subscriber status.

-
Basic service information (Group P2):

-
Teleservice list.

-
Operator Determined Barring (ODB) information (Group P3):

 -
ODB Data for GPRS services.

-
Roaming restriction information (Group P4):

-
roaming restriction in SGSN due to unsupported feature.

-
Regional subscription information (Group P5):

-
regional subscription data.

-
GPRS subscription information (Group P6):

 -
GPRS subscription data.

-
SGSN CAMEL subscription information (Group P7):

-
GPRS CAMEL subscription information;

-
 

-
Mobile Originating Short Message Service CAMEL Subscription Information (MO-SMS-CSI);

-
Mobile Terminating Short Message Service CAMEL Subscription Information (MT-SMS-CSI);

-
Mobility Management Event for GPRS Notification CAMEL Subscription Information (MG-CSI).

-
LSA Information (Group P8):

-
LSA data.

-
 Super-Charger (SC) Information (Group P9):

-
Age Indicator.

-
Charging Information (Group P10):

· Subscribed Charging Characteristics.

-
Location Services (LCS) information (Group P11);

-
 GMLC List;

-
LCS Privacy Exception List;

· -
MO-LR List.

-
LCS Service Types.

****    NEXT MODIFIED SECTION    ****

4.5.4
Consistency of Supplementary Service data

        Unchanged text removed for clarity

└─LCS Information
   │
   ├─GMLC List

   │   ├─GMLC Address (1) 
   │   └─GMLC Address (n) 
   │
   ├─LCS Privacy Exception List
   │  ├─Universal Privacy Class
   │  │   ├─Provisioning State 
   │  │   ├─Activation State
   │  │   └─Registration State 
   │  │
   │  ├─Call Related Privacy Class
   │  │   ├─Provisioning State 
   │  │   ├─Activation State
   │  │   ├─Registration State
   │  │   └─Notification to MS User
   │  │   └─External Client List 
   │  │       ├─External Client (1)
   │  │       │   ├─Address

...│..│..  ...│...├─Notification to MS User

   │  │       │   └─GMLC restriction
   │  │       │   
   │  │       ├─.....
   │  │       │
   │  │       └─External Client (n)
   │  │           ├─Address

...│..│...  ......├─Notification to MS User
   │  │           └─GMLC restriction   │  │
   │  ├─Call Unrelated Privacy Class 
   │  │   ├─Provisioning State
   │  │   ├─Activation State
   │  │   ├─Registration State
   │  │   ├─External Client List 
   │  │   │   ├─External Client (1)
   │  │   │   │   ├─Address

...│..│...│...│...├─Notification to MS User

   │  │   │   │   └─GMLC restriction
   │  │   │   │   
   │  │   │   ├─.....
   │  │   │   │
   │  │   │   └─External Client (n)
   │  │   │       ├─Address

...│..│...│.......├─Notification to MS User
   │  │   │       └─GMLC restriction

   │  │   └─Notification to MS User
   │  │
   │  └─PLMN Operator Privacy Class 
   │      ├─Provisioning State
   │      ├─Activation State
   │      ├─Registration State
   │      └─PLMN Client List 
   │          ├─PLMN client ID (1)
   │          ├─.....
   │          │
   │          └─PLMN client ID (n)
   │
   └─MO-LR List
   │  ├─Basic Self Location Class
   │  │   ├─Provisioning State 
   │  │   ├─Activation State
   │  │   └─Registration State 
   │  │
   │  ├─Autonomous Self Location Class
   │  │   ├─Provisioning State 
   │  │   ├─Activation State
   │  │   └─Registration State
   │  │
   │  └─Transfer to Third Party Class 
   │      ├─Provisioning State
   │      ├─Activation State 
   │      └─Registration State

   │
   ├─LCS Service Types
   │  ├─Provisioning State
   │  ├─Activation State
   │  ├─Registration State
   │  ├─Service Type List 
   │  │   ├─Service Type Identity (1)
...│..│...│...├─Notification to MS User

   │  │   │   └─GMLC restriction
   │  │   │   
   │  │   ├─.....
   │  │   │
   │  │   ├─Service Type Identity (n)
...│..│...│...├─Notification to MS User

   │  │   │   └─GMLC restriction

information see 3GPP TS 23.271 and 3GPP TS 29.002.

Figure 16: LCS Information

        Unchanged text removed for clarity
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