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******************************** START OF FIRST CHANGE **********************************

11.9 TpUICollectCriteria

Defines the Sequence of Data Elements that specify the additional properties for the collection of information, such as the end character, first character timeout, inter-character timeout, and maximum interaction time. 

	Structure Element Name
	Structure Element Type

	MinLength
	TpInt32

	MaxLength
	TpInt32

	EndSequence
	TpString

	StartTimeout
	TpDuration

	InterCharTimeout
	TpDuration


The structure elements specify the following criteria:

MinLength:
Defines the minimum number of characters (e.g. digits) to collect. 

MaxLength:
Defines the maximum number of characters (e.g. digits) to collect.

EndSequence:
Defines the character or characters which terminate an input of variable length, e.g. phone numbers.

StartTimeout:
specifies the value for the first character time-out timer. The timer is started when the announcement has been completed or has been interrupted. The user should enter the start of the response (e.g. first digit) before the timer expires. If the start of the response is not entered before the timer expires, the input is regarded to be erroneous. After receipt of the start of the response, which may be valid or invalid, the timer is stopped.

InterCharTimeOut:
specifies the value for the inter-character time-out  timer. The timer is started when a response (e.g. digit) is received, and is reset and restarted when a subsequent response is received. The responses may be valid or invalid. the announcement has been completed or has been interrupted.

Input is considered successful if the following applies:

If the EndSequence is not present (i.e. an empty string):

· when the InterCharTimeOut timer expires; or

· when the number of valid digits received equals the MaxLength.

If the EndSequence is present:

· when the InterCharTimeOut timer expires; or

· when the EndSequence is received; or

· when the number of valid digits received equals the MaxLength.

In the case the number of valid characters received is less than the MinLength when the InterCharTimeOut timer expires or when the EndSequence is received, the input is considered erroneous. 

The collected characters (including the EndSequence) are sent to the client application when input has been successful.

******************************** END OF FIRST CHANGE *********************************
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