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Reason for change:
(

The signal Int_Continue_Without_Leg2 has been removed from the SDL modelling and replaced with Int_Disconnect_Leg (for Leg 2).  This change should be consistant with the text.




Summary of change:
(

Replace Int_Continue_Without_Leg2 with Int_Disconnect_Leg (Leg 2) wherever it occurs.




Consequences if 
(

not approved:
The same signal will have two names: one in the SDL diagrams and one in the text.




Clauses affected:
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4.5.2.1.6, 4.5.3.1.13, 4.5.4.1.2 and 4.5.5.3
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Other comments:
(



**** First Modified Section ****
4.5.2.1.6
Actions of the MSC on receipt of  Int_Disconnect_Leg (Leg 2)
If the MSC receives Int_Disconnect_Leg (Leg 2) signal from the gsmSSF, in response to an Initial DP information flow, the MSC will continue the handling of the calling party (Leg1) without routeing the call to a destination.

**** Next Modified Section ****
4.5.3.1.13
Action of the MSC on receipt of  Int_Disconnect_Leg (Leg 2)
If the MSC receives Int_Disconnect_Leg (Leg 2)signal from the gsmSSF, in response toan Initial DP information flow, the MSC will continue the handling of the calling party (Leg1) without routeing the call to a destination.
**** Next Modified Section ****
4.5.4.1.2
Action of MSC on receipt of Int_Disconnect_Leg (Leg 2)
If the MSC receives Int_Disconnect_Leg (Leg 2)signal from the gsmSSF, in response to an Initial DP information flow, the MSC will continue the handling of the calling party (Leg1) without routeing the call to a destination.
**** Next Modified Section ****
4.5.5.3
Procedure CAMEL_CF_MSC_INIT: handling of Int_Disconnect_Leg (Leg 2)
If the MSC receives Int_Disconnect_Leg (Leg 2)signal from the gsmSSF, in response to an Initial DP information flow, the MSC will continue the handling of the calling party (Leg1) without routeing the call to a destination.

**** End of Document ****
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