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–– First modified section ––

AudibleIndicator ::= SEQUENCE {

Tone







[0] BOOLEAN 

OPTIONAL,


burstList






[1] Burstlist 

OPTIONAL,

partyToReceiveWarningTone


[2] SendingSideID 
OPTIONAL,


...


}

–– Next modified section ––

11.2
ApplyCharging procedure

11.2.1
General description

The gsmSCF uses this operation for interacting with the gsmSSF function: "CSE control of call duration". The ApplyChargingReport operation provides the feedback from the gsmSSF to the gsmSCF.

The charging scenarios supported by this operation are those given in 3GPP TS 22.078 [3] for "CSE control of call duration".

11.2.1.1
Parameters

CR Editor's note: please provide correct indentation of all parameters and sub-parameters. E.g. warningPeriod and bursts shall be sub-parameters of burstlist. they shall therefore be indented (as B3 Format) in respect to burstlist (which is B2 Format). The indentation may need also some correction at other operations.

-
aChBillingChargingCharacteristics:
This parameter specifies a list of parameters required for "CSE control of call duration":

The list may contain the following parameters:

-
timeDurationCharging:

This list contains the following parameters:

-
maxCallPeriodDuration:
This parameter specifies the period of time for which a call may progress before an ApplyChargingReport shall be sent to the gsmSCF.

-
releaseIfdurationExceeded:
This parameter specifies the action to be taken at the gsmSSF when the duration specified above has been reached. If the parameter is present and the call duration has been reached, then the gsmSSF shall release the leg.

· audibleIndicator:
This parameter indicates to the gsmSSF that an audible indicator may be played to the served subscriber. This audible indicator may either be a predefined sequence of tones or a sequence defined by the gsmSCF. This parameter shall consist of either tone or burstlist together with a partyToReceiveWarningTone parameter as described below:

-
tone:
This parameter indicates that a warning tone shall be played when the pre-defined warning tone timer expires.

-
burstlist:
This parameter indicates that a variable sequence of tones shall be played when the gsmSCF-defined warning tone timer expires. This parameter may consist of the following parameters:

-
partyToReceiveWarningTone:
This parameter identifies the party to whom the warning tone indicated by the tone or the burstlist shall be played.

-
warningPeriod:
This parameter indicates the time, before the Max Call Period Duration timer expires when the playing of the burstlist shall start.

-
burst:
This parameter indicates the number of bursts that form the burstlist.

-
burstInterval:
This parameter indicates the time interval between the successive burst in the burstlist.

-
toneInBurst:
This parameter indicates the number of tones to be played in each burst.

-
toneDuration:
This parameter indicates the time duration that the tone shall be played for.

-
toneInterval:
This parameter indicates the time interval between successive tones in a burst

-
tariffSwitchInterval (for the CSE control of call duration):
This parameter indicates the time duration until the next tariff switch for the CSE control of call duration. The measurement of the elapsed tariff switch period shall start immediately after successful execution of this operation.

-
partyToCharge:
This parameter indicates the party in the call.

-
aChChargingAddress:
This parameter identifies the call party to which the ApplyCharging operation applies. That is the leg or srfConnection. If not present, then the ApplyCharging operation applies to the default legID 1.

This parameter is a choice of one of the following parameters:

–
legID:
This parameter indicates that the "CSE control of call duration" is associated to the specified leg.


or

–
srfConnection:
This parameter indicates that the "CSE control of call duration" is associated to the Temporary Connection or to the connection to a gsmSRF. The connection is related to the specified Call Segment indicated by the srfConnection parameter.

11.2.2
Responding entity (gsmSSF)

11.2.2.1
Normal procedure

gsmSSF preconditions:

(1) A control relationship exists between the gsmSCF and the gsmSSF.

(2) The gsmSSF FSM is in one of the following states:

"Waiting_for_Instructions"; or
"Waiting_for_end_of_User_Interaction"; or
"Waiting_for_end_of_Temporary_Connection"; or
"Monitoring".

gsmSSF postconditions:

(1)
No gsmSSF FSM state transition.

On receipt of this operation, the gsmSSF sets the charging data using the information elements included in the operation and acts accordingly.

If the aChChargingAddress indicates a legID, then:

The "CSE control of call duration" is associated to the specified leg. If Answer has not already been received on the incoming or outgoing connection (leg) to the Call Party, then the gsmSSF shall start monitoring for the Answer event upon receipt of the ApplyCharging operation. Upon subsequent detection of the Answer event on the outgoing connection charging is started. If the Answer event has occurred on the incoming or outgoing connection already when the ApplyCharging operation is received, then charging starts immediately.

Upon release of the incoming or outgoing connection to the Call Party any indication of Answer event occurred on the incoming or outgoing connection shall be cleared, i.e. set to "Answer event not occurred".

If the aChChargingAddress indicates a srfConnection, then:


The "CSE control of call duration" is associated to the Temporary Connection or to the connection to a gsmSRF. If Answer has not already been received on the Temporary Connection, then the gsmSSF will start monitoring for the Answer event upon receipt of the ApplyCharging operation; or, if the gsmSRF is not yet connected, then the gsmSSF will start monitoring for a connection to a gsmSRF. Upon subsequent detection of the Answer event on the Temporary Connection or the subsequent connection to a gsmSRF, charging shall be started. If the Answer event has been received from an Temporary Connection already or if the gsmSRF is already connected when the ApplyCharging operation is received, then charging shall start immediately. 


Upon release of the Temporary Connection any indication of Answer event receipt on the outgoing connection shall be cleared i.e. set to "Answer event not received". Upon end of the connection to an gsmSRF, any indication of the connection to the gsmSRF shall be cleared.

11.2.2.2
Error handling

"TaskRefused": In addition to the generic error handling noted below, this error shall be indicated when:

-
a previously received call period duration is pending for this leg or srfConnection;

-
a tariffSwitchInterval for the "CSE control of call duration" is indicated when a previously received tariffSwitchInterval for the "CSE control of call duration" is pending for the Called Party, the Temporary Connection or the connection to a gsmSRF.

Generic error handling for the operation related errors is described in clause 10 and the TC services used for reporting operation errors are described in clause 14.

–– END ––
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