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8.3.1.1
With one circuit connection
The relocation is initiated as described in clause 6.2.3. (This is represented by IU-RELOC-REQUIRED in figure 30). Upon receipt of the IU-RELOC-REQUIRED from RNS-A, 3G_MSC‑A shall send a MAP-PREPARE-HANDOVER request to 3G_MSC‑B including a complete IU-RELOC-REQUEST message. (NOTE: 3G_MSC‑A shall not send further MAP-PREPARE-HANDOVER requests while a MAP-PREPARE-HANDOVER response is pending or before any timeouts). The MAP-PREPARE-HANDOVER request shall carry in the IU-RELOC-REQUEST all information needed by 3G_MSC‑B for allocating radio resources in the case of SRNS relocation without Iur interface, see 3GPP TS 25.413 [11].

3G_MSC‑A shall configure the RANAP RAB parameters according to the default UMTS AMR codec (see [10] for description of how to determine the default codec type) and indicate to the Ue if this codec is different to the current selected codec..

MAP-PREPARE-HANDOVER request shall also carry the identity of the target RNS to which the call is to be relocated, see 3GPP TS 29.002. 3G_MSC‑B will return the MAP-PREPARE-HANDOVER response after having retrieved one or several Handover Numbers from its associated VLR (exchange of the messages MAP-allocate-handover-number request and MAP-send-handover-report request), 3G_MSC‑B shall connect a transcoder. The Handover Numbers shall be used for routing the connections of the calls from 3G_MSC‑A to 3G_MSC‑B. If radio resources are available in 3G_MSC‑B, the MAP-PREPARE-HANDOVER response sent to 3G_MSC‑A will contain the complete IU-RELOC-REQUEST-ACKNOWLEDGE message received from RNS-B, containing the radio resources definition to be sent by RNS-A to the UE (in case of relocation without Iur interface) and possible extra RANAP information, amended by 3G_MSC‑B due to the possible interworking between the RANAP protocol carried on the E-interface and the RANAP protocol used on the Iu-interface. If the radio resource allocation is not possible, the MAP-PREPARE-HANDOVER response containing an IU-RELOCATION-FAILURE will be sent to 3G_MSC‑A. 3G_MSC‑B will do the same if a fault is detected on the identity of the RNS where the call has to be relocated. 3G_MSC‑B simply reports the events related to the dialogue. It is up to 3G_MSC‑A to decide the action to perform if it receives negative responses or the operation fails due to the expiry of the MAP-PREPARE-HANDOVER timer.

If an error related to the TCAP dialogue or to the MAP-PREPARE-HANDOVER request is returned from 3G_MSC‑B, this will be indicated to 3G_MSC‑A and 3G_MSC‑A will terminate the relocation attempt. The existing connection to the UE shall not be cleared.

When the IU-RELOC-REQUEST-ACKNOWLEDGE has been received, 3G_MSC‑A shall establish a circuit between 3G_MSC‑A and 3G_MSC‑B by signalling procedures supported by the network. In figure 30 this is illustrated by the messages IAM (Initial Address Message) and ACM (Address Complete Message) of Signalling System no 7. 3G_MSC‑B awaits the capturing of the UE (clause 6.2.3) on the radio path when the ACM is sent and 3G_MSC‑A initiates the relocation execution when ACM is received (illustrated by the IU-RELOC-COMMAND and described in the clause 6.2.3). 3G_MSC‑A shall remove the transcoder between the MSC and other party.

3G_MSC‑B transfers to 3G_MSC‑A the acknowledgement received from the correct UE (IU-RELOC-DETECT/IU-RELOC-COMPLETE). The IU-RELOC-DETECT, if received, is transferred to 3G_MSC‑A using the MAP-PROCESS-ACCESS-SIGNALLING request. The IU-RELOC-COMPLETE, when received from the correct UE, is included in the MAP-SEND-END-SIGNAL request and sent back to 3G_MSC‑A. The circuit is through connected in 3G_MSC‑A when the IU-RELOC-DETECT or the IU-RELOC-COMPLETE is received from 3G_MSC‑B. The old radio resources are released when the IU-RELOC-COMPLETE message is received from 3G_MSC‑B. The sending of the MAP-SEND-END-SIGNAL request starts the MAP supervision timer for the MAP dialogue between 3G_MSC‑A and 3G_MSC‑B. When the MAP-SEND-END-SIGNAL request including the IU-RELOC-COMPLETE message is received in 3G_MSC‑A, the resources in RNS-A shall be released.

In order not to conflict with the PSTN/ISDN signalling system(s) used between 3G_MSC‑A and 3G_MSC‑B, 3G_MSC‑B must generate an answer signal when IU-RELOC-DETECT/COMPLETE is received.

3G_MSC‑B shall release the Handover Number when the circuit between 3G_MSC‑A and 3G_MSC‑B has been established.

If the circuit between 3G_MSC‑A and 3G_MSC‑B cannot be established, (e.g. an unsuccessful backward message is received instead of ACM) 3G_MSC‑A terminates the inter-3G_MSC relocation attempt by sending an appropriate MAP message, for example an ABORT.

3G_MSC‑A shall retain overall call control until the call is cleared by the fixed subscriber or the UE and there is no further call control functions to be performed (e.g. servicing waiting calls, echo cancellers).

When 3G_MSC‑A clears the call to the UE it also clears the call control functions in 3G_MSC‑A and sends the MAP-SEND-END-SIGNAL response to release the MAP resources in 3G_MSC‑B.

3G_MSC‑A may terminate the procedure at any time by sending an appropriate MAP message to 3G_MSC‑B. If establishment of the circuit between 3G_MSC‑A and 3G_MSC‑B has been initiated, the circuit must also be cleared.

The relocation will be aborted by 3G_MSC‑A if it detects release or interruption of the radio path before the call has been established on 3G_MSC‑B.
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