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11.3.4
HLR to gsmSCF information flows

11.3.4.1
Any Time Interrogation ack

11.3.4.1.1
Description

This IF is used by the HLR to provide the requested subscriber location and/or subscriber state information to the gsmSCF.

11.3.4.1.2
Information Elements

	Information element name
	Status
	Description

	Location Information
	C, E1
	This IE indicates the location of the served subscriber in the MSC/VLR. It shall be present only if requested by the gsmSCF.

	Location Information For GPRS
	C, E1
	This IE indicates the location of the served subscriber in the SGSN. The content is defined in the subclause 11.3.6.1.2. It shall be present only if requested by the gsmSCF.

	Subscriber State
	S, E2 
	This IE indicates the state of the MS in the CS domain. It shall be present only if requested by the gsmSCF. The possible values of the IE are:

-
CAMELBusy: The VLR has indicated that the MS is engaged in a transaction for a mobile originating or terminated circuit-switched call.

-
NetworkDeterminedNotReachable: The VLR has indicated that the network can determine from its internal data that the MS is not reachable.

-
AssumedIdle: The VLR has indicated that the state of the MS is neither "CAMELBusy" nor "NetworkDeterminedNotReachable".

-
NotProvidedFromVLR: The VLR did not provide any information on subscriber state even though it was requested. 

	PS Domain Subscriber State
	S, E2
	This IE indicates the state of the MS in the PS Domain. It shall be present only if requested by the gsmSCF. The possible values of the IE are:

-
Detached (see subclause 11.3.5.1).

-
CAMEL attached, MS not reachable for paging (see subclause 11.3.5.1).

-
CAMEL attached, MS may be reachable for paging (see subclause 11.3.5.1).

-
CAMEL PDP active, MS not reachable for paging (see subclause 11.3.5.1).

-
CAMEL PDP active, MS may be reachable for paging (see subclause 11.3.5.1).

-
Not provided from SGSN: The SGSN did not provide any information on subscriber state even though it was requested.

	PDP Context Information List
	C
	This IE indicates the PDP context information (see the table in subclause 11.3.5.1) for each PDP context which is active for the MS. It shall be present if the PS domain Subscriber State has the value "CAMEL PDP active, MS not reachable for paging” or “CAMEL PDP active, MS may be reachable for paging"; otherwise it shall be absent.

	IMEI (with software version)
	C
	This IE contains the IMEISV (as defined in 3GPP TS 23.003 [7]) of the ME in use by the served subscriber. It shall be present only if requested by the gsmSCF.

	MS Classmark 2
	C
	This IE contains the MS classmark 2, which is returned by the MS when it responds to paging in the CS domain. It shall be present only if requested by the gsmSCF.

	GPRS MS Class
	C
	This IE contains the MS network and radio access capabilities. It shall be present only if requested by the gsmSCF.


Location Information is defined in 3GPP TS 23.018 [12]. The following differences apply:

	Information element name
	Status
	Description

	Service area ID
	C,E
	See 3GPP TS 23.018 [12].

	Cell ID
	C,E
	See 3GPP TS 23.018 [12].

	Location area ID
	C,E
	See 3GPP TS 23.003 [7].

	Selected LSA Identity
	C
	This IE indicates the LSA identity associated with the current position of the MS. It shall be present if the LSA ID in the subscriber data matches the LSA ID of the current cell. In the case of multiple matches the LSA Id with the highest priority it shall be present. See 3GPP TS 23.073 [17].
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