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17.7.13
Location service data types

.$MAP-LCS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-LCS-DataTypes (25) version8 (8)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


RoutingInfoForLCS-Arg,


RoutingInfoForLCS-Res,


ProvideSubscriberLocation-Arg,


ProvideSubscriberLocation-Res,


SubscriberLocationReport-Arg,


SubscriberLocationReport-Res,

LocationType,

LCSClientName,

LCS-QoS,

Horizontal-Accuracy,

ResponseTime,

Ext-GeographicalInformation,

SupportedGADShapes,

Add-GeographicalInformation,

LCSRequestorID,

LCSCodeword

;

IMPORTS


AddressString,


ISDN-AddressString,


IMEI,


IMSI,


LMSI,


SubscriberIdentity,


AgeOfLocationInformation,


LCSClientExternalID,


LCSClientInternalID,

LCSServiceTypeID

FROM MAP-CommonDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version8 (8)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version8 (8)}


USSD-DataCodingScheme,

USSD-String

FROM MAP-SS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-SS-DataTypes (14) version8 (8)}


APN

FROM MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version8 (8)}


Additional-Number

FROM MAP-SM-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SM-DataTypes (16) version8 (8)}

;

RoutingInfoForLCS-Arg ::= SEQUENCE {


mlcNumber

[0] ISDN-AddressString,


targetMS

[1] SubscriberIdentity,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...,


lcsCodewordApplicability
[3]
LCSCodewordApplicability
OPTIONAL }

LCSCodewordApplicability ::= ENUMERATED {


codewordCheckApplicable
(0),


codewordCheckNotApplicable
(1),


...}

--
exception handling:

--
unrecognized values shall be ignored by the receiver.

RoutingInfoForLCS-Res ::= SEQUENCE {


targetMS

[0] SubscriberIdentity,


lcsLocationInfo
[1] LCSLocationInfo,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...,


lcsCodewordNotification
[3]
NULL

OPTIONAL

-- lcsCodewordNotification may be present only if

-- lcsCodewordApplicability was present in RoutingInfoForLCS-Arg.


-- If received when lcsCodewordApplicability was not present in 


-- RoutingInfoForLCS-Arg then lcsCodewordNotification shall be ignored.

}
LCSLocationInfo ::= SEQUENCE {


networkNode-Number
ISDN-AddressString,


-- NetworkNode-number can be either msc-number or sgsn-number


lmsi


[0] LMSI

OPTIONAL,


extensionContainer
[1] ExtensionContainer
OPTIONAL,


... ,


gprsNodeIndicator 
[2] NULL

OPTIONAL,


-- gprsNodeIndicator is set only if the SGSN number is sent as the Network Node Number


additional-Number
[3] Additional-Number
OPTIONAL

}

ProvideSubscriberLocation-Arg ::= SEQUENCE {


locationType
LocationType,


mlc-Number
ISDN-AddressString,


lcs-ClientID
[0] LCS-ClientID
OPTIONAL,


privacyOverride
[1] NULL

OPTIONAL,


imsi


[2] IMSI

OPTIONAL,


msisdn

[3] ISDN-AddressString
OPTIONAL,


lmsi


[4] LMSI

OPTIONAL,


imei


[5] IMEI

OPTIONAL,


lcs-Priority
[6] LCS-Priority
OPTIONAL,


lcs-QoS

[7] LCS-QoS
OPTIONAL,


extensionContainer
[8] ExtensionContainer
OPTIONAL,


... ,


supportedGADShapes
[9]
SupportedGADShapes
OPTIONAL,


lcsServiceTypeID
[10]
LCSServiceTypeID
OPTIONAL,


lcsCodeword
[11]
LCSCodeword
OPTIONAL }


-- one of imsi or msisdn is mandatory

LocationType ::= SEQUENCE {


locationEstimateType
[0] LocationEstimateType,


...,


deferredLocationEventType
[1] DeferredLocationEventType
OPTIONAL }

LocationEstimateType ::= ENUMERATED {


currentLocation
(0),


currentOrLastKnownLocation
(1),


initialLocation
(2),


...,


activateDeferredLocation
(3),


cancelDeferredLocation
(4) }

--
exception handling:

--
a ProvideSubscriberLocation-Arg containing an unrecognized LocationEstimateType

--
shall be rejected by the receiver with a return error cause of unexpected data value

DeferredLocationEventType ::= BIT STRING {


msAvailable
(0) } (SIZE (1..16)) 

-- exception handling

-- a ProvideSubscriberLocation-Arg containing other values than listed above in 
-- DeferredLocationEventType shall be rejected by the receiver with a return error cause of 
-- unexpected data value.
LCS-ClientID ::= SEQUENCE {


lcsClientType
[0] LCSClientType,


lcsClientExternalID
[1] LCSClientExternalID
OPTIONAL,


lcsClientDialedByMS
[2] AddressString
OPTIONAL,


lcsClientInternalID
[3] LCSClientInternalID
OPTIONAL,


lcsClientName
[4] LCSClientName
OPTIONAL,


...,

lcsAPN

[5] APN

OPTIONAL,


lcsRequestorID
[6] LCSRequestorID
OPTIONAL }

LCSClientType ::= ENUMERATED {


emergencyServices
(0),


valueAddedServices
(1),


plmnOperatorServices
(2),


lawfulInterceptServices
(3),


... }


--
exception handling:


--
unrecognized values may be ignored if the LCS client uses the privacy override


--
otherwise, an unrecognized value shall be treated as unexpected data by a receiver


--
a return error shall then be returned if received in a MAP invoke 

LCSClientName ::= SEQUENCE {


dataCodingScheme
[0] USSD-DataCodingScheme,


nameString
[2] NameString,


...,


lcs-FormatIndicator
[x] LCS-FormatIndicator
OPTIONAL }

-- The USSD-DataCodingScheme shall indicate use of the default alphabet through the

-- following encoding

--
bit
7 6 5 4 3 2 1 0

--

0 0 0 0 1 1 1 1

NameString ::= USSD-String (SIZE (1..maxNameStringLength))
maxNameStringLength  INTEGER ::= 63
LCSRequestorID ::= SEQUENCE {


dataCodingScheme
[0] USSD-DataCodingScheme,


requestorIDString
[1] RequestorIDString,


...,


lcs-FormatIndicator
[x] LCS-FormatIndicator
OPTIONAL }
RequestorIDString ::= USSD-String (SIZE (1..maxRequestorIDStringLength))
maxRequestorIDStringLength  INTEGER ::= 127
LCS-FormatIndicator ::= ENUMERATED {


logicalName
(0),


e-mailAddress
(1),


msisdn

(2),


url


(3),


sipUrl

(4),


... }

….

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

