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First proposed change
4.1
Conformance of IM CN subsystem entities to SIP

SIP defines a number of roles which entities can implement in order to support capabilities. These roles are defined in annex A.

Each IM CN subsytem functional entity using an interface at the Gm reference point, the Mg reference point, the Mi reference point, the Mj reference point, the Mk reference point, the Mm reference point, the Mr reference point and the Mw reference point, and also using the IP multimedia Subsystem Service Control (ISC) Interface, shall implement SIP, as defined by the referenced specifications in Annex A, and in accordance with the constraints and provisions specified in annex A, according to the following roles.

The Gm reference point, the Mg reference point, the Mi reference point, the Mj reference point, the Mk reference point, the Mm reference point and the Mw reference point are defined in 3GPP TS 23.002 [2].

The Mr reference point is defined in 3GPP TS 23.228 [7].

The ISC interface is defined in 3GPP TS 23.228 [7] subclause 4.2.4.

-
The User Equipment (UE) shall provide the User Agent (UA) role with the exceptions and additional capabilities as described in subclause 5.1.

-
The P-CSCF shall provide the proxy role, with the exceptions and additional capabilities as described in subclause 5.2. When acting as the subscriber to or the recipient of event information, the P-CSCF shall provide the UA role, again with the exceptions and additional capabilities as described in subclause 5.2.

-
The I-CSCF shall provide the proxy role, with the exceptions and additional capabilities as described in subclause 5.3.

-
The S-CSCF shall provide the proxy role, with the exceptions and additional capabilities as described in subclause 5.4. Under certain circumstances as described in subclause 5.4, the S-CSCF shall provide the UA role with the additional capabilities, as follows:

a)
the S-CSCF shall also act as a registrar. When acting as a registrar, or for the purposes of executing a third-party registration, the S-CSCF shall provide the UA role;

b)
as the notifier of event information the S-CSCF shall provide the UA role; and

c)
when performing S-CSCF initiated release the S-CSCF shall provide the UA role, even when acting as a proxy for the remainder of the dialog.

-
The BGCF shall provided the proxy role, with the exceptions and additional capabilities as described in subclause 5.5.

-
The MGCF shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.6.

-
The AS, acting as terminating UA, or redirect server (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.1), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.2.

-
The AS, acting as originating UA (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.2), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.3.

-
The AS, acting as a SIP proxy (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.3), shall provided the proxy role, with the exceptions and additional capabilities as described in subclause 5.7.4.

-
The AS, performing 3rd party call control (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.4), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.5.

-
The AS, receiving third-party registration requests, shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.

-
The MRFC shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.8.

NOTE 1:
Annex A can change the status of requirements in referenced specifications. Particular attention is drawn to table A.4 and table A.162 for capabilities within referenced SIP specifications, and to table A.317 and table A.328 for capabilities within referenced SDP specifications. The remaining tables build on these initial tables.

NOTE 2:
The allocated roles defined in this clause are the starting point of the requirements from the IETF SIP specifications, and are then the basis for the description of further requirements. Some of these extra requirements formally change the proxy role into a B2BUA. Thus, for example, a P-CSCF is a B2BUA in that it inspects and may modify SDP message bodies, and terminates Record-Route headers on behalf of the UA, but in all other respects other than those more completely described in subclause 5.2 it implements proxy requirements. Despite being a B2BUA a P-CSCF does not implement UA requirements from the IETF RFCs, except as indicated in this specification, e.g., relating to registration event subscription.

Next proposed change
5
Application usage of SIP

5.1
Procedures at the UE

…

5.1.3
Call initiation - mobile originating case

5.1.3.1
Initial INVITE

Upon generating an initial INVITE request, the UE shall:

-
indicate the support for reliable provisional responses and specify it using the Supported header mechanism;

-
indicate the requirement of precondition and specify it using the Require header mechanism.
NOTE:
Table A.4 specifies that UE support of forking is required in accordance with RFC 3261. While proxies in the IM CN subsystem do not fork requests, proxies external to the system may initiate forking, such that the UE is able to receive several forked provisional or final responses from different terminations. The UE may accept or reject any of the forked responses, for example, if the UE is capable of supporting a limited number of simultaneous transactions or early dialogs.
When a final answer is received for one of the early dialogues, the UE proceeds to set up the SIP session. The UE shall not progress any further early dialogues to established dialogs. Therefore, upon the reception of a subsequent final 200 (OK) response for an INVITE request, (e.g., due to forking), the UE shall:
1)
acknowledge the response with an ACK request; and
2)
send a BYE request to this dialog in order to terminate it
If the UA receives a 503 (Service Unavailable) response to an initial INVITE request containing a Retry-After header, then the UE shall not automatically reattempt the request until after the period indicated by the Retry-After header contents.

5.1.4
Call initiation - mobile terminating case

5.1.4.1
Initial INVITE

Upon receiving an initial INVITE request without containing either Supported: precondition or Require: precondition header values, the UE shall generate a 421 (Extension Required) response indicating the required extension in the Require header field.

Upon generating the first response to the initial INVITE request, the UE shall indicate the requirement for reliable provisional responses and specify it using the Require header mechanism.The UE shall send the 200 (OK) response to the initial INVITE request only after the local resource reservation has been completed.
NOTE:
Table A.4 specifies that UE support of forking is required in accordance with RFC 3261. While proxy support of forking is precluded in the IM CN subsystem, proxies external to the system may initiate forking, such that the UE is able to receive several forked requests for the same transaction.  
5.1.5
Call release

Void.
Next proposed change
9.2.5
PDP contexts for media

9.2.5.1
General requirements
During establishment of a session, the UE establishes data streams(s) for media related to the session. Such data stream(s) may result in activation of additional PDP context(s). Such additional PDP context(s) shall be established as secondary PDP contexts associated to the PDP context used for signalling.

The P-CSCF shall indicate to the UE in SIP/SDP if a separate PDP Context is required for a media component as per procedures defined in 3GPP TS 23.228 [7]. The UE shall establish an additional PDP context for a media component if so indicated by the P-CSCF.

The UE shall pass the authorisation token received from the P-CSCF in the 183 (Session Progress) response to an INVITE request at originating setup or in the INVITE request at terminating setup to the GGSN by inserting it within the Traffic Flow Template IE at PDP Context activation/modification.

In order to identify to the GGSN which flow(s) (identified by m-lines within the SDP) are to be transferred within a particular PDP context, the UE shall set the flow identifier(s) within the Traffic Flow Template IE at PDP Context activation modification. Detailed description of how the flow identifiers are constructed is provided in 3GPP TS 29.207 [12].

Detailed description of how the authorization token and flow identifiers are carried in the Traffic Flow Template IE is provided in 3GPP TS 24.008 [8].

9.2.5.2
Special requirements applying to forked responses
Since the UE does not know that forking has occurred until a second, provisional response arrives, the UE sets up the PDP context(s) as required by the initial response received. If a subsequent provisional response is received, different alternative actions may be performed depending on the requirements in the SDP answer:

1)
the bearer requirements of the subsequent SDP can be accommodated by the existing PDP context(s). The UE performs no activation or modification of PDP contexts.

2)
the subsequent SDP introduces different QoS requirements or additional IP flows. The UE modifies the existing PDP context(s), if necessary, according to subclause 9.2.5.1
3)
the subsequent SDP introduces one or more additional IP flows. The UE establishes additional PDP context(s) according to subclause 9.2.5.1.
NOTE 1: When several forked responses are received, the resources requested by the UE are the “logical OR” of the resources indicated in the multiple responses to avoid allocation of unnecessary resources.  The UE does not request more resources than proposed in the original INVITE request.

NOTE 2: When service-based local policy is applied, the UE receives the same media authorization token for all forked requests/responses related to the same SIP session.
When a final answer is received for one of the early dialogues, the UE proceeds to set up the SIP session. The UE shall release all the unneeded radio/bearer resources. Therefore, upon the reception of a first final 200 (OK) response for the INVITE request (in addition to the procedures defined in RFC 3261 [26] clause 13.2.2.4), the UE shall: 

1)
in case PDP context(s) were established or modified as a consequence of the INVITE request and forked provisional responses that are not related to the accepted 200 (OK) response, delete the PDP context(s) or modify the PDP context(s) back to their original state.
Next proposed change
A.2.2.2
Major capabilities

Table A.162: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	1
	client behaviour for session requests?
	[26] 16
	m
	m

	2
	server behaviour for session requests?
	[26] 16
	m
	m

	3
	session release?
	[26] 16
	m
	m

	4
	Stateless proxy behaviour?
	[26] 16.11
	o.1
	

	5
	Stateful proxy behaviour?
	[26] 16.2
	o.1
	

	6
	forking of initial requests
	[26] 16.1
	c1
	x

	7
	support of TLS connections on the upstream side
	[26] 16.7
	o
	n/a

	8
	support of TLS connections on the downstream side
	[26] 16.7
	o
	n/a

	9
	insertion of date in requests and responses
	[26] 20.17
	o
	o

	10
	suppression or modification of alerting information data
	[26] 20.4
	o
	o

	11
	reading the contents of the Require header before proxying the request or response 
	[26] 20.32
	o
	o

	12
	adding or modifying the contents of the Require header before proxying the REGISTER request or response 
	[26] 20.32
	o
	m

	13
	adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER
	[26] 20.32
	o
	o

	14
	the requirement to be able to insert itself in the subsequent transactions in a dialog
	[26] 16.6
	o
	c2

	15
	the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing
	[26] 16.7
	c3
	c3

	16
	reading the contents of the Supported header before proxying the response 
	[26] 20.37
	o
	o

	17
	reading the contents of the Unsupported header before proxying the 420 response to a REGISTER
	[26] 20.40
	o
	m

	18
	reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER
	[26] 20.40
	o
	o

	19
	the inclusion of the Error-Info header in 3xx - 6xx responses
	[26] 20.18
	o
	o

	
	Extensions
	
	
	

	20
	The SIP INFO method?
	[25]
	o
	o

	21
	Reliability of provisional responses in SIP?
	[27]
	o
	m

	22
	the REFER method?
	[36]
	o
	o

	23
	Integration of resource management and SIP?
	[30]
	o
	m

	24
	the SIP UPDATE method
	[29]
	c4
	m

	25
	SIP extensions for caller identity and privacy?
	[34]
	o
	m

	26
	SIP extensions for media authorization?
	[31]
	o
	m

	27
	SIP specific event notification
	[28]
	o
	o

	28
	the use of NOTIFY to establish a dialog
	[28] 4.2
	o
	n/a

	29
	Path Extension Header for Establishing Service Route with SIP REGISTER
	[35]
	o
	c5

	30
	extensions to the Session Initiation Protocol (SIP) for Network Asserted Identity within Trusted Networks
	[34]
	o
	m

	31
	a Privacy Mechanism for the Session Initiation Protocol (SIP)
	[33]
	o
	m

	c1:
IF A.162/5 THEN o ELSE n/a

c2:
IF A.3/4 OR A.3/7 THEN m ELSE IF A.3/3 THEN o ELSE n/a - - S-CSCF or AS else I-CSCF

c3:
IF (A.162/7 AND NOT A.162/8) OR (NOT A.162/7 AND A.162/8) THEN m ELSE IF A.162/14 THEN o ELSE n/a - - TLS interworking with non-TLS else proxy insertion

c4:
IF A.162/23 THEN m ELSE o - - integration of resource management and SIP

c5: 
IF A.3/2 OR A.3/3 THEN m ELSE n/a. - - P-CSCF or I-CSCF.

o.1:
It is mandatory to support at least one of these items.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up tex





CR page 1

