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	A number of headers in the SIP profile do not yet have their values fully defined. This CR completes those tables for headers defined in RFC 3261 by completing the contents of the following headers: Accept; Accept-Encoding; Accept-Language; Allow; Authentication-Info; Call-Info; Contact; Content-Disposition; Content-Encoding; Content-Language; Expires; MIME-Version; Organization; Proxy-Authenticate; Proxy-Authorization; Subject; User-Agent; Warning; WWW-Authenticate. 
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	Summary of change:
(

	The summary of the change for the individual headers is as follows: 

Accept; 

Summary of IETF requirements

The header may appear in requests as follows: BYE, INFO, INVITE, NOTIFY, PRACK, REFER, REGISTER, SUBSCRIBE, UPDATE. It is optional for the UA to insert it in such requests. It would appear to mandatory to be able to receive the header in such requests. It does not appear in ACK, CANCEL, MESSAGE or PUBLISH requests. It would appear to mandatory to be able to receive the header in such requests.

The header may optionally appear in 2xx responses to INVITE, REGISTER and UPDATE requests.

Support of the header is mandatory in OPTIONS requests and 2xx responses.

At least one of the Accept, Accept-Encoding, or Accept-Language headers must appear in a 415 response to any method except OPTIONS, ACK and CANCEL, and all headers must be understood on receipt in this response.

Note that the usage in responses to INFO requests is not defined, but would be assumed from the behaviour to all other methods.

The header must appear in a 415 response to an OPTIONS request.

Proxies pass the header on transparently.

Summary of 3GPP usage

24.228 shows its use in SUBSCRIBE requests from UE to S-CSCF (registrar) and in SUBSCRIBE requests from P-CSCF to S-CSCF (registrar). This is optional behaviour for the SUBSCRIBE itself, but further constraints are allowed to be defined by the event package.

There are therefore no additional 3GPP requirements.

Proxies pass the header on transparently. As these headers do not relate to the description of a message body containing a session description, there is no special 3GPP usage in this respect.

Accept-Encoding; 

Summary of IETF requirements

The header may appear in requests as follows: BYE, INFO, INVITE, NOTIFY, PRACK, REFER, REGISTER, SUBSCRIBE, UPDATE. It is optional for the UA to insert it in such requests. It would appear to mandatory to be able to receive the header in such requests. It does not appear in ACK, CANCEL, MESSAGE or PUBLISH requests. It would appear to mandatory to be able to receive the header in such requests.

The header may optionally appear in 2xx responses to INVITE, REGISTER and UPDATE requests.

Support of the header is mandatory in OPTIONS requests and 2xx responses.

At least one of the Accept, Accept-Encoding, or Accept-Language headers must appear in a 415 response to any method except OPTIONS, ACK and CANCEL, and all headers must be understood on receipt in this response.

Note that the usage in responses to INFO requests is not defined, but would be assumed from the behaviour to all other methods.

The header must appear in a 415 response to an OPTIONS request.

Proxies pass the header on transparently.

Summary of 3GPP usage

There are therefore no additional 3GPP requirements.

Proxies pass the header on transparently. As these headers do not relate to the description of a message body containing a session description, there is no special 3GPP usage in this respect.

Accept-Language; 

Summary of IETF requirements

The header may appear in requests as follows: BYE, INFO, INVITE, NOTIFY, PRACK, REFER, REGISTER, SUBSCRIBE, UPDATE. It is optional for the UA to insert it in such requests. It would appear to mandatory to be able to receive the header in such requests. It does not appear in ACK, CANCEL, MESSAGE or PUBLISH requests. It would appear to mandatory to be able to receive the header in such requests.

The header may optionally appear in 2xx responses to INVITE, REGISTER and UPDATE requests.

Support of the header is mandatory in OPTIONS requests and 2xx responses.

At least one of the Accept, Accept-Encoding, or Accept-Language headers must appear in a 415 response to any method except OPTIONS, ACK and CANCEL, and all headers must be understood on receipt in this response.

Note that the usage in responses to INFO requests is not defined, but would be assumed from the behaviour to all other methods.

The header must appear in a 415 response to an OPTIONS request.

Proxies pass the header on transparently.

Summary of 3GPP usage

There are therefore no additional 3GPP requirements.

Proxies pass the header on transparently. As these headers do not relate to the description of a message body containing a session description, there is no special 3GPP usage in this respect.

Allow; 

Summary of IETF requirements

The header is not used in ACK or CANCEL methods.

It is mandatory for a UA to send the header in a 405 response to all remaining methods, and mandatory for a UA to receive the header in such responses.

A UA should send the header in an INVITE request. A UA may send the header in all remaining method requests. It is considered mandatory for the UA to receive the header in usch usage. Note that the usage with INFO is not fully documented, but will be inferred from the other methods.

A UA should send the header in 2xx responses to INVITE and OPTIONS requests. A UA may send the header in all remaining method 2xx responses. It is considered mandatory for the UA to receive the header in usch usage. Note that the usage with INFO is not fully documented, but will be inferred from the other methods.

Proxies pass the header on transparently.

Summary of 3GPP usage

No additional 3GPP requirements.

Note that as 24.228 does not show any usage of the Allow header, it can be inferred that 3GPP implementations will treat usage of the SHOULD strength in INVITE requests and 2xx responses as merely optional, and that is what is proposed to be documented in the profile.
Authentication-Info; 

Summary of IETF requirements

The header is defined as optional for a UA to send for all 2xx responses to methods other than ACK and CANCEL. It is mandatory for the UA to receive the header for these responses. The usage of the header for both send and receive is dependent on the UA to UA authentication major capability. For REGISTER this is the UA to registrar authentication major capability.

Note that the usage for the INFO method is inferred from the general usage with other methods.

Proxies pass the header on transparently.

Summary of 3GPP usage

No additional 3GPP requirements.

Call-Info; 

Summary of IETF requirements

The header is defined as optional for a UA to send for requests and responses of INVITE, MESSAGE, OPTIONS, PUBLISH, REGISTER, and UPDATE.

The header can be ignored by a receiving UA, and therefore is optional to receive for requests and responses of INVITE, MESSAGE, OPTIONS, PUBLISH, REGISTER, and UPDATE.

As the header applies to all responses, it is appropriate to move the header from the individual response header tables to that of the generic response header table.
A proxy can add or concatenate the header field if not present; a proxy must be able to read the header field, and thus this header field cannot be encrypted. This therefore needs a new major capabilities to be defined for the proxy treatment of this header. If this major capability does not apply, then the header will be passed on transparently. The new major capabilities are as follows:

· reading the contents of the Call-Info header before proxying the request or response?

· adding or concatenating the Call-Info header before proxying the request or response?

Summary of 3GPP usage

No additional 3GPP requirements.

Contact; 

Summary of IETF requirements

The handling of this header is individual to each specific method.

· ACK: optional to send in request. 

· BYE: optional to send in 3xx and 485 responses, otherwise not used.

· CANCEL: the header is not used in this method at all.

· INFO: optional to send in requests, the header is not included in responses.

· INVITE: mandatory to send in request, mandatory to send in 2xx response, optional to send in other responses.

· MESSAGE: not included in requests or 2xx responses, optional to send in 3xx and 485 responses.

· PRACK: not included in requests or 2xx responses, optional to send in 3xx and 485 responses.

· PUBLISH: not included in requests or 2xx responses, optional to send in 3xx and 485 responses.

· REFER: mandatory to send in request, mandatory to send in 2xx response, optional to send in other responses.

· REGISTER: optional to send in request and responses.

· SUBSCRIBE: mandatory to send in requests, mandatory to send in 2xx response, mandatory to send in 3xx responses

· UPDATE: mandatory to send in request, mandatory to send in 2xx response, optional to send in other responses.

For 485 responses, the send strength is SHOULD. The receive capability has therefore been taken as mandatory. Otherwise, for those cases where it is optional to send, it has been taken as optional to receive; for those cases where it is mandatory to send, it has been taken as mandatory to receive

Proxies may read and may delete 3xx responses. Otherwise the header is passed on transparently. A major capability will need to be defined to reflect this.

Summary of 3GPP usage

No additional 3GPP requirements.

Content-Disposition; 

Summary of IETF requirements

The header is defined as optional for a UA to send for all requests and all responses where bodies are allowed, i.e. all except except CANCEL and for all status-codes. Optionality in the specifications is because there is a default value associated with particular Content-Types. For application/sdp this is "session". For other Content=Types it is "render".

It is believed it is therefore mandatory to be able to receive this header at a UA for all requests and responses.

Proxies do not read the header, and merely pass it on.

Summary of 3GPP usage

In 24.228, there is no appearance of the Content-Disposition header, as defaults are assumed throughout.

As the message body is processed by various 3GPP entities, then those entities should verify the headers associated with that message body. Therefore the P-CSCF and S-CSCF both look at SDP message bodies, and therefore the Content-Disposition header, if present should be verified. These entities are therefore mandatory to send and receive, for messages involved in a dialog establishing a session. It is assumed that IETF handling can apply for methods not involved in creating a session (i.e. transparently pass on).

Note that this philosophy has also resulted in changes to the entries for the Content-Type header.

It would be possible to indicate that 3GPP registrars do not include message bodies, nor any of the headers associated with describing such bodies. There is however no preclusion of this in the main specification, and therefore it is assumed that it is entirely legitimate to send a message body in a REGISTER response if the 3GPP implementor so wishes.

Content-Encoding; 

Summary of IETF requirements

The header is defined as optional for a UA to send for all requests and all responses where bodies are allowed, i.e. all except except CANCEL and for all status-codes. 

It is believed it is therefore mandatory to be able to receive this header at a UA for all requests and responses.

Proxies do not read the header, and merely pass it on.

Summary of 3GPP usage

In 24.228, there is no appearance of the Content-Encoding header.

As the message body is processed by various 3GPP entities, then those entities should verify the headers associated with that message body. Therefore the P-CSCF and S-CSCF both look at SDP message bodies, and therefore the Content-Encoding header, if present should be verified. These entities are therefore mandatory to send and receive, for messages involved in a dialog establishing a session. It is assumed that IETF handling can apply for methods not involved in creating a session (i.e. transparently pass on).

Note that this philosophy has also resulted in changes to the entries for the Content-Type header.

It would be possible to indicate that 3GPP registrars do not include message bodies, nor any of the headers associated with describing such bodies. There is however no preclusion of this in the main specification, and therefore it is assumed that it is entirely legitimate to send a message body in a REGISTER response if the 3GPP implementor so wishes.

Content-Language; 

Summary of IETF requirements

The header is defined as optional for a UA to send for all requests and all responses where bodies are allowed, i.e. all except except CANCEL and for all status-codes. 

It is believed it is therefore mandatory to be able to receive this header at a UA for all requests and responses.

Proxies do not read the header, and merely pass it on.

Summary of 3GPP usage

In 24.228, there is no appearance of the Content-Language header.

As the message body is processed by various 3GPP entities, then those entities should verify the headers associated with that message body. Therefore the P-CSCF and S-CSCF both look at SDP message bodies, and therefore the Content-Language header, if present should be verified. These entities are therefore mandatory to send and receive, for messages involved in a dialog establishing a session. It is assumed that IETF handling can apply for methods not involved in creating a session (i.e. transparently pass on).

Note that this philosophy has also resulted in changes to the entries for the Content-Type header.

It would be possible to indicate that 3GPP registrars do not include message bodies, nor any of the headers associated with describing such bodies. There is however no preclusion of this in the main specification, and therefore it is assumed that it is entirely legitimate to send a message body in a REGISTER response if the 3GPP implementor so wishes.

Expires; 

Summary of IETF requirements

The usage of the Expires header is specific to each individual method.

· REGISTER method: Optional for a UA to be able to send the header in a request (the Contact header provides an alternative). Mandatory to be able to receive the header in a request. It is not used in REGISTER responses as the Contact header carries that function. Proxies pass the header on transparently.

· SUBSCRIBE method: Optional (Recommended) for a UA to be able to send the header in a request. Mandatory to be able to receive the header in a request. Mandatory to be able to send and receive the header in a 2xx response. Proxies pass the header on transparently.

· INVITE method: Optional for a UA to be able to send the header in a request. Optional to be able to receive the header in a request. Proxies pass the header on transparently.

· REFER method: Optional for a UA to be able to send the header in a request. Optional to be able to receive the header in a request. Proxies pass the header on transparently.

· MESSAGE method: Optional for a UA to be able to send the header in a request. Optional to be able to receive the header in a request. Proxies pass the header on transparently.

· PUBLISH method: Optional (Recommended) for a UA to be able to send the header in a request. Mandatory to be able to receive the header in a request. Mandatory to be able to send and receive the header in a 2xx response. Proxies pass the header on transparently.

· INFO defines the header. The nature of the header usage has changed since the publication of that specification, therefore it is assumed that this header is no longer valid for that method.

For all other methods the header is not used.

Summary of 3GPP usage

No additional 3GPP requirements.

MIME-Version; 

Summary of IETF requirements

The header is defined as optional for a UA to send for all requests and responses, except CANCEL. It is assumed that the absence from the message and publish drafts is an error, and that it does apply for the MESSAGE and PUBLISH methods.

The header is associated with the interpretation of the received message body, and therefore it is assumed  for the receiving UA, to be mandatory to receive (for all methods except CANCEL).

Proxies do not read the header, and merely pass it on.

Summary of 3GPP usage

No additional 3GPP requirements.

As the message body is processed by various 3GPP entities, then those entities should verify the headers associated with that message body. Therefore the P-CSCF and S-CSCF both look at SDP message bodies, and therefore the Content-MIME-Version header, if present should be verified. These entities are therefore mandatory to send and receive, for messages involved in a dialog establishing a session. It is assumed that IETF handling can apply for methods not involved in creating a session (i.e. transparently pass on).

It would be possible to indicate that 3GPP registrars do not include message bodies, nor any of the headers associated with describing such bodies. There is however no preclusion of this in the main specification, and therefore it is assumed that it is entirely legitimate to send a message body in a REGISTER response if the 3GPP implementor so wishes.

Organization; 

Summary of IETF requirements

The header is defined as optional for a UA to send for INVITE, MESSAGE, OPTIONS, PUBLISH, REFER, REGISTER, SUBSCRIBE, UPDATE requests and all responses.

The header can be ignored by a receiving UA, and therefore is optional to receive.

A proxy can add or concatenate the header field if not present; a proxy must be able to read the header field, and thus this header field cannot be encrypted. This therefore needs a new major capabilities to be defined for the proxy treatment of this header. If this major capability does not apply, then the header will be passed on transparently. The new major capabilities are as follows:

· reading the contents of the Organization header before proxying the request or response?

· adding or concatenating the Organization header before proxying the request or response?

Note that while the ar tag has not been placed against the proxy usage of SUBSCRIBE and NOTIFY, it is assumed that in these cases it is also possible.

Note that for the UPDATE method, entries of this header for individual status codes have been moved to the generic response table, and for some other methods, duplicate entries to those in the generic response table have been deleted.

Summary of 3GPP usage

No additional 3GPP requirements - see IETF requirements.

Proxy-Authenticate; 

Summary of IETF requirements

The usage of this header is for http digest authentication. As this is an optional capability, it requires a major capability for it in the UE. This already exists and is A.5/7 for methods other than REGISTER and A.5/8 for the REGISTER method.

The header is only applicable to 401 and 407 responses. Although the 407 response is not listed for INFO, SUBSCRIBE and NOTIFY, it is assumed to be valid for those methods as well. Note that this requires the addition of tables for 407 responses in the cases of INFO.

It is not valid for ACK and CANCEL methods. Note that although the table in RFC 3261 lists it as valid for CANCEL, this is not possible as there cannot be a subsequent authentication. A fault report has been identified on the sip list.

It is mandatory for proxies to understand this header for the 401 and 407 responses in the relevant methods (so that they can meet the aggregation requirements).

Summary of 3GPP usage

No additional 3GPP requirements.

Proxy-Authorization; 

Summary of IETF requirements

The header may appear in all requests except CANCEL. A UA will insert the header if involved in UA to proxy authentication. Therefore a major capability needs to be defined for the UA role for authentication between UA and proxy.

It is not applicable for UAs to receive this header.

Proxies also need a similar major capability to be defined. Proxies implementing this major capability must read the header and delete their entry, i.e. mandatory to receive and send. Proxies not implementing this major capability pass the header on transparently.

Summary of 3GPP usage

No additional 3GPP requirements.

It is assumed that 3GPP UAs can use this capability with a non-3GPP proxy.

3GPP proxies do not implement this major capability.

Subject; 

Summary of IETF requirements

The header is defined as optional for a UA to send for INFO, INVITE, MESSAGE, PUBLISH, REFER requests.

It is not defined for responses.

The header can be ignored by a receiving UA, and therefore is optional to receive.

Proxies do not read the header, and merely pass it on.

Summary of 3GPP usage

No additional 3GPP requirements.

User-Agent; 

Summary of IETF requirements

The header is defined as optional for a UA to send for all requests and responses.

The header can be ignored by a receiving UA, and therefore is optional to receive.

Proxies do not read the header, and merely pass it on.

As the header applies to all responses, it is appropriate to move the header from the individual response header tables to that of the generic response header table.
Summary of 3GPP usage

No additional 3GPP requirements.

Warning; 

Summary of IETF requirements

It is optional for the UA to be able to send the header in any response. A 488 response increases this optionality to SHOULD. As no requirements are defined for interpretation of this header, the receive capability is assumed to be optional.

Proxies pass the header on transparently.

As the header applies to all responses, it is appropriate to move the header from the individual response header tables to that of the generic response header table.

Summary of 3GPP usage

No additional 3GPP requirements.

24.228 shows examples of the use of the header in a 403 response to a REGISTER request. 24.229 specifies the optional usage with a 403 response to a REGISTER request.

WWW-Authenticate; 

Summary of IETF requirements

The header is only applicable to 401 and 407 responses. It is mandatory to send and receive for a 401 response and optional to send and receive for a 407 response.

The header is not applicable to the ACK and CANCEL methods.

Summary of 3GPP usage

3GPP uses this header in a 401 response to a REGISTER to challenge the user. It is mandatory to send and receive in this usage.

Other changes
In addition, the Server header has been moved from the individual response header tables to that of the generic response header table.
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A.2
Profile definition for the Session Initiation Protocol as used in the present document

A.2.1
User agent role

A.2.1.1
Introduction

This subclause contains the ICS proforma tables related to the user role. They need to be completed only for UA implementations:

Prerequisite: A.2/1 -- user agent role.

A.2.1.2
Major capabilities

Table A.4: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	1
	client behaviour for registration?
	[26] subclause 10.2
	m
	c3

	2
	registrar?
	[26] subclause 10.3
	o
	c4

	3
	client behaviour for session requests?
	[26] subclause 13.2
	m
	o

	4
	server behaviour for session requests?
	[26] subclause 13.3
	m
	o

	5
	session release?
	[26] subclause 15.1
	m
	c1

	6
	timestamping of requests?
	[26] subclause 8.2.6.1
	o
	o

	7
	authentication between UA and UA?
	[26] subclause 22.2
	o
	o

	8
	authentication between UA and registrar?
	[26] subclause 22.2
	o
	n/a

	8A
	authentication between UA and proxy?
	[26] 20.28, 22.3
	o
	o

	9
	server handling of merged requests due to forking
	[26] 8.2.2.2
	m
	m

	10
	client handling of multiple responses due to forking
	[26] 13.2.2.4
	m
	m

	11
	insertion of date in requests and responses?
	[26] subclause 20.17
	o
	o

	12
	downloading of alerting information?
	[26] subclause 20.4
	o
	o

	
	Extensions
	
	
	

	13
	The SIP INFO method?
	[25]
	o
	n/a

	14
	Reliability of provisional responses in SIP?
	[27]
	o
	m

	15
	the REFER method?
	[36]
	o
	o

	16
	Integration of resource management and SIP?
	[30]
	o
	m

	17
	the SIP UPDATE method
	[29]
	c5
	m

	18
	SIP extensions for caller identity and privacy?
	[34]
	o
	m

	19
	SIP extensions for media authorization?
	[31]
	o
	m

	20
	SIP specific event notification
	[28]
	o
	o

	21
	the use of NOTIFY to establish a dialog
	[28] 4.2
	o
	n/a

	22
	acting as the notifier of event information
	[28]
	c2
	c2

	23
	acting as the recipient of event information
	[28]
	c2
	c2

	24
	Path Extension Header for Establishing Service Route with SIP REGISTER
	[35]
	o
	c6

	25
	extensions to the Session Initiation Protocol (SIP) for Network Asserted Identity within Trusted Networks
	[34]
	o
	m

	26
	a Privacy Mechanism for the Session Initiation Protocol (SIP)
	[33]
	o
	m

	27
	A messaging mechanism for the Session Initiation Protocol (SIP)
	[50]
	o
	m

	c1:
IF A.4/3 OR A.4/4 THEN m ELSE o.

c2:
IF A.4/20 THEN o.1 ELSE n/a.

c3:
IF A.3/1 OR A.3/4 THEN m ELSE n/a - - UA or S-CSCF functional entity.

c4:
IF A.3/4 OR A.3/7 THEN m ELSE n/a - - S-CSCF or AS functional entity.

c5:
IF A.4/16 THEN m ELSE o - - integration of resource management and SIP.

c6:
IF (A.150/3 AND A.150/4) THEN m ELSE n/a. - - S-CSCF acting as registrar.

o.1:
At least one of these capabilities is supported.


A.2.1.3
PDUs

Table A.5: Supported methods

	Item
	PDU
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	ACK request
	[26] 13
	m
	m
	[26] 13
	m
	m

	2
	BYE request
	[26] 15.1
	o
	
	[26] 15.1
	o
	

	3
	BYE response
	[26] 15.1
	o
	
	[26] 15.1
	o
	

	4
	CANCEL request
	[26] 9
	o
	
	[26] 9
	o
	

	5
	CANCEL response
	[26] 9
	o
	
	[26] 9
	o
	

	6
	INFO request
	[25] 2
	c2
	n/a
	[25] 2
	c2
	n/a

	7
	INFO response
	[25] 2
	c2
	n/a
	[25] 2
	c2
	n/a

	8
	INVITE request
	[26] 13
	m
	m
	[26] 13
	m
	m

	9
	INVITE response
	[26] 13
	m
	m
	[26] 13
	m
	m

	9A
	MESSAGE request
	[50] 4
	c7
	c7
	[50] 7
	c7
	c7

	9B
	MESSAGE response
	[50] 4
	c7
	c7
	[50] 7
	c7
	c7

	10
	NOTIFY request
	[28] 8.1.2
	c4
	c4
	[28] 8.1.2
	c3
	c3

	11
	NOTIFY response
	[28] 8.1.2
	c3
	c3
	[28] 8.1.2
	c4
	c4

	12
	OPTIONS request
	[26] 11
	m
	m
	[26] 11
	m
	m

	13
	OPTIONS response
	[26] 11
	m
	m
	[26] 11
	m
	m

	14
	PRACK request
	[27] 6
	c5
	c5
	[27] 6
	c5
	c5

	15
	PRACK response
	[27] 6
	c5
	c5
	[27] 6
	c5
	c5

	16
	REFER request
	[36] 3
	c1
	c1
	[36] 3
	c1
	c1

	17
	REFER response
	[36] 3
	c1
	c1
	[36] 3
	c1
	c1

	18
	REGISTER request
	[26] 10
	o
	
	[26] 10
	n/a
	

	19
	REGISTER response
	[26] 10
	n/a
	
	[26] 10
	m
	

	20
	SUBSCRIBE request
	[28] 8.1.1
	c3
	c3
	[28] 8.1.1
	c4
	c4

	21
	SUBSCRIBE response
	[28] 8.1.1
	c4
	c4
	[28] 8.1.1
	c3
	c3

	22
	UPDATE request
	[30] 6.1
	c6
	c6
	[30] 6.2
	c6
	c6

	23
	UPDATE response
	[30] 6.2
	c6
	c6
	[30] 6.1
	c6
	c6

	c1:
IF A.4/15 THEN m ELSE n/a.

c2:
IF A.4/13 THEN m ELSE n/a.

c3:
IF A.4/23 THEN m ELSE n/a.

c4:
IF A.4/22 THEN m ELSE n/a.

c5:
IF A.4/14 THEN m ELSE n/a - - reliability of provisional responses.

c6:
IF A.4/17 THEN m ELSE n/a - - the SIP update method.

c7:
IF A.4/27 THEN m ELSE n/a - - the SIP MESSAGE method.


Editor's note: Optional status of BYE in RFC status is given because RFC states SHOULD (client and server).

Editor's note: Optional status of REGISTER in RFC status is given because RFC states RECOMMENDED (client); for the UAS, not statement is made, but it is assumed that this therefore means n/a.

A.2.1.4
PDU parameters

A.2.1.4.1
Status-codes

Table A.6: Supported status-codes 

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	100 (Trying)
	[26] 21.1.1
	n/a
	n/a
	[26] 21.1.1
	m
	m

	2
	180 (Ringing)
	[26] 21.1.2
	c2
	c2
	[26] 21.1.2
	c1
	c1

	3
	181 (Call Is Being Forwarded)
	[26] 21.1.3
	c2
	c2
	[26] 21.1.3
	c1
	c1

	4
	182 (Queued)
	[26] 21.1.4
	c2
	c2
	[26] 21.1.4
	c1
	c1

	5
	183 (Session Progress)
	[26] 21.1.5
	c1
	c1
	[26] 21.1.5
	c1
	c1

	6
	200 (OK)
	[26] 21.2.1
	
	
	[26] 21.2.1
	
	

	7
	202 (Accepted)
	[28] 8.3.1
	c3
	c3
	[28] 8.3.1
	c3
	c3

	8
	300 (Multiple Choices)
	[26] 21.3.1
	
	
	[26] 21.3.1
	
	

	9
	301 (Moved Permanently)
	[26] 21.3.2
	
	
	[26] 21.3.2
	
	

	10
	302 (Moved Temporarily)
	[26] 21.3.3
	
	
	[26] 21.3.3
	
	

	11
	305 (Use Proxy)
	[26] 21.3.4
	
	
	[26] 21.3.4
	
	

	12
	380 (Alternative Service)
	[26] 21.3.5
	
	
	[26] 21.3.5
	
	

	13
	400 (Bad Request)
	[26] 21.4.1
	
	
	[26] 21.4.1
	
	

	14
	401 (Unauthorized)
	[26] 21.4.2
	
	
	[26] 21.4.2
	
	

	15
	402 (Payment Required)
	[26] 21.4.3
	
	
	[26] 21.4.3
	
	

	16
	403 (Forbidden)
	[26] 21.4.4
	
	
	[26] 21.4.4
	
	

	17
	404 (Not Found)
	[26] 21.4.5
	
	
	[26] 21.4.5
	
	

	18
	405 (Method Not Allowed)
	[26] 21.4.6
	
	
	[26] 21.4.6
	
	

	19
	406 (Not Acceptable)
	[26] 21.4.7
	
	
	[26] 21.4.7
	
	

	20
	407 (Proxy Authentication Required)
	[26] 21.4.8
	
	
	[26] 21.4.8
	
	

	21
	408 (Request Timeout)
	[26] 21.4.9
	
	
	[26] 21.4.9
	
	

	22
	410 (Gone)
	[26] 21.4.10
	
	
	[26] 21.4.10
	
	

	23
	413 (Request Entity Too Large)
	[26] 21.4.11
	
	
	[26] 21.4.11
	
	

	24
	414 (Request-URI Too Large)
	[26] 21.4.12
	
	
	[26] 21.4.12
	
	

	25
	415 (Unsupported Media Type)
	[26] 21.4.13
	
	
	[26] 21.4.13
	
	

	26
	416 (Unsupported URI Scheme)
	[26] 21.4.14
	
	
	[26] 21.4.14
	
	

	27
	420 (Bad Extension)
	[26] 21.4.15
	
	
	[26] 21.4.15
	
	

	28
	421 (Extension Required)
	[26] 21.4.16
	
	
	[26] 21.4.16
	
	

	29
	423 (Registration Too Brief)
	[26] 21.4.17
	c4
	c4
	[26] 21.4.17
	m
	m

	30
	480 (Temporarily Unavailable)
	[26] 21.4.18
	
	
	[26] 21.4.18
	
	

	31
	481 (Call Leg/Transaction Does Not Exist)
	[26] 21.4.19
	
	
	[26] 21.4.19
	
	

	32
	482 (Loop Detected)
	[26] 21.4.20
	
	
	[26] 21.4.20
	
	

	33
	483 (Too Many Hops)
	[26] 21.4.21
	
	
	[26] 21.4.21
	
	

	34
	484 (Address Incomplete)
	[26] 21.4.22
	
	
	[26] 21.4.22
	
	

	35
	485 (Ambiguous)
	[26] 21.4.23
	
	
	[26] 21.4.23
	
	

	36
	486 (Busy Here)
	[26] 21.4.24
	
	
	[26] 21.4.24
	
	

	37
	487 (Request Cancelled)
	[26] 21.4.25
	
	
	[26] 21.4.25
	
	

	38
	488 (Not Acceptable Here)
	[26] 21.4.26
	
	
	[26] 21.4.26
	
	

	39
	489 (Bad Events)
	[28] 8.3.2
	c3
	c3
	[28] 8.3.2
	c3
	c3

	40
	491 (Request Pending)
	[26] 21.4.27
	
	
	[26] 21.4.27
	
	

	41
	493 (Undecipherable)
	[26] 21.4.28
	
	
	[26] 21.4.28
	
	

	42
	500 (Internal Server Error)
	[26] 21.5.1
	
	
	[26] 21.5.1
	
	

	43
	501 (Not Implemented)
	[26] 21.5.2
	
	
	[26] 21.5.2
	
	

	44
	502 (Bad Gateway)
	[26] 21.5.3
	
	
	[26] 21.5.3
	
	

	45
	503 (Service Unavailable)
	[26] 21.5.4
	
	
	[26] 21.5.4
	
	

	46
	504 (Server Time-out)
	[26] 21.5.5
	
	
	[26] 21.5.5
	
	

	47
	505 (SIP Version not supported)
	[26] 21.5.6
	
	
	[26] 21.5.6
	
	

	48
	513 (Message Too Large)
	[26] 21.5.7
	
	
	[26] 21.5.7
	
	

	49
	580 (Precondition Failure)
	
	
	
	
	
	

	50
	600 (Busy Everywhere)
	[26] 21.6.1
	
	
	[26] 21.6.1
	
	

	51
	603 (Decline)
	[26] 21.6.2
	
	
	[26] 21.6.2
	
	

	52
	604 (Does Not Exist Anywhere)
	[26] 21.6.3
	
	
	[26] 21.6.3
	
	

	53
	606 (Not Acceptable)
	[26] 21.6.4
	
	
	[26] 21.6.4
	
	

	c1:
IF A.5/9 THEN m ELSE n/a.

c2:
IF A.5/9 THEN o ELSE n/a.

c3:
IF A.4/20 THEN m ELSE n/a.

c4:
IF A.5/19 OR A.5/21 THEN m ELSE n/a - - REGISTER response or SUBSCRIBE response.


A.2.1.4.2
ACK method

Prerequisite A.5/1 – ACK request

Table A.7: Supported headers within the ACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c2
	c2

	3
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	
	
	
	
	
	
	
	

	6
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	7
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	8
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	9
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	10
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	11
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	12
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	13
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	14
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	15
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	16
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[26] 20.28
	n/a
	n/a

	17
	Proxy-Require
	[26] 20.29
	o
	n/a
	[26] 20.29
	n/a
	n/a

	18
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	19
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	20
	Timestamp
	[26] 20.38
	c7
	c7
	[26] 20.38
	m
	m

	21
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	22
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	23
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN o ELSE n/a.

c2:
IF A.4/20 THEN m ELSE n/a.

c3:
IF A.4/7 THEN m ELSE n/a.

c4:
IF A.4/11 THEN o ELSE n/a.

c5:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.
c7:
IF A.4/6 THEN o ELSE n/a.


Editor's note: Is the following table a suitable way of showing the contents of message bodies.

Prerequisite A.5/1 – ACK request

Table A.8: Supported message bodies within the ACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.1.4.3
BYE method

Prerequisite A.5/2 – BYE request

Table A.9: Supported headers within the BYE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c2
	c2

	5
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	8
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	9
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	14
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	15
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	16
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	17
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[26] 20.28
	n/a
	n/a

	18
	Proxy-Require
	[26] 20.29
	o
	n/a
	[26] 20.29
	n/a
	n/a

	19
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	n/a
	n/a

	20
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	21
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	22
	Supported
	[26] 20.37
	o
	o
	[26] 20.37
	m
	m

	23
	Timestamp
	[26] 20.38
	c8
	c8
	[26] 20.38
	m
	m

	24
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	25
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	26
	Via
	[26] 20.42
	m
	m
	[20] 20.42
	m
	m

	c1:
IF A.4/20 THEN o ELSE n/a.

c2:
IF A.4/20 THEN m ELSE n/a.

c3:
IF A.4/7 THEN m ELSE n/a.

c4:
IF A.4/11 THEN o ELSE n/a.

c5:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c8:
IF A.4/6 THEN o ELSE n/a.


Prerequisite A.5/2 – BYE request

Table A.10: Supported message bodies within the BYE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.5/3 – BYE response

Prerequisite: A.6/1 – 100 Trying

Table A.11: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	n/a
	n/a
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	n/a
	n/a
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	n/a
	n/a
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	n/a
	n/a
	[26] 20.17
	m
	m

	5
	From
	[26] 20.20
	n/a
	n/a
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	n/a
	n/a
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	n/a
	n/a
	[26] 20.42
	m
	m


Prerequisite A.5/3 – BYE response

Table A.12: Supported headers within the BYE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	3
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	4
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	10A
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/3 – BYE response

Prerequisite: A.6/6 – 2xx

Table A.13: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.
c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.


Prerequisite A.5/3 - - BYE response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 OR A.6/35 - - 3xx or 485 "Ambiguous"

Table A.14: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	0B
	Contact
	[26] 20.10
	o (note)
	o
	[26] 20.10
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	NOTE:
The strength of this requirement is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/3 – BYE response

Prerequisite: A.6/13 – 401

Table A.15: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/3 – BYE response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.16: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	3
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/3 – BYE response

Prerequisite: A.6/18 -- "405" Method Not Allowed

Table A.17: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/3 – BYE response

Prerequisite: A.6/19 – 407

Table A.18: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/3 – BYE response

Prerequisite A.6/25 -- "415" Unsupported Media Type

Table A.19: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/3 – BYE response

Prerequisite: A.6/27 – 420

Table A.20: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/3 – BYE response

Prerequisite: A.6/34 – 484

Table A.21: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/3 – BYE response

Table A.22: Supported message bodies within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.1.4.4
CANCEL method

Prerequisite A.5/4 – CANCEL request

Table A.23: Supported headers within the CANCEL request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c2
	c2

	5
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	
	
	
	
	
	
	
	

	8
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	9
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	10
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	11
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	12
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	15
	Proxy-Require
	[26] 20.29
	o
	n/a
	[26] 20.29
	n/a
	n/a

	16
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	n/a
	n/a

	17
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	18
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	19
	Supported
	[26] 20.37
	o
	o
	[26] 20.37
	m
	m

	20
	Timestamp
	[26] 20.38
	c8
	c8
	[26] 20.38
	m
	m

	21
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	22
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	23
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN o ELSE n/a.

c2:
IF A.4/20 THEN m ELSE n/a.

c3:
IF A.4/7 THEN m ELSE n/a.

c4:
IF A.4/11 THEN o ELSE n/a.

c8:
IF A.4/6 THEN o ELSE n/a.


Prerequisite A.5/4 – CANCEL request

Table A.24: Supported message bodies within the CANCEL request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.5/5 – CANCEL response

Table A.25: Supported headers within the CANCEL response - all status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	7
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	8
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	9
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/5 – CANCEL response

Prerequisite: A.6/6 – 200

Table A.26: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	n/a
	n/a

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/5 – CANCEL response

Prerequisite: A.6/13 – 401

Table A.27: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/5 – CANCEL response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 – 404, 413, 480, 500, 503, 600, 603

Table A.28: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/5 – CANCEL response

Prerequisite: A.6/27 – 420

Table A.29: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/5 – CANCEL response

Prerequisite: A.6/34 – 484

Table A.30: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/5 – CANCEL response

Table A.31: Supported message bodies within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.1.4.5
COMET method

Void

A.2.1.4.6
INFO method

Prerequisite A.5/6 – INFO request

Table A.32: Supported headers within the INFO request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c2
	c2

	5
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Contact
	[26] 20.10
	o
	o
	[26] 20.10
	o
	o

	7A
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	8
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	8A
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	9
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	10
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	11
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	12
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	
	
	
	
	
	
	
	

	14
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	15
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	15A
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	16
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	17
	Priority
	[26] 20.26
	o
	o
	[26] 20.26
	o
	o

	18
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[26] 20.28
	n/a
	n/a

	19
	Proxy-Require
	[26] 20.29
	o
	n/a
	[26] 20.29
	n/a
	n/a

	20
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	n/a
	n/a

	21
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	22
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	23
	Subject
	[26] 20.36
	o
	o
	[26] 20.36
	o
	o

	24
	Supported
	[26] 20.37
	o
	o
	[26] 20.37
	m
	m

	25
	Timestamp
	[26] 20.38
	c8
	c8
	[26] 20.38
	m
	m

	26
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	27
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	28
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN o ELSE n/a.

c2:
IF A.4/20 THEN m ELSE n/a.

c3:
IF A.4/7 THEN m ELSE n/a.

c4:
IF A.4/11 THEN o ELSE n/a.

c5:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c8:
IF A.4/6 THEN o ELSE n/a.


Prerequisite A.5/6 – INFO request

Table A.33: Supported message bodies within the INFO request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.5/7 – INFO response

Prerequisite: A.6/1 – 100 Trying

Table A.34: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	n/a
	n/a
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	n/a
	n/a
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	n/a
	n/a
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	n/a
	n/a
	[26] 20.17
	m
	m

	5
	From
	[26] 20.20
	n/a
	n/a
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	n/a
	n/a
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	n/a
	n/a
	[26] 20.42
	m
	m


Prerequisite A.5/7 – INFO response

Table A.35: Supported headers within the INFO response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2A
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	2
	Content-Encoding
	[26] 20.12
	o
	0o
	[26] 20.12
	m
	m

	2B
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	3
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	4
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	5
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	6
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	7
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	7A
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	8
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	8A
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	9
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	10
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	10A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	11
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	12
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/7 – INFO response

Prerequisite: A.6/6 – 2xx

Table A.36: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1A
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.

c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.


Prerequisite A.5/7 – INFO response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 – 3xx

Table A.37: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/7 – INFO response

Prerequisite: A.6/14 – 401

Table A.38: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	2
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/7 – INFO response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 – 404, 413, 480, 486, 500, 503, 600, 603

Table A.39: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	4
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/7 – INFO response

Prerequisite: A.6/18 -- "405" Method Not Allowed

Table A.40: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/7 - - INFO response

Prerequisite: A.6/14 - - 407 (Proxy Authentication Required)

Table A.40A: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	6
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/7 – INFO response

Prerequisite: A.6/25 -- "415" Unsupported Media Type @@@ combine

Table A.41: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	0B
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	0C
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	0D
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/7 – INFO response

Prerequisite: A.6/27 – 420

Table A.42: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	6
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/7 - - INFO response

Prerequisite: A.6/34 - - 484

Table A.43: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/7 – INFO response

Prerequisite: A.6/35 - - 485 "Ambiguous" @@@ combine

Table A.44: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/7 – INFO response

Table A.45: Supported message bodies within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.1.4.7
INVITE method

Prerequisite A.5/8 – INVITE request

Table A.46: Supported headers within the INVITE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	4
	Alert-Info
	[26] 20.4
	o
	o
	[26] 20.4
	c1
	c1

	5
	Allow
	[26] 20.5, [26] 5.1
	o (note 1)
	o
	[26] 20.5, [26] 5.1
	m
	m

	6
	Allow-Events
	[28] 8.2.2
	c2
	c2
	[28] 8.2.2
	c2
	c2

	7
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	8
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	9
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	10
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	11
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	12
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	13
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	14
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	15
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	16
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	17
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	18
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	19
	Expires
	[26] 20.19
	o
	o
	[26] 20.19
	o
	o

	20
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	21
	In-Reply-To
	[26] 24.21
	o
	o
	[26] 24.21
	o
	o

	22
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	23
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	24
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	25
	P-Media-Authorization
	[31] 6.1
	n/a
	n/a
	[31] 6.1
	c11
	c12

	26
	Priority
	[26] 20.26
	o
	o
	[26] 20.26
	o
	o

	27
	Proxy-Authorization
	[26] 20.28
	c6
	c6
	[26] 20.28
	n/a
	n/a

	28
	Proxy-Require
	[26] 20.29, [34] 4
	c5
	c5
	[26] 20.29, [34] 4
	n/a
	n/a

	29
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	m
	m

	30
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	31
	Reply-To
	[26] 20.31
	o
	o
	[26] 20.31
	o
	o

	32
	Require
	[26] 20.32
	c8
	o
	[26] 20.32
	m
	m

	33
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	34
	Subject
	[26] 20.36
	o
	o
	[26] 20.36
	o
	o

	35
	Supported
	[26] 20.37
	c9
	m
	[26] 20.37
	m
	m

	36
	Timestamp
	[26] 20.38
	c10
	c10
	[26] 20.38
	m
	m

	37
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	38
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	39
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/12 THEN m ELSE n/a.

c2:
IF A.4/20 THEN m ELSE n/a.

c3:
IF A.4/7 THEN m ELSE n/a.

c4:
IF A.4/11 THEN o ELSE n/a.

c5:
IF A.4/18 THEN m ELSE o -- (note).

c6:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.
c8:
IF A.4/14 THEN o.1 ELSE o -- Reliable transport.

c9:
IF IF A.4/14 THEN o.1 ELSE o -- support of reliable transport.

c10:
IF A.4/6 THEN o ELSE n/a.

c11:
IF A.4/19 THEN m ELSE n/a.

c12:
IF A.3/1 THEN m ELSE n/a.

o.1:
At least one of these shall be supported.

	NOTE 1:
The strength of this requirement in RFC 3261 [26] is RECOMMENDED, rather than OPTIONAL.
NOTE 2: 
No distinction has been made in these tables between first use of a request on a From/To/Call-ID combination, and the usage in a subsequent one. Therefore the use of "o" etc. above has been included from a viewpoint of first usage. 


Prerequisite A.5/8 – INVITE request

Table A.47: Supported message bodies within the INVITE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/1 – 100 Trying

Table A.48: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	n/a
	n/a
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	n/a
	n/a
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	n/a
	n/a
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	n/a
	n/a
	[26] 20.17
	m
	m

	5
	From
	[26] 20.20
	n/a
	n/a
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	n/a
	n/a
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	n/a
	n/a
	[26] 20.42
	m
	m


Prerequisite A.5/9 – INVITE response

Table A.49: Supported headers within the INVITE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	2
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	3
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	4
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	11
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	11A
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	12
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	o
	
	[26] 20.43
	o
	

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/2 OR A.6/3 OR A.6/4 OR A.6/5 – 1xx

Table A.50: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Contact
	[26] 20.10
	o
	o
	[26] 20.10
	m
	m

	
	
	
	
	
	
	
	

	6
	P-Media-Authorization
	[31] 6.1
	n/a
	n/a
	[31] 6.1
	c11
	c12

	7
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	8
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	9
	Rseq
	[27] 7.1
	c2
	m
	[27] 7.1
	c3
	m

	
	
	
	
	
	
	
	

	11
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.4/14 THEN o ELSE n/a - - reliability of provisional responses.

c3:
IF A.4/14 THEN m ELSE n/a - - reliability of provisional responses.

c11:
IF A.4/19 THEN m ELSE n/a.

c12:
IF A.3/1 THEN m ELSE n/a.


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/6 – 2xx

Table A.51: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	1A
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	1B
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	2
	Allow
	[26] 20.5
	o (note 1)
	o
	[26] 20.5
	m
	m

	3
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	4
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	
	
	
	
	
	
	
	

	6
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	
	
	
	
	
	
	
	

	8
	P-Media-Authorization
	[31] 6.1
	n/a
	n/a
	[31] 6.1
	c11
	c12

	9
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	m
	m

	10
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	11
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	13
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.

c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.

c11:
IF A.4/19 THEN m ELSE n/a.

c12:
IF A.3/1 THEN m ELSE n/a.

	NOTE 1:
The strength of this requirement in RFC 3261 [26] is RECOMMENDED, rather than OPTIONAL.


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 OR A.6/34 – 3xx or 485 "Ambiguous"

Table A.52: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Contact
	[26] 20.10
	o (note)
	o
	[26] 20.10
	m
	m

	5
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	7
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	8
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	NOTE:
The strength of this requirement is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/14 – 401

Table A.53: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	6
	Proxy-Authenticate
	[26] 20.27
	c3
	c3
	[26] 20.27
	c3
	c3

	7
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	8
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	13
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.
c3:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/50 OR A.6/51 - - 404, 413, 480, 486, 600, 603

Table A.54: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	6
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	8
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/18 -- "405" Method Not Allowed

Table A.55: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	m
	m

	3
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	o
	

	
	
	
	
	
	
	
	

	5
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	7
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	8
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/20 – 407

Table A.56: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	6
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	7
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	8
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	11
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/25 -- "415" Unsupported Media Type

Table A.57: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	6
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	8
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	9
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	11
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/27 – 420

Table A.58: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	6
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	10
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/34 – 484

Table A.59: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	6
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/42 - - 500

Table A.60: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	6
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	8
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/9 – INVITE response

Prerequisite: A.6/45 - - 503

Table A.61: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	6
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	8
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	m

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/9 – INVITE response

Table A.62: Supported message bodies within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.1.4.7A
MESSAGE method

Prerequisite A.5/9A - - MESSAGE request

Table A.62A: Supported headers within the MESSAGE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[50] 10
	m
	
	[50] 10
	m
	

	2
	Accept-Encoding
	[50] 10
	m
	
	[50] 10
	m
	

	3
	Accept-Language
	[50] 10
	m
	
	[50] 10
	m
	

	4
	Alert-Info
	[50] 10
	-
	
	[50] 10
	-
	

	5
	Allow
	[50] 10
	o
	
	[50] 10
	m
	

	6
	Allow-Events
	[50] 10
	n/a
	
	[50] 10
	n/a
	

	7
	Anonymity
	[50] 10
	n/a
	
	[50] 10
	n/a
	

	xxx
	Authentication-Info
	[50] 10
	o
	
	[50] 10
	o
	

	8
	Authorization
	[50] 10
	o
	
	[50] 10
	o
	

	9
	Call-ID
	[50] 10
	m
	
	[50] 10
	m
	

	10
	Call-Info
	[50] 10
	o
	
	[50] 10
	o
	

	11
	Contact
	[50] 10
	o
	
	[50] 10
	o
	

	12
	Content-Disposition
	[50] 10
	o
	
	[50] 10
	o
	

	13
	Content-Encoding
	[50] 10
	o
	
	[50] 10
	o
	

	14
	Content-Language
	[50] 10
	o
	
	[50] 10
	o
	

	15
	Content-Length
	[50] 10
	t
	
	[50] 10
	t
	

	16
	Content-Type
	[50] 10
	*
	
	[50] 10
	*
	

	17
	Cseq
	[50] 10
	m
	
	[50] 10
	m
	

	18
	Date
	[50] 10
	o
	
	[50] 10
	o
	

	19
	Expires
	[50] 10
	
	
	[50] 10
	
	

	Xxx
	Error-Info
	[50] 10
	o
	
	[50] 10
	o
	

	xxx
	Expires
	[50] 10
	o
	
	[50] 10
	o
	

	20
	From
	[50] 10
	m
	
	[50] 10
	m
	

	21
	In-Reply-To
	[50] 10
	o
	
	[50] 10
	o
	

	22
	Max-Forwards
	[50] 10
	m
	
	[50] 10
	m
	

	23
	MIME-Version
	[50] 10
	-
	
	[50] 10
	-
	

	24
	Organization
	[50] 10
	o
	
	[50] 10
	o
	

	25
	P-Media-Authorization
	[50] 10
	n/a
	
	[50] 10
	n/a
	

	26
	Priority
	[50] 10
	o
	
	[50] 10
	o
	

	27
	Proxy-Authorization
	[50] 10
	o
	
	[50] 10
	o
	

	28
	Proxy-Require
	[50] 10
	o
	
	[50] 10
	o
	

	29
	Record-Route
	[50] 10
	-
	
	[50] 10
	-
	

	30
	Remote-Party-ID
	[50] 10
	n/a
	
	[50] 10
	n/a
	

	31
	Reply-To
	[50] 10
	o
	
	[50] 10
	o
	

	32
	Require
	[50] 10
	c
	
	[50] 10
	c
	

	xxx
	Retry-After
	[50] 10
	o
	
	[50] 10
	o
	

	33
	Route
	[50] 10
	o
	
	[50] 10
	o
	

	xxx
	Server
	[50] 10
	o
	
	[50] 10
	o
	

	34
	Subject
	[50] 10
	o
	
	[50] 10
	o
	

	35
	Supported
	[50] 10
	n/a
	
	[50] 10
	n/a
	

	36
	Timestamp
	[50] 10
	o
	
	[50] 10
	o
	

	37
	To
	[50] 10
	m
	
	[50] 10
	m
	

	xxx
	Unsupported
	[50] 10
	o
	
	[50] 10
	o
	

	38
	User-Agent
	[50] 10
	o
	
	[50] 10
	o
	

	39
	Via
	[50] 10
	m
	
	[50] 10
	m
	

	xxx
	Warning
	[50] 10
	m
	
	[50] 10
	m
	

	xxx
	WWW-Authenticate
	[50] 10
	o
	
	[50] 10
	o
	


A.2.1.4.8
NOTIFY method

Prerequisite A.5/10 - - NOTIFY request

Table A.63: Supported headers within the NOTIFY request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c2
	c2

	5
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	6A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	7
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	8
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	9
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	14
	Event
	[28] 8.2.1
	m
	m
	[28] 8.2.1
	m
	m

	15
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	16
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	17
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	18
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[26] 20.28
	n/a
	n/a

	19
	Proxy-Require
	[26] 20.29
	o
	n/a
	[26] 20.29
	n/a
	n/a

	20
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	c9
	c9

	21
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	22
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	23
	Subscription-State
	[28] 8.2.3
	m
	m
	[28] 8.2.3
	m
	m

	24
	Supported
	[26] 20.37
	o
	o
	[26] 20.37
	m
	m

	25
	Timestamp
	[26] 20.38
	c8
	c8
	[26] 20.38
	m
	m

	26
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	27
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	2
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN o ELSE n/a.

c2:
IF A.4/20 THEN m ELSE n/a.

c3:
IF A.4/7 THEN m ELSE n/a.

c4:
IF A.4/11 THEN o ELSE n/a.

c5:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c8:
IF A.4/6 THEN o ELSE n/a.

c9:
IF A.4/15 OR A.4/20 THEN m ELSE n/a - - the REFER method or SIP specific event notification.


Prerequisite A.5/10 - - NOTIFY request

Table A.64: Supported message bodies within the NOTIFY request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	sipfrag
	[37] 2
	c1
	c1
	[37]
	c1
	c1

	c1:
IF A.4/15 THEN m ELSE o


Prerequisite A.5/11 - - NOTIFY response

Table A.65: Supported headers within the NOTIFY response - all status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	5
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	6
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	6A
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6B
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	10A
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/11 - - NOTIFY response

Prerequisite: A.6/6 and A.6/7 - - 2xx

Table A.66: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	1A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	2
	Record-Route
	[26] 20.30
	c3
	c3
	[26] 20.30
	c3
	c3

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.

c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.

c3:
IF A.4/15 OR A.4/20 THEN m ELSE n/a - - the REFER method or SIP specific event notification.


Prerequisite A.5/11 - - NOTIFY response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 OR A.6/35 - - 3xx or 485 "Ambiguous"

Table A.67: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Contact
	[26] 20.10
	m (note)
	m
	[26] 20.10
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	NOTE:
The strength of this requirement is RECOMMENDED rather than MANDATORY for a 485 response.


Prerequisite A.5/11 - - NOTIFY response

Prerequisite: A.6/14 - - 401

Table A.68: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/11 - - NOTIFY response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.69: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	3
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/11 - - NOTIFY response

Prerequisite: A.6/18 -- "405" Method Not Allowed

Table A.70: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/11 - - NOTIFY response

Prerequisite: A.6/20 - - 407

Table A.71: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Proxy-Authenticate
	[26] 20.27
	c3
	c3
	[26] 20.27
	c3
	c3

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.
c3:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/11 - - NOTIFY response

Prerequisite A.6/25 -- "415" Unsupported Media Type

Table A.72: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/11 - - NOTIFY response

Prerequisite: A.6/27 - - 420

Table A.73: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/11 - - NOTIFY response

Prerequisite: A.6/34 - - 484

Table A.74: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/11 - - NOTIFY response

Prerequisite: A.6/39 - - 489

Table A.75: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/11 - - NOTIFY response

Table A.76: Supported message bodies within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.1.4.9
OPTIONS method

Prerequisite A.5/12 – OPTIONS request

Table A.77: Supported headers within the OPTIONS request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	c2
	c2
	[26] 20.7
	c2
	c2

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	8
	Contact
	[26] 20.10
	o
	o
	[26] 20.10
	o
	o

	9
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	10
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	11
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	12
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	13
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	14
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	15
	Date
	[26] 20.17
	c3
	c3
	[26] 20.17
	m
	m

	16
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	17
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	18
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	19
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	20
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[26] 20.28
	n/a
	n/a

	21
	Proxy-Require
	[26] 20.29
	o
	o (note)
	[26] 20.29
	n/a
	n/a

	22
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	n/a
	n/a

	23
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	24
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	25
	Supported
	[26] 20.37
	c6
	c6
	[26] 20.37
	m
	m

	26
	Timestamp
	[26] 20.38
	c7
	c7
	[26] 20.38
	m
	m

	27
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	28
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	29
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE n/a.

c2:
IF A.4/7 THEN m ELSE n/a.

c3:
IF A.4/11 THEN o ELSE n/a.

c5:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c7:
IF A.4/6 THEN o ELSE n/a.

	NOTE: 
No distinction has been made in these tables between first use of a request on a From/To/Call-ID combination, and the usage in a subsequent one. Therefore the use of "o" etc. above has been included from a viewpoint of first usage. 


Prerequisite A.5/12 – OPTIONS request

Table A.78: Supported message bodies within the OPTIONS request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.5/13 – OPTIONS response

Prerequisite: A.6/1 – 100 Trying

Table A.79: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	n/a
	n/a
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	n/a
	n/a
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	n/a
	n/a
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	n/a
	n/a
	[26] 20.17
	m
	m

	5
	From
	[26] 20.20
	n/a
	n/a
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	n/a
	n/a
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	n/a
	n/a
	[26] 20.42
	m
	m

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.


Prerequisite A.5/13 – OPTIONS response

Table A.80: Supported headers within the OPTIONS response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	2
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	3
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	4
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	11
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	11A
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	12
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/13 – OPTIONS response

Prerequisite: A.6/6 – 2xx

Table A.81: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	m
	m

	2
	Allow
	[26] 20.5
	o (note 1)
	o
	[26] 20.5
	m
	m

	3
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Contact
	[26] 20.10
	o
	o
	[26] 20.10
	o
	o

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.

c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.

	NOTE 1:
The strength of this requirement in RFC 3261 [26] is RECOMMENDED, rather than OPTIONAL.


Prerequisite A.5/13 – OPTIONS response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 OR A.6/35 – 3xx or 485 "Ambiguous"

Table A.82: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Contact
	[26] 20.10
	o (note)
	o
	[26] 20.10
	m
	m

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	NOTE:
The strength of this requirement is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/13 – OPTIONS response

Prerequisite: A.6/14 – 401

Table A.83: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	4
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/13 - - OPTIONS response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.84: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	5
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/13 – OPTIONS response

Prerequisite: A.6/18 -- "405" Method Not Allowed

Table A.85: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/13 – OPTIONS response

Prerequisite: A.6/20 – 407

Table A.86: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	4
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/13 – OPTIONS response

Prerequisite: A.6/25 -- "415" Unsupported Media Type

Table A.87: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	4
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	5
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/13 – OPTIONS response

Prerequisite: A.6/27 – 420

Table A.88: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	7
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/13 – OPTIONS response

Prerequisite: A.6/34 – 484

Table A.89: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/13 - - OPTIONS response

Table A.90: Supported message bodies within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.1.3.10
PRACK method

Prerequisite A.5/14 – PRACK request

Table A.91: Supported headers within the PRACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c2
	c2

	5
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	8
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	9
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	14
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	15
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	16
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	17
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[26] 20.28
	n/a
	n/a

	18
	Proxy-Require
	[26] 20.29
	o
	n/a
	[26] 20.29
	n/a
	n/a

	19
	RAck
	[27] 7.2
	m
	m
	[27] 7.2
	m
	m

	20
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	n/a
	n/a

	21
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	22
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	23
	Supported
	[26] 20.37
	o
	o
	[26] 20.37
	m
	m

	24
	Timestamp
	[26] 20.38
	c8
	c8
	[26] 20.38
	m
	m

	25
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	26
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	27
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN o ELSE n/a.

c2:
IF A.4/20 THEN m ELSE n/a.

c3:
IF A.4/7 THEN m ELSE n/a.

c4:
IF A.4/11 THEN o ELSE n/a.

c5:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c8:
IF A.4/6 THEN o ELSE n/a.


Prerequisite A.5/14 – PRACK request

Table A.92: Supported message bodies within the PRACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.5/15 - PRACK response

Prerequisite: A.6/1 – 100 Trying

Table A.93: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	n/a
	n/a
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	n/a
	n/a
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	n/a
	n/a
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	n/a
	n/a
	[26] 20.17
	m
	m

	5
	From
	[26] 20.20
	n/a
	n/a
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	n/a
	n/a
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	n/a
	n/a
	[26] 20.42
	m
	m


Prerequisite A.5/15 – PRACK response

Table A.94: Supported headers within the PRACK response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	3
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	4
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	10A
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/15 – PRACK response

Prerequisite: A.6/6 – 2xx

Table A.95: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	0B
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	1
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	3
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.

c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.


Prerequisite A.5/15 - - PRACK response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 OR A.6/35 - - 3xx or 485 "Ambiguous"

Table A.96: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Contact
	[26] 20.10
	o (note)
	o
	[26] 20.10
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	NOTE:
The strength of this requirement is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/15 - - PRACK response

Prerequisite: A.6/14 - - 401

Table A.97: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/15 – PRACK response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.98: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	3
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/15 – PRACK response

Prerequisite: A.6/18 -- "405" Method Not Allowed

Table A.99: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/15 - - PRACK response

Prerequisite: A.6/20 - - 407

Table A.100: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/15 – PRACK response

Prerequisite: A.6/25 -- "415" Unsupported Media Type

Table A.101: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/15 - PRACK response

Prerequisite: A.6/27 - 420@@@combine

Table A.102: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/15 – PRACK response

Prerequisite: A.6/34 – 484

Table A.103: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/15 – PRACK response

Table A.104: Supported message bodies within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.1.4.11
REFER method

Prerequisite A.5/16 – REFER request

Table A.105: Supported headers within the REFER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	0B
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	1
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	1A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c2
	c2

	3
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	5
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	5A
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	5B
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	5C
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	6
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	7
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	8
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	9
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	10
	Expires
	[26] 20.19
	o
	o
	[26] 20.19
	o
	o

	11
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	12
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	13
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	14
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	15
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[26] 20.28
	n/a
	n/a

	16
	Proxy-Require
	[26] 20.29
	o
	n/a
	[26] 20.29
	n/a
	n/a

	17
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	m
	m

	18
	Refer-To
	[36] 3
	m
	m
	[36] 3
	m
	m

	19
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	20
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	20A
	Subject
	[26] 20.36
	o
	o
	[26] 20.36
	o
	o

	21
	Supported
	[26] 20.37, [26] 7.1
	o
	o
	[26] 20.37, [26] 7.1
	m
	m

	22
	Timestamp
	[26] 20.38
	c6
	c6
	[26] 20.38
	m
	m

	23
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	24
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	25
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN o ELSE n/a.

c2:
IF A.4/20 THEN m ELSE n/a.

c3:
IF A.4/7 THEN m ELSE n/a.

c4:
IF A.4/11 THEN o ELSE n/a.

c5:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c6:
IF A.4/6 THEN o ELSE n/a.


Prerequisite A.5/16 – REFER request

Table A.106: Supported message bodies within the REFER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.5/17 – REFER response

Prerequisite: A.6/1 – 100 Trying

Table A.107: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	n/a
	n/a
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	n/a
	n/a
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	n/a
	n/a
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	n/a
	n/a
	[26] 20.17
	m
	m

	5
	From
	[26] 20.20
	n/a
	n/a
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	n/a
	n/a
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	n/a
	n/a
	[26] 20.42
	m
	m


Prerequisite A.5/17 – REFER response

Table A.108: Supported headers within the REFER response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	2
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	3
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	4
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	5
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	6
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	7
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	8
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	9
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	10
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	10A
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/17 – REFER response

Prerequisite: A.6/7 - - 202

Table A.109: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	3
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	
	
	
	
	
	
	
	

	5
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	m
	m

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.

c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.


Prerequisite A.5/17 - - REFER response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 OR A.6/35 - - 3xx or 485 "Ambiguous"@@@combine

Table A.110: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Contact
	[26] 20.10
	o (note)
	o
	[26] 20.10
	m
	m

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	NOTE:
The strength of this requirement is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/17 – REFER response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11OR A.6/12 – 401

Table A.111: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/17 - - REFER response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.112: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	6
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/17 – REFER response

Prerequisite: A.6/18 -- "405" Method Not Allowed

Table A.113: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/17 – REFER response

Prerequisite: A.6/20 – 407

Table A.114: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/17 – REFER response

Prerequisite: A.6/25 -- "415" Unsupported Media Type

Table A.115: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/17 – REFER response

Prerequisite: A.6/27 – 420

Table A.116: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	8
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/17 – REFER response

Prerequisite: A.6/34 – 484@@@combine

Table A.117: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/17 - - REFER response

Table A.118: Supported message bodies within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.1.4.12
REGISTER method

Prerequisite A.5/18 - - REGISTER request

Table A.119: Supported headers within the REGISTER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	c2
	n/a
	[26] 20.7
	c2
	n/a

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	8
	Contact
	[26] 20.10
	o
	o
	[26] 20.10
	m
	m

	9
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	10
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	11
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	12
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	13
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	14
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	15
	Date
	[26] 20.17
	c3
	c3
	[26] 20.17
	m
	m

	16
	Expires
	[26] 20.19
	o
	o
	[26] 20.19
	m
	m

	17
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	18
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	19
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	20
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	21
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[26] 20.28
	n/a
	n/a

	22
	Proxy-Require
	[26] 20.29
	o
	o (note)
	[26] 20.29
	n/a
	n/a

	23
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	24
	Route
	[26] 20.34
	o
	n/a
	[26] 20.34
	n/a
	n/a

	25
	Supported
	[26] 20.37
	o
	o
	[26] 20.37
	m
	m

	26
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c7
	c7

	27
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	28
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	29
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE n/a.

c2:
IF A.4/8 THEN m ELSE n/a.

c3:
IF A.4/11 THEN o ELSE n/a.

c5:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c7:
IF A.4/6 THEN m ELSE n/a.

	NOTE:
No distinction has been made in these tables between first use of a request on a From/To/Call-ID combination, and the usage in a subsequent one. Therefore the use of "o" etc. above has been included from a viewpoint of first usage..


Prerequisite A.5/18 - - REGISTER request

Table A.120: Supported message bodies within the REGISTER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/1 - - 100 Trying

Table A.121: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	n/a
	n/a
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	n/a
	n/a
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	n/a
	n/a
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	n/a
	n/a
	[26] 20.17
	m
	m

	5
	From
	[26] 20.20
	n/a
	n/a
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	n/a
	n/a
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	n/a
	n/a
	[26] 20.42
	m
	m


Prerequisite A.5/19 – REGISTER response

Table A.122: Supported headers within the REGISTER response - all status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	o
	
	[26] 20.9
	o
	

	2
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	3
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	4
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	11
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	11A
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	12
	Timestamp
	[26] 20.38
	c2
	c2
	[26] 20.38
	m
	m

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/19 – REGISTER response

Prerequisite: A.6/6 – 2xx

Table A.123: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	1A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	2
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	3
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Contact
	[26] 20.10
	o
	o
	[26] 20.10
	m
	m

	
	
	
	
	
	
	
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/8 THEN o ELSE n/a - - authentication between UA and registrar.

c2:
IF A.4/8 THEN m ELSE n/a - - authentication between UA and registrar.


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 OR A.6/35 - - 3xx or 485 "Ambiguous"

Table A.124: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Contact
	[26] 20.10
	o (note)
	o
	[26] 20.10
	m
	m

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	NOTE:
The strength of this requirement is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/19 – REGISTER response

Prerequisite: A.6/14 – 401

Table A.125: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	4A
	Proxy-Authenticate
	[26] 20.27
	c1
	x
	[26] 20.27
	c1
	x

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/8 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.126: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	6
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/19 – REGISTER response

Prerequisite: A.6/18 -- "405" Method Not Allowed

Table A.127: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/19 – REGISTER response

Prerequisite: A.6/20 – 407

Table A.128: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	5
	Proxy-Authenticate
	[26] 20.27
	c1
	x
	[26] 20.27
	c1
	x

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	9
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/8 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/19 – REGISTER response

Prerequisite: A.6/25 -- "415" Unsupported Media Type

Table A.129: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	4
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	5
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/27 - - 420

Table A.130: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	8
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/29 - - 423

Table A.131: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	
	[26] 20.18
	o
	

	
	
	
	
	
	
	
	

	5
	Min-Expires
	[26] 20.23
	m
	m
	[26] 20.23
	m
	m

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/34 - - 484

Table A.132: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/19 - - REGISTER response

Table A.133: Supported message bodies within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.1.4.13
SUBSCRIBE method

Prerequisite A.5/20 - - SUBSCRIBE request

Table A.134: Supported headers within the SUBSCRIBE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c2
	c2

	5
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	6A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	7
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	8
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	9
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	14
	Event
	[28] 8.2.1
	m
	m
	[28] 8.2.1
	m
	m

	15
	Expires
	[26] 20.19
	o (note)
	o (note)
	[26] 20.19
	m
	m

	16
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	17
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	18
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	18A
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	19
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[26] 20.28
	n/a
	n/a

	20
	Proxy-Require
	[26] 20.29
	o
	n/a
	[26] 20.29
	n/a
	n/a

	21
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	m
	m

	22
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	23
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	24
	Supported
	[26] 20.37
	o
	o
	[26] 20.37
	m
	m

	25
	Timestamp
	[26] 20.38
	c8
	c8
	[26] 20.38
	m
	m

	26
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	27
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	28
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN o ELSE n/a.

c2:
IF A.4/20 THEN m ELSE n/a.

c3:
IF A.4/7 THEN m ELSE n/a.

c4:
IF A.4/11 THEN o ELSE n/a.

c5:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c8:
IF A.4/6 THEN o ELSE n/a.

	NOTE:
The strength of this requirement is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/20 - - SUBSCRIBE request

Table A.135: Supported message bodies within the SUBSCRIBE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.5/21 - - SUBSCRIBE response

Table A.136: Supported headers within the SUBSCRIBE response - all status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	mo
	m

	3
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	4
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	10A
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	10B
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite: A.6/6 and A.6/7 - - 2xx

Table A.137: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	1A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	2
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	m
	m

	3
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	m
	m

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.

c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 OR A.6/35 - - 3xx or 485 "Ambiguous"

Table A.138: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Contact
	[26] 20.10
	m (note)
	m
	[26] 20.10
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	NOTE:
The strength of this requirement is RECOMMENDED rather than MANDATORY for a 485 response.


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite: A.6/14 - - 401

Table A.139: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/50 OR A.6/51 - - 404, 413, 480, 486, 500, 600, 603

Table A.140: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	3
	Retry-After
	[26] 20.33
	o
	
	[26] 20.33
	o
	

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite: A.6/18 -- "405" Method Not Allowed

Table A.141: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite: A.6/20 - - 407

Table A.142: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite A.6/25 -- "415" Unsupported Media Type

Table A.143: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite: A.6/27 - - 420

Table A.144: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite: A.6/29 - - 423

Table A. 145: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	
	[26] 20.18
	o
	

	2
	Min-Expires
	[26] 20.23
	m
	m
	[26] 20.23
	m
	m

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite: A.6/34 - - 484

Table A.146: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite: A.6/39 - - 489

Table A.147: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/21 - - SUBSCRIBE response

Prerequisite: A.6/45 - - 503

Table A.148: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	3
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	m

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/21 - - SUBSCRIBE response

Table A.149: Supported message bodies within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.1.4.14
UPDATE method

Prerequisite A.5/22 – UPDATE request

Table A.150: Supported headers within the UPDATE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	4
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	5
	Allow-Events
	[28] 8.2.2
	c2
	c2
	[28] 8.2.2
	c3
	c3

	6
	Authorization
	[26] 20.7
	c4
	c4
	[26] 20.7
	c4
	c4

	7
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	8
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	9
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	10
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	11
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	12
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	13
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	14
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	15
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	16
	Date
	[26] 20.17
	c5
	c5
	[26] 20.17
	m
	m

	17
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	18
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	19
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	20
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	21
	Proxy-Authorization
	[26] 20.28
	c10
	c10
	[26] 20.28
	n/a
	n/a

	22
	Proxy-Require
	[26] 20.29
	o
	n/a
	[26] 20.29
	n/a
	n/a

	23
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	n/a
	n/a

	24
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	25
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	26
	Supported
	[26] 20.37
	c8
	c8
	[26] 20.37
	m
	m

	27
	Timestamp
	[26] 20.38
	c9
	c9
	[26] 20.38
	m
	m

	28
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	29
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	30
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/12 THEN o ELSE n/a.

c2:
IF A.4/20 THEN o ELSE n/a.

c3:
IF A.4/20 THEN m ELSE n/a.

c4:
IF A.4/7 THEN m ELSE n/a.

c5:
IF A.4/11 THEN o ELSE n/a.

c6:
IF A.4/15 THEN o ELSE n/a.

c7:
IF A.4/15 THEN m ELSE n/a.

c8:
IF A.4/16 THEN m ELSE o -- support of timer extension.

c9:
IF A.4/6 THEN o ELSE n/a.
c10:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.


Table A.151: Supported message bodies within the UPDATE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.5/23 – UPDATE response

Table A.152: Supported headers within the BYE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	2
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	3
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	4
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	10A
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	10B
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a.

c2:
IF A.4/6 THEN m ELSE n/a.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/23 – UPDATE response

Prerequisite: A.6/6 – 2xx

Table A.153: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	0B
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	0C
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	
	
	
	
	
	
	
	

	2A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	m
	m

	
	
	
	
	
	
	
	

	4
	Require
	[26] 20.31
	m
	m
	[26] 20.31
	m
	m

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.

c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.


Prerequisite A.5/23 – UPDATE response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 – 3xx

Table A.154: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	2
	Contact
	[26] 20.10
	o (note)
	o
	[26] 20.10
	m
	m

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	NOTE:
The strength of this requirement is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/23 - - UPDATE response

Prerequisite: A.6/14 - - 401 (Unauthorized)
Table A.154A: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	4
	Proxy-Authenticate
	[26] 20.27
	o
	
	[26] 20.27
	o
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/23 – UPDATE response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.155: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	5
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/23 – UPDATE response

Prerequisite: A.6/18 -- "405" Method Not Allowed

Table A.156: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.33
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/23 – UPDATE response

Prerequisite: A.6/20 – 407

Table A.157: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/23 – UPDATE response

Prerequisite: A.6/25 -- "415" Unsupported Media Type

Table A.158: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	4
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	6
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	8
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/23 – UPDATE response

Prerequisite: A.6/27 – 420

Table A.159: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	7
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/23 – UPDATE response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 OR A.6/35 – 3xx or 485 "Ambiguous"

Table A.160: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	
	
	
	
	
	
	
	

	2
	Contact
	[26] 20.10
	o (note)
	o
	[26] 20.10
	m
	m

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.33
	m
	m

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	NOTE:
The strength of this requirement is RECOMMENDED rather than OPTIONAL.


Table A.161: Supported message bodies within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2
Proxy role

A.2.2.1
Introduction

This subclause contains the ICS proforma tables related to the proxy role. They need to be completed only for proxy implementations.

Prerequisite: A.2/2 -- proxy role

A.2.2.2
Major capabilities

Table A.162: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	1
	client behaviour for session requests?
	[26] 16
	m
	m

	2
	server behaviour for session requests?
	[26] 16
	m
	m

	3
	session release?
	[26] 16
	m
	m

	4
	Stateless proxy behaviour?
	[26] 16.11
	o.1
	

	5
	Stateful proxy behaviour?
	[26] 16.2
	o.1
	

	6
	forking of initial requests
	[26] 16.1
	c1
	n/a

	7
	support of TLS connections on the upstream side
	[26] 16.7
	o
	n/a

	8
	support of TLS connections on the downstream side
	[26] 16.7
	o
	n/a

	8A
	authentication between UA and proxy?
	[26] 20.28, 22.3
	o
	x

	9
	insertion of date in requests and responses
	[26] 20.17
	o
	o

	10
	suppression or modification of alerting information data
	[26] 20.4
	o
	o

	11
	reading the contents of the Require header before proxying the request or response 
	[26] 20.32
	o
	o

	12
	adding or modifying the contents of the Require header before proxying the REGISTER request or response 
	[26] 20.32
	o
	m

	13
	adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER
	[26] 20.32
	o
	o

	14
	the requirement to be able to insert itself in the subsequent transactions in a dialog
	[26] 16.6
	o
	c2

	15
	the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing
	[26] 16.7
	c3
	c3

	16
	reading the contents of the Supported header before proxying the response 
	[26] 20.37
	o
	o

	17
	reading the contents of the Unsupported header before proxying the 420 response to a REGISTER
	[26] 20.40
	o
	m

	18
	reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER
	[26] 20.40
	o
	o

	19
	the inclusion of the Error-Info header in 3xx - 6xx responses
	[26] 20.18
	o
	o

	19A
	reading the contents of the Organization header before proxying the request or response?
	[26] 20.25
	o
	o

	19B
	adding or concatenating the Organization header before proxying the request or response?
	[26] 20.25
	o
	o

	19C
	reading the contents of the Call-Info header before proxying the request or response?
	[26] 20.25
	o
	o

	19D
	adding or concatenating the Call-Info header before proxying the request or response?
	[26] 20.25
	o
	o

	19E
	delete Contact headers from 3xx responses prior to relaying the response?
	[26] 20
	o
	o

	
	Extensions
	
	
	

	20
	The SIP INFO method?
	[25]
	o
	o

	21
	Reliability of provisional responses in SIP?
	[27]
	o
	m

	22
	the REFER method?
	[36]
	o
	o

	23
	Integration of resource management and SIP?
	[30]
	o
	m

	24
	the SIP UPDATE method
	[29]
	c4
	m

	25
	SIP extensions for caller identity and privacy?
	[34]
	o
	m

	26
	SIP extensions for media authorization?
	[31]
	o
	m

	27
	SIP specific event notification
	[28]
	o
	o

	28
	the use of NOTIFY to establish a dialog
	[28] 4.2
	o
	n/a

	29
	Path Extension Header for Establishing Service Route with SIP REGISTER
	[35]
	o
	c5

	30
	extensions to the Session Initiation Protocol (SIP) for Network Asserted Identity within Trusted Networks
	[34]
	o
	m

	31
	a Privacy Mechanism for the Session Initiation Protocol (SIP)
	[33]
	o
	m

	c1:
IF A.162/5 THEN o ELSE n/a

c2:
IF A.3/4 OR A.3/7 THEN m ELSE IF A.3/3 THEN o ELSE n/a - - S-CSCF or AS else I-CSCF

c3:
IF (A.162/7 AND NOT A.162/8) OR (NOT A.162/7 AND A.162/8) THEN m ELSE IF A.162/14 THEN o ELSE n/a - - TLS interworking with non-TLS else proxy insertion

c4:
IF A.162/23 THEN m ELSE o - - integration of resource management and SIP

c5: 
IF A.3/2 OR A.3/3 THEN m ELSE n/a. - - P-CSCF or I-CSCF.

o.1:
It is mandatory to support at least one of these items.


A.2.2.3
PDUs

Table A.163: Supported methods

	Item
	PDU
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	ACK request
	[26] 13
	m
	m
	[26] 13
	m
	m

	2
	BYE request
	[26] 16
	o
	m
	[26] 16
	o
	m

	3
	BYE response
	[26] 16
	o
	m
	[26] 16
	o
	m

	4
	CANCEL request
	[26] 16.10
	o
	m
	[26] 16.10
	o
	m

	5
	CANCEL response
	[26] 16.10
	o
	m
	[26] 16.10
	o
	m

	6
	INFO request
	[25] 2
	c2
	c2
	[25] 2
	c2
	c2

	7
	INFO response
	[25] 2
	c2
	c2
	[25] 2
	c2
	c2

	8
	INVITE request
	[26] 16
	m
	m
	[26] 16
	m
	m

	9
	INVITE response
	[26] 16
	m
	m
	[26] 16
	m
	m

	10
	NOTIFY request
	[28] 8.1.2
	c3
	c3
	[28] 8.1.2
	c3
	c3

	11
	NOTIFY response
	[28] 8.1.2
	c3
	c3
	[28] 8.1.2
	c3
	c3

	12
	OPTIONS request
	[26] 16
	m
	m
	[26] 16
	m
	m

	13
	OPTIONS response
	[26] 16
	m
	m
	[26] 16
	m
	m

	14
	PRACK request
	[27] 6
	m
	m
	[27] 6
	m
	m

	15
	PRACK response
	[27] 6
	m
	m
	[27] 6
	m
	m

	16
	REFER request
	[36] 3
	c1
	c1
	[36] 3
	c1
	c1

	17
	REFER response
	[36] 3
	c1
	c1
	[36] 3
	c1
	c1

	18
	REGISTER request
	[26] 16
	m
	m
	[26] 16
	m
	m

	19
	REGISTER response
	[26] 16
	m
	m
	[26] 16
	m
	m

	20
	SUBSCRIBE request
	[28] 8.1.1
	c3
	c3
	[28] 8.1.1
	c3
	c3

	21
	SUBSCRIBE response
	[28] 8.1.1
	c3
	c3
	[28] 8.1.1
	c3
	c3

	22
	UPDATE request
	[30] 7
	c4
	c4
	[30] 7
	c4
	c4

	23
	UPDATE response
	[30] 7
	c4
	c4
	[30] 7
	c4
	c4

	c1:
IF A.162/22 THEN m ELSE n/a.

c2:
IF A.162/20 THEN m ELSE n/a.

c3
IF A.162/27 THEN m ELSE n/a.

c4
IF A.162/24 THEN m ELSE n/a - - the SIP UPDATE method.


A.2.2.4
PDU parameters

A.2.2.4.1
Status-codes

Table A.164: Supported-status codes 

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	100 (Trying)
	[26] 21.1.1
	c1
	c1
	[26] 21.1.1
	c2
	c2

	2
	180 (Ringing)
	[26] 21.1.2
	c3
	c3
	[26] 21.1.2
	c3
	c3

	3
	181 (Call Is Being Forwarded)
	[26] 21.1.3
	c3
	c3
	[26] 21.1.3
	c3
	c3

	4
	182 (Queued)
	[26] 21.1.4
	c3
	c3
	[26] 21.1.4
	c3
	c3

	5
	183 (Session Progress)
	[26] 21.1.5
	c3
	c3
	[26] 21.1.5
	c3
	c3

	6
	200 (OK)
	[26] 21.2.1
	
	
	[26] 21.2.1
	
	

	7
	202 (Accepted)
	[28] 8.3.1
	c4
	c4
	[28] 8.3.1
	c4
	c4

	8
	300 (Multiple Choices)
	[26] 21.3.1
	
	
	[26] 21.3.1
	
	

	9
	301 (Moved Permanently)
	[26] 21.3.2
	
	
	[26] 21.3.2
	
	

	10
	302 (Moved Temporarily)
	[26] 21.3.3
	
	
	[26] 21.3.3
	
	

	11
	305 (Use Proxy)
	[26] 21.3.4
	
	
	[26] 21.3.4
	
	

	12
	380 (Alternative Service)
	[26] 21.3.5
	
	
	[26] 21.3.5
	
	

	13
	400 (Bad Request)
	[26] 21.4.1
	
	
	[26] 21.4.1
	
	

	14
	401 (Unauthorized)
	[26] 21.4.2
	
	
	[26] 21.4.2
	
	

	15
	402 (Payment Required)
	[26] 21.4.3
	
	
	[26] 21.4.3
	
	

	16
	403 (Forbidden)
	[26] 21.4.4
	
	
	[26] 21.4.4
	
	

	17
	404 (Not Found)
	[26] 21.4.5
	
	
	[26] 21.4.5
	
	

	18
	405 (Method Not Allowed)
	[26] 21.4.6
	
	
	[26] 21.4.6
	
	

	19
	406 (Not Acceptable)
	[26] 21.4.7
	
	
	[26] 21.4.7
	
	

	20
	407 (Proxy Authentication Required)
	[26] 21.4.8
	
	
	[26] 21.4.8
	
	

	21
	408 (Request Timeout)
	[26] 21.4.9
	
	
	[26] 21.4.9
	
	

	22
	410 (Gone)
	[26] 21.4.10
	
	
	[26] 21.4.10
	
	

	23
	413 (Request Entity Too Large)
	[26] 21.4.11
	
	
	[26] 21.4.11
	
	

	24
	414 (Request-URI Too Large)
	[26] 21.4.12
	
	
	[26] 21.4.12
	
	

	25
	415 (Unsupported Media Type)
	[26] 21.4.13
	
	
	[26] 21.4.13
	
	

	26
	416 (Unsupported URI Scheme)
	[26] 21.4.14
	
	
	[26] 21.4.14
	
	

	27
	420 (Bad Extension)
	[26] 21.4.15
	
	
	[26] 21.4.15
	
	

	28
	421 (Extension Required)
	[26] 21.4.16
	
	
	[26] 21.4.16
	
	

	29
	423 (Registration Too Brief)
	[26] 21.4.17
	c5
	c5
	[26] 21.4.17
	c6
	c6

	30
	480 (Temporarily not available)
	[26] 21.4.18
	
	
	[26] 21.4.18
	
	

	31
	481 (Call Leg/Transaction Does Not Exist)
	[26] 21.4.19
	
	
	[26] 21.4.19
	
	

	32
	482 (Loop Detected)
	[26] 21.4.20
	
	
	[26] 21.4.20
	
	

	33
	483 (Too Many Hops)
	[26] 21.4.21
	
	
	[26] 21.4.21
	
	

	34
	484 (Address Incomplete)
	[26] 21.4.22
	
	
	[26] 21.4.22
	
	

	35
	485 (Ambiguous)
	[26] 21.4.23
	
	
	[26] 21.4.23
	
	

	36
	486 (Busy Here)
	[26] 21.4.24
	
	
	[26] 21.4.24
	
	

	37
	487 (Request Cancelled)
	[26] 21.4.25
	
	
	[26] 21.4.25
	
	

	38
	488 (Not Acceptable Here)
	[26] 21.4.26
	
	
	[26] 21.4.26
	
	

	39
	489 (Bad Events)
	[28] 8.3.2
	c4
	c4
	[28] 8.3.2
	c4
	c4

	40
	491 (Request Pending)
	[26] 21.4.27
	
	
	[26] 21.4.27
	
	

	41
	493 (Undecipherable)
	[26] 21.4.28
	
	
	[26] 21.4.28
	
	

	42
	500 (Internal Server Error)
	[26] 21.5.1
	
	
	[26] 21.5.1
	
	

	43
	501 (Not Implemented)
	[26] 21.5.2
	
	
	[26] 21.5.2
	
	

	44
	502 (Bad Gateway)
	[26] 21.5.3
	
	
	[26] 21.5.3
	
	

	45
	503 (Service Unavailable)
	[26] 21.5.4
	
	
	[26] 21.5.4
	
	

	46
	504 (Server Time-out)
	[26] 21.5.5
	
	
	[26] 21.5.5
	
	

	47
	505 (SIP Version not supported)
	[26] 21.5.6
	
	
	[26] 21.5.6
	
	

	48
	513 (Message Too Large)
	[26] 21.5.7
	
	
	[26] 21.5.7
	
	

	49
	580 (Precondition Failure)
	
	
	
	
	
	

	50
	600 (Busy Everywhere)
	[26] 21.6.1
	
	
	[26] 21.6.1
	
	

	51
	603 (Decline)
	[26] 21.6.2
	
	
	[26] 21.6.2
	
	

	52
	604 (Does Not Exist Anywhere)
	[26] 21.6.3
	
	
	[26] 21.6.3
	
	

	53
	606 (Not Acceptable)
	[26] 21.6.4
	
	
	[26] 21.6.4
	
	

	c1:
IF A.162/15 THEN m ELSE n/a.

c2:
IF A.162/15 THEN m ELSE i.

c3:
IF A.163/9 THEN m ELSE n/a.

c4:
IF A.162/27 THEN m ELSE n/a.

c5:
IF A.163/19 OR A.163/21 THEN m ELSE n/a - - REGISTER response or SUBSCRIBE response.

c6:
IF A.163/19 OR A.163/21 THEN i ELSE n/a - - REGISTER response or SUBSCRIBE response.


A.2.2.4.2
ACK method

Prerequisite A.163/1 – ACK request

Table A.165: Supported headers within the ACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	3
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	
	
	
	
	
	
	
	

	6
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c3

	7
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c3

	8
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c3

	9
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	10
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	11
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	12
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	13
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	14
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	15
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	16
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	17
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	18
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	19
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	20
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	21
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	22
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	23
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.

c2:
IF A.162/9 THEN m ELSE i.

c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.
c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Editor's note: Is the following table a suitable way of showing the contents of message bodies.

Prerequisite A.163/1 – ACK request

Table A.166: Supported message bodies within the ACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.3
BYE method

Prerequisite A.163/2 – BYE request

Table A.167: Supported headers within the BYE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c3

	8
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c3

	9
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c3

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	14
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	15
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	16
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	17
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	18
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	19
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	20
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	21
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	22
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	23
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	24
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	25
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	26
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.

c2:
IF A.162/9 THEN m ELSE i.

c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c6:
IF A.162/16 THEN m ELSE i. 

c7:
IF A.162/14 THEN o ELSE i.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/2 – BYE request

Table A.168: Supported message bodies within the BYE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/1 - - 100 Trying

Table A.169: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	c1:
IF A.162/9 THEN m ELSE i.


Prerequisite A.163/3 – BYE response

Table A.170: Supported headers within the BYE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c2

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c2

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c2

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c2

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c2

	10A
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	o
	
	[26] 20.38
	o
	

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	6
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i.
c2:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.


Prerequisite A.163/3 – BYE response

Prerequisite: A.164/6 – 2xx

Table A.171: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	2
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i. 

c3:
IF A.162/15 THEN o ELSE i.


Prerequisite A.163/3 - BYE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - 3xx or 485 "Ambiguous"

Table A.172: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.
c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/3 – BYE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 - - 401

Table A.173: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.174: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	3
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/18 -- "405" Method Not Allowed

Table A.175: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/3 – BYE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 - - 407

Table A.176: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/3 – BYE response

Prerequisite: A.164/25 -- "415" Unsupported Media Type

Table A.177: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/27 - - 420

Table A.178: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/18 THEN m ELSE i.


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/34 - - 484

Table A.179: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/3 - - BYE response

Table A.180: Supported message bodies within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.4
CANCEL method

Prerequisite A.163/4 – CANCEL request

Table A.181: Supported headers within the CANCEL request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	
	
	
	
	
	
	
	

	8
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	9
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	10
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	11
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	12
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	15
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	16
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	17
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	18
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	19
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	20
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	21
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	22
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	23
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.

c2:
IF A.162/9 THEN m ELSE i.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c6:
IF A.162/16 THEN m ELSE i.

c7:
IF A.162/14 THEN o ELSE i.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/4 – CANCEL request

Table A.182: Supported message bodies within the CANCEL request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/5 - - CANCEL response

Table A.183: Supported headers within the CANCEL response - all status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	7
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7A
	User-Agent
	[26] 20.41
	o
	
	[26] 20.41
	o
	

	8
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	9
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i.


Prerequisite A.163/5 - - CANCEL response

Prerequisite: A.164/6 - - 200

Table A.184: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/15 THEN o ELSE i.


Prerequisite A.163/5 - - CANCEL response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 - - 401

Table A.185: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/5 - - CANCEL response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 500, 503, 600, 603

Table A.186: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 2418
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	4
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/5 - - CANCEL response

Prerequisite: A.164/27 - - 420

Table A.187: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/18 THEN m ELSE i.


Prerequisite A.163/5 - - CANCEL response

Prerequisite: A.164/34 - - 484

Table A.188: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/5 - - CANCEL response

Table A.189: Supported message bodies within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.5
COMET method

Void

A.2.2.4.6
INFO method

Prerequisite A.163/6 - - INFO request

Table A.190: Supported headers within the INFO request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	
	[26] 20.8
	m
	

	7
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	7A
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c4

	8
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c4

	8A
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c4

	9
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	10
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c4

	11
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	12
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	
	
	
	
	
	
	
	

	14
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	15
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	16
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	17
	Priority
	[26] 20.26
	m
	m
	[26] 20.26
	i
	i

	18
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c8
	c8

	19
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	20
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	21
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c4
	c5

	22
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	23
	Subject
	[26] 20.36
	m
	m
	[26] 20.36
	i
	i

	24
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	25
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	26
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	27
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	28
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.

c2:
IF A.162/9 THEN m ELSE i.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.
c4:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c6:
IF A.162/16 THEN m ELSE i.

c7:
IF A.162/14 THEN o ELSE i.
c8:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/6 - - INFO request

Table A.191: Supported message bodies within the INFO request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/7 – INFO response

Prerequisite: A.164/1 – 100 Trying

Table A.192: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.162/9 THEN m ELSE i.


Prerequisite A.163/7 – INFO response

Table A.193: Supported headers within the INFO response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c3

	2
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c3

	2A
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c3

	3
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	4
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	5
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	6
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	7
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	8
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	8A
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	9
	Timestamp
	[26] 20.38
	i
	i
	[26] 20.38
	i
	i

	10
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	10A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	11
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	12
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i.
c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.
c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.


Prerequisite A.163/7 – INFO response

Prerequisite: A.164/6 - - 2xx

Table A.194: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1A
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/15 THEN o ELSE i.


Prerequisite A.163/7 - - INFO response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 - - 3xx

Table A.195: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	0B
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	
	
	
	
	
	
	
	

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.
c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/7 - - INFO response

Prerequisite: A.164/14 - - 401

Table A.196: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 2418
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/7 - - INFO response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.197: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	4
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/7 - - INFO response

Prerequisite: A.164/18 -- "405" Method Not Allowed

Table A.198: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/7 - - INFO response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)
Table A.198A: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 2418
	m
	m
	[26] 20.18
	i
	i

	3
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/7 – INFO response

Prerequisite: A.164/25 -- "415" Unsupported Media Type @@@ combine

Table A.199: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	0B
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	0C
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	0D
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/7 - - INFO response

Prerequisite: A.164/27 - - 420

Table A.200: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/18 THEN m ELSE i.


Prerequisite A.163/7 - - INFO response

Prerequisite: A.164/34 - - 484

Table A.201: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/7 - - INFO response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 "Ambiguous" @@@ combine

Table A.202: Supported headers within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	0B
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.

c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/7 - - INFO response

Table A.203: Supported message bodies within the INFO response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.7
INVITE method

Prerequisite A.163/8 – INVITE request

Table A.204: Supported headers within the INVITE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	5
	Alert-Info
	[26] 20.4
	c2
	c2
	[26] 20.4
	c3
	c3

	6
	Allow
	[26] 20.5, [26] 13
	o
	
	[26] 20.5, [26] 13
	o
	

	7
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	8
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	9
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	10
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c12
	c12

	11
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	12
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c6

	13
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c6

	14
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c6

	15
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	16
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c6

	17
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	18
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c4
	c4

	19
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	20
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	21
	In-Reply-To
	[26] 24.21
	m
	m
	[26] 24.21
	i
	i

	22
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	23
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c6

	24
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c5
	c5

	25
	P-Media-Authorization
	[31] 6.1
	c9
	c10
	[31] 6.1
	n/a
	n/a

	26
	Priority
	[26] 20.26
	m
	m
	[26] 20.26
	i
	i

	27
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c13
	c13

	28
	Proxy-Require
	[26] 20.29, [34] 4
	m
	m
	[26] 20.29, [34] 4
	m
	m

	29
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c11
	c11

	30
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	31
	Reply-To
	[26] 20.31
	m
	m
	[26] 20.31
	i
	i

	32
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c7
	c7

	33
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	34
	Subject
	[26] 20.36
	m
	m
	[26] 20.36
	i
	i

	35
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c8
	c8

	36
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	37
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	38
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	39
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.

c2:
IF A.162/10 THEN n/a ELSE m.

c3:
IF A.162/10 THEN m ELSE i.

c4:
IF A.162/9 THEN m ELSE i.

c5:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c6:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c7:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c8:
IF A.162/16 THEN m ELSE i.

c9:
IF A.162/26 THEN m ELSE n/a.

c10:
IF A.3/2 THEN m ELSE n/a.

c11:
IF A.162/14 THEN m ELSE i.
c12:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.
c13:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/8 – INVITE request

Table A.205: Supported message bodies within the INVITE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/1 - - 100 Trying

Table A.206: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	c2
	c2

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF (A.162/9 AND A.162/5) OR A.162/4 THEN m ELSE n/a - - Stateful proxies that insert date, or stateless proxies.

c2:
IF A.162/4 THEN i ELSE m - - Stateless proxy passes on.


Prerequisite A.163/9 – INVITE response

Table A.207: Supported headers within the INVITE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c4
	c4

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c3

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c3

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c3

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	11
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	11A
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	12
	Timestamp
	[26] 20.38
	i
	i
	[26] 20.38
	i
	i

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i.
c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.
c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.
c12:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/2 OR A.164/3 OR A.164/4 OR A.164/5 – 1xx

Table A.208: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	
	
	
	
	
	
	
	

	6
	P-Media-Authorization
	[31] 6.1
	c9
	c10
	[31] 6.1
	n/a
	n/a

	7
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	8
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	9
	Rseq
	[27] 7.1
	m
	m
	[27] 7.1
	i
	i

	
	
	
	
	
	
	
	

	11
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c9:
IF A.162/26 THEN m ELSE n/a.

c10:
IF A.3/2 THEN m ELSE n/a.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/6 – 2xx

Table A.209: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	1A
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	1B
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	4
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	
	
	
	
	
	
	
	

	6
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	
	
	
	
	
	
	
	

	8
	P-Media-Authorization
	[31] 6.1
	c9
	c10
	[31] 6.1
	n/a
	n/a

	9
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	10
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	11
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	13
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/14 THEN m ELSE i.

c9:
IF A.162/26 THEN m ELSE n/a.

c10:
IF A.3/2 THEN m ELSE n/a.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 "Ambiguous"

Table A.210: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	5
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	7
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	8
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.

c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/14 - - 401

Table A.211: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	6
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	7
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	8
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	11
	Timestamp
	[26] 20.38
	i
	i
	[26] 20.38
	i
	i

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	15
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.212: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	6
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	8
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	12
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/18 -- "405" Method Not Allowed

Table A.213: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	o
	

	
	
	
	
	
	
	
	

	5
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	7
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	10
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	11
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	13
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/20 - - 407

Table A.214: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	6
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	7
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	8
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	11
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/9 – INVITE response

Prerequisite: A.164/25 -- "415" Unsupported Media Type

Table A.215: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	6
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	8
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	9
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	11
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/27 - - 420

Table A.216: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	6
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	10
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/18 THEN m ELSE i.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/34 - - 484

Table A.217: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Anonymity
	[34] 5.2
	o
	
	[34] 5.2
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	6
	Remote-Party-ID
	[34] 5.1
	o
	
	[34] 5.1
	o
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/9 - - INVITE response

Table A.218: Supported message bodies within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.8
NOTIFY method

Prerequisite A.163/10 - - NOTIFY request

Table A.219: Supported headers within the NOTIFY request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	6A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	7
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	8
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	9
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	14
	Event
	[28] 8.2.1
	m
	m
	[28] 8.2.1
	m
	m

	15
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	16
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	17
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	18
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	19
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	20
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	21
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	22
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	23
	Subscription-State
	[28] 8.2.3
	m
	m
	[28] 8.2.3
	i
	i

	24
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	25
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	26
	To
	[26] 24.39
	m
	m
	[26] 24.39
	m
	m

	27
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	28
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.

c2:
IF A.162/9 THEN m ELSE i.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c6:
IF A.162/16 THEN m ELSE i.

c7:
IF A.162/14 THEN (IF A.162/22 OR A.162/27 THEN m ELSE o) ELSE i.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/10 - - NOTIFY request

Table A.220: Supported message bodies within the NOTIFY request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	sipfrag
	[37] 2
	m
	m
	[37] 2
	i
	i


Prerequisite A.163/11 - - NOTIFY response

Table A.221: Supported headers within the NOTIFY response - all status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	10A
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	o
	
	[26] 20.38
	o
	

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/6 AND A.164/7 - - 2xx

Table A.222: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	1A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	2
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/15 THEN m ELSE i.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 "Ambiguous"

Table A.223: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.

c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/14 - - 401

Table A.224: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.225: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	3
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/18 -- "405" Method Not Allowed

Table A.226: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/20 - - 407

Table A.227: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/25 -- "415" Unsupported Media Type

Table A.228: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/27 - - 420

Table A.229: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/18 THEN m ELSE i.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/34 - - 484

Table A.230: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/39 - - 489

Table A.231: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/20 THEN m ELSE i.

c3:
IF A.162/11 OR A.162/13 THEN m ELSE i.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/11 - - NOTIFY response

Table A.232: Supported message bodies within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.9
OPTIONS method

Prerequisite A.163/12 – OPTIONS request

Table A.233: Supported headers within the OPTIONS request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c4
	c4

	8
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	9
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	10
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	11
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	12
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	13
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	14
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	15
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	16
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	17
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	18
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	19
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	20
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c8
	c8

	21
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	22
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	23
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	24
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	25
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	26
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	27
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	28
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	29
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.

c2:
IF A.162/9 THEN m ELSE i.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c6:
IF A.162/16 THEN m ELSE i.

c7:
IF A.162/14 THEN o ELSE i.
c8:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/12 – OPTIONS request

Table A.234: Supported message bodies within the OPTIONS request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/13 – OPTIONS response

Prerequisite: A.164/1 – 100 Trying

Table A.235: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.162/9 THEN m ELSE i.


Prerequisite A.163/13 – OPTIONS response

Table A.236: Supported headers within the OPTIONS response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c3
	c3

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	11
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	11A
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	12
	Timestamp
	[26] 20.38
	i
	i
	[26] 20.38
	i
	i

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i.
c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.
c3:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.


Prerequisite A.163/13 – OPTIONS response

Prerequisite: A.164/6 – 2xx

Table A.237: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	
	
	
	
	
	
	
	

	5
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	6
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	9
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	10
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	12
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/15 THEN o ELSE i. 


Prerequisite A.163/13 – OPTIONS response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 "Ambiguous"

Table A.238: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.

c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/13 – OPTIONS response

Prerequisite: A.164/14 – 401

Table A.239: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/13 – OPTIONS response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.240: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	5
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/13 – OPTIONS response

Prerequisite: A.164/18 -- "405" Method Not Allowed

Table A.241: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/13 – OPTIONS response

Prerequisite: A.164/20 – 407

Table A.242: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/13 – OPTIONS response

Prerequisite: A.164/25 -- "415" Unsupported Media Type

Table A.243: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	4
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	5
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/13 – OPTIONS response

Prerequisite: A.164/27 – 420

Table A.244: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	7
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/18 THEN m ELSE i.


Prerequisite A.163/13 – OPTIONS response

Prerequisite: A.164/34 – 484

Table A.245: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/13 – OPTIONS response

Table A.246: Supported message bodies within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.10
PRACK method

Prerequisite A.163/14 – PRACK request

Table A.247: Supported headers within the PRACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c3

	8
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c3

	9
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c3

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	14
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	15
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	16
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	17
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	18
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	19
	RAck
	[27] 7.2
	m
	m
	[27] 7.2
	i
	i

	20
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	21
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	22
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	23
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	24
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	25
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	26
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	27
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.

c2:
IF A.162/9 THEN m ELSE i.

c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c6:
IF A.162/16 THEN m ELSE i.

c7:
IF A.162/14 THEN 0 ELSE i.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/14 – PRACK request

Table A.248: Supported message bodies within the PRACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/15 – PRACK response

Prerequisite: A.164/1 – 100 Trying

Table A.249: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.162/9 THEN m ELSE i.


Prerequisite A.163/15 – PRACK response

Table A.250: Supported headers within the PRACK response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c2

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c2

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c2

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c2

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c2

	10A
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	i
	i
	[26] 20.38
	i
	i

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i.
c2:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.


Prerequisite A.163/15 – PRACK response

Prerequisite: A.164/6 - - 2xx

Table A.251: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	0B
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	1
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i. 

c3:
IF A.162/15 THEN o ELSE i.


Prerequisite A.163/15 – PRACK response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 "Ambiguous"

Table A.252: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.

c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/15 – PRACK response

Prerequisite: A.164/14 – 401

Table A.253: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/15 – PRACK response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.254: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	3
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/15 – PRACK response

Prerequisite: A.164/18 -- "405" Method Not Allowed

Table A.255: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/15 – PRACK response

Prerequisite: A.164/20 – 407

Table A.256: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/15 – PRACK response

Prerequisite: A.164/25 -- "415" Unsupported Media Type

Table A.257: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/15 – PRACK response

Prerequisite: A.164/27 – 420@@@combine

Table A.258: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/34 - - 484

Table A.259: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/15 – PRACK response

Table A.260: Supported message bodies within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.11
REFER method

Prerequisite A.163/16 – REFER request

Table A.261: Supported headers within the REFER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	oB
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	1
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	1A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	3
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	5
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	5A
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	5B
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	5C
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	6
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	7
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	8
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	9
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	10
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	11
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	12
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	13
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	14
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	15
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	16
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	17
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	18
	Refer-To
	[36] 3
	c3
	c3
	[36] 3
	c4
	c4

	19
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	20
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	20A
	Subject
	[26] 20.36
	m
	m
	[26] 20.36
	i
	i

	21
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	22
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	23
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	24
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	25
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.

c2:
IF A.162/9 THEN m ELSE i.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.
c5:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c6:
IF A.162/16 THEN m ELSE i.

c7:
IF A.162/14 THEN m ELSE i.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/16 – REFER request

Table A.262: Supported message bodies within the REFER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/17 – REFER response

Prerequisite: A.164/1 – 100 Trying

Table A.263: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.162/9 THEN m ELSE i.


Prerequisite A.163/17 – REFER response

Table A.264: Supported headers within the REFER response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	2
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	3
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	4
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	5
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	6
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	7
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	8
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	9
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	10
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	10A
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	i
	i
	[26] 20.38
	i
	i

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i.
c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.


Prerequisite A.163/17 – REFER response

Prerequisite: A.164/7 - - 202

Table A.265: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	3
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	
	
	
	
	
	
	
	

	5
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/15 THEN m ELSE i.


Prerequisite A.163/17 – REFER response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 "Ambiguous"@@@combine

Table A.266: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.

c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/17 – REFER response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 – 401

Table A.267: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/17 – REFER response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.268: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	6
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/17 – REFER response

Prerequisite: A.164/18 -- "405" Method Not Allowed

Table A.269: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/17 – REFER response

Prerequisite: A.164/20 – 407

Table A.270: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/17 – REFER response

Prerequisite: A.164/25 -- "415" Unsupported Media Type

Table A.271: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/17 – REFER response

Prerequisite: A.164/27 – 420

Table A.272: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	8
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/18 THEN m ELSE i.


Prerequisite A.163/17 – REFER response

Prerequisite: A.164/34 – 484@@@combine

Table A.273: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/17 – REFER response

Table A.274: Supported message bodies within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.12
REGISTER method

Prerequisite A.163/18 – REGISTER request

Table A.275: Supported headers within the REGISTER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c2
	c2

	8
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	9
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	10
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	11
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	12
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	13
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	14
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	15
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	m
	m

	16
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	17
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	18
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	19
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	20
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	21
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c6
	c6

	22
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	23
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c4
	c4

	24
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	25
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c5
	c5

	26
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	27
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	28
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	29
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.
c2:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.
c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/11 OR A.162/12 THEN m ELSE i.

c5:
IF A.162/16 THEN m ELSE i.
c6:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/18 – REGISTER request

Table A.276: Supported message bodies within the REGISTER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/19 – REGISTER response

Prerequisite: A.164/1 – 100 Trying

Table A.277: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	m
	m

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m


Prerequisite A.163/19 – REGISTER response

Table A.278: Supported headers within the REGISTER response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c2
	c2

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	11
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c1
	c1

	11A
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	12
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.
c2:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.


Prerequisite A.163/19 – REGISTER response

Prerequisite: A.164/6 – 2xx

Table A.279: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	
	
	
	
	
	
	
	

	5
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	
	
	
	
	
	
	
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c1
	c1

	
	
	
	
	
	
	
	

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/11 OR A.162/12 THEN m ELSE i.


Prerequisite A.163/19 – REGISTER response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 "Ambiguous"

Table A.280: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c2
	c2

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c1
	c1

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/11 OR A.162/12 THEN m ELSE i.
c2:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/19 – REGISTER response

Prerequisite: A.164/14 – 401

Table A.281: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	4A
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c1
	c1

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c1:
IF A.162/11 OR A.162/12 THEN m ELSE i.


Prerequisite A.163/19 – REGISTER response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.282: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c1
	c1

	6
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/11 OR A.162/12 THEN m ELSE i.


Prerequisite A.163/19 – REGISTER response

Prerequisite: A.164/18 -- "405" Method Not Allowed

Table A.283: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c1
	c1

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/11 OR A.162/12 THEN m ELSE i.


Prerequisite A.163/19 – REGISTER response

Prerequisite: A.164/20 – 407

Table A.284: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	5
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c1
	c1

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	9
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c1:
IF A.162/11 OR A.162/12 THEN m ELSE i.


Prerequisite A.163/19 – REGISTER response

Prerequisite: A.164/25 -- "415" Unsupported Media Type

Table A.285: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	5
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	7
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c1
	c1

	
	
	
	
	
	
	
	

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/11 OR A.162/12 THEN m ELSE i.


Prerequisite A.163/19 – REGISTER response

Prerequisite: A.164/27 – 420

Table A.286: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c1
	c1

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	8
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/11 OR A.162/12 THEN m ELSE i.

c3:
IF A.162/17 THEN m ELSE.i


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/29 - - 423

Table A.287: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	o
	
	[26] 20.18
	o
	

	
	
	
	
	
	
	
	

	5
	Min-Expires
	[26] 20.23
	m
	m
	[26] 20.23
	i
	i

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c1
	c1

	
	
	
	
	
	
	
	

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/19 – REGISTER response

Prerequisite: A.164/34 – 484

Table A.288: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c1
	c1

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/11 OR A.162/12 THEN m ELSE i.


Prerequisite A.163/19 - - REGISTER response

Table A.289: Supported message bodies within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.13
SUBSCRIBE method

Prerequisite A.163/20 - - SUBSCRIBE request

Table A.290: Supported headers within the SUBSCRIBE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	6A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	7
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	8
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	9
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	14
	Event
	[28] 8.2.1
	m
	m
	[28] 8.2.1
	m
	m

	15
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	16
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	17
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	18
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	18A
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	19
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	20
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	21
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	22
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	23
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	24
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	25
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	26
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	27
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	28
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.

c2:
IF A.162/9 THEN m ELSE i.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c6:
IF A.162/16 THEN m ELSE i. 

c7:
IF A.162/14 THEN m ELSE i.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/20 - - SUBSCRIBE request

Table A.291: Supported message bodies within the SUBSCRIBE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/21 - - SUBSCRIBE response

Table A.292: Supported headers within the SUBSCRIBE response - all status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	10A
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	10B
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	o
	
	[26] 20.38
	o
	

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i.
c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/6 AND A.164/7 - - 2xx

Table A.293: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	1A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	2
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	3
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/15 THEN m ELSE i.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 "Ambiguous"

Table A.294: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.

c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/14 - - 401

Table A.295: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.296: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	3
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/18 -- "405" Method Not Allowed

Table A.297: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/20 - - 407

Table A.298: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/25 -- "415" Unsupported Media Type

Table A.299: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/27 - - 420

Table A.300: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/18 THEN m ELSE i.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/29 -- 423

Table A.301: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	o
	
	[26] 20.18
	o
	

	2
	Min-Expires
	[26] 20.23
	m
	m
	[26] 20.23
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/34 - - 484

Table A.302: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/39 - - 489

Table A.303: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/20 THEN m ELSE i.

c3:
IF A.162/11 OR A.162/13 THEN m ELSE i.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/21 - - SUBSCRIBE response

Table A.304: Supported message bodies within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.14
UPDATE method

Prerequisite A.163/22 - - UPDATE request

Table A.305: Supported headers within the UPDATE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	4
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	5
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	6
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	7
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	8
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c8
	c8

	9
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	10
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c4

	11
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c4

	12
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c4

	13
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	14
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c4

	15
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	16
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	17
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	18
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	19
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c4

	20
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	21
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c9
	c9

	22
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	23
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	24
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	25
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	26
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	27
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	28
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	29
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	30
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i.

c2:
IF A.162/9 THEN m ELSE i.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c6:
IF A.162/16 THEN m ELSE i.

c7:
IF A.162/14 THEN o ELSE i.
c8:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.
c9:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Table A.306: Supported message bodies within the UPDATE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/22 – INVITE response

Table A.307: Supported headers within the BYE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c4
	c4

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c3

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c3

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c3

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	10A
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	10B
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	o
	
	[26] 20.38
	o
	

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i.
c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.
c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.
c4:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/6 - - 2xx

Table A.308: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	0B
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	0C
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	1
	Allow
	[26] 24.5
	m
	m
	[26] 24.5
	i
	i

	2
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	
	
	
	
	
	
	
	

	3
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	
	
	
	
	
	
	
	

	4
	Require
	[26] 24.33
	m
	m
	[26] 24.33
	c2
	c2

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 24.39
	m
	m
	[26] 24.39
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/15 THEN o ELSE i.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 - - 3xx

Table A.309: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	2
	Contact
	[26] 24.10
	m
	m
	[26] 24.10
	c1
	c1

	3
	Error-Info
	[26] 24.18
	m
	m
	[26] 24.18
	i
	i

	4
	From
	[26] 24.20
	m
	m
	[26] 24.20
	m
	m

	5
	Require
	[26] 24.33
	m
	m
	[26] 24.33
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 24.39
	m
	m
	[26] 24.39
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.

c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/14 - - 401 (Unauthorized)
Table A.309A: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.310: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 24.18
	m
	m
	[26] 24.18
	i
	i

	
	
	
	
	
	
	
	

	4
	Require
	[26] 24.33
	m
	m
	[26] 24.33
	c2
	c2

	5
	Retry-After
	[26] 24.34
	m
	m
	[26] 24.34
	i
	i

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 24.39
	m
	m
	[26] 24.39
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/18 -- "405" Method Not Allowed

Table A.311: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 24.5
	m
	m
	[26] 24.5
	i
	i

	
	
	
	
	
	
	
	

	3
	Error-Info
	[26] 24.18
	m
	m
	[26] 24.18
	i
	i

	
	
	
	
	
	
	
	

	5
	Require
	[26] 24.33
	m
	m
	[26] 24.33
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 24.39
	m
	m
	[26] 24.39
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/20 - - 407

Table A.312: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 24.18
	m
	m
	[26] 24.18
	i
	i

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 24.27
	m
	m
	[26] 24.27
	m
	m

	5
	Require
	[26] 24.33
	m
	m
	[26] 24.33
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 24.39
	m
	m
	[26] 24.39
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/25 -- "415" Unsupported Media Type

Table A.313: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 24.1
	m
	m
	[26] 24.1
	i
	i

	2
	Accept-Encoding
	[26] 24.2
	m
	m
	[26] 24.2
	i
	i

	3
	Accept-Language
	[26] 24.3
	m
	m
	[26] 24.3
	i
	i

	4
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	6
	Error-Info
	[26] 24.18
	m
	m
	[26] 24.18
	i
	i

	
	
	
	
	
	
	
	

	8
	Require
	[26] 24.33
	m
	m
	[26] 24.33
	c2
	c2

	
	
	
	
	
	
	
	

	10
	Supported
	[26] 24.39
	m
	m
	[26] 24.39
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/27 - - 420

Table A.314: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	2
	Error-Info
	[26] 24.18
	m
	m
	[26] 24.18
	i
	i

	
	
	
	
	
	
	
	

	4
	Require
	[26] 24.33
	m
	m
	[26] 24.33
	c2
	c2

	
	
	
	
	
	
	
	

	6
	Supported
	[26] 24.39
	m
	m
	[26] 24.39
	i
	i

	7
	Unsupported
	[26] 24.42
	m
	m
	[26] 24.42
	c3
	c3

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.

c3:
IF A.162/18 THEN m ELSE i.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 "Ambiguous"

Table A.315: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	
	
	
	
	
	
	
	

	2
	Contact
	[26] 24.10
	m
	m
	[26] 24.10
	c1
	c1

	3
	Error-Info
	[26] 24.18
	m
	m
	[26] 24.18
	i
	i

	
	
	
	
	
	
	
	

	5
	Require
	[26] 24.33
	m
	m
	[26] 24.33
	c2
	c2

	
	
	
	
	
	
	
	

	7
	Supported
	[26] 24.39
	m
	m
	[26] 24.39
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.

c2:
IF A.162/11 OR A.162/13 THEN m ELSE i.


Table A.316: Supported message bodies within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
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