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In TS22.004 ANNEX A, BAOC, BOIC and BOIC-exHC are applicable for SMS. Therefore, CB (BOIC) and CB (BOIC-exHC) can be applicable for SMS even if it is not clearly defined in the current TS29.002. 
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23.2.2
Procedure in the VLR

The MAP_PROCESS_ACCESS_REQUEST indication starts the MAP_PROCESS_ACCESS_REQUEST service in the VLR. The application context in the MAP_OPEN indication is mobile originated short message transfer.

If the service MAP_PROCESS_ACCESS_REQUEST is successful, the VLR waits for the next message from the MSC. When receiving the MAP_SEND_INFO_FOR_MO_SMS indication, the VLR acts as follows:

-
if there is incompatibility in the subscription check, the error teleservice not provisioned is returned to the MSC;

-
if the short message transfer would contravene Operator determined Barring, the call barred error with cause operator barring is returned;

-
if the short message transfer would contravene the supplementary service call barring conditions in the VLR, the call barred error with cause barring service active is returned.

When the mobile subscriber has passed all checks, the MAP_SEND_INFO_FOR_MO_SMS response is initiated and the procedure is terminated in the VLR. The mobile originated short message transfer procedure in the VLR is shown in figure 23.2/3.
[image: image2.wmf]Figure 23.2/3: The mobile originated short message
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