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9.1.1
MT-LR routing procedure in PS and CS domain
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Figure 9.1: General Network Positioning for a MT-LR

1)
An external LCS client requests the current location of a target UE from a GMLC. The LCS Client may also request a deferred location request, i.e. based on event. The R-GMLC verifies the identity of the LCS client and its subscription to the LCS service requested and derives the MSISDN or IMSI or PDP address, (NOTE: IP addressing in this context is FFS, one reason is the dynamic IP addressing used in IPv4.) of the target UE to be located and the LCS QoS from either subscription data or data supplied by the LCS client. For a call related location request, the R-GMLC obtains and authenticates the called party number of the LCS client. For a session related location request, the R-GMLC obtains and authenticates the APN-NI of the LCS client. 
The LCS request may carry also the Service Identity and the Codeword. The R-GMLC may verify that the Service Identity received in the LCS request matches one of the service identities allowed for the LCS client. If the service identity does not match one of the service identities for the LCS client, the R-GMLC shall reject the LCS request.  Otherwise, the R-GMLC can map the received service identity in a corresponding service type. 
 
 
If the location request is originated by a Requestor, the Requestor Identity may be added to the LCS service request. LCS client should authenticate the Requestor Identity but this is outside the scope of this specification. 

The LCS service request may also contain the type of the Requestor identity if the requestor identity was included.




The R-GMLC verifies whether it stores the privacy profile of the target UE. If the R-GMLC stores the UE’s privacy profile, (this means the R-GMLC is the H-GMLC of the target UE), then step 2, 3, 4 and 12 are skipped.
If location is required for more than one UE, or if periodic location is requested, the steps following below may be repeated.

Editor’s note: 
This would mean that R-GMLC handles the periodicity of location requests as requested by the LCS client both in CS and PS domain. It is for further study should H-GMLC handle the periodicity of location requests.

2)
The R-GMLC sends a SEND_ROUTING_INFO_FOR_LCS message to the home HLR/HSS of the target UE to be located with the IMSI or MSISDN of the UE. If the R-GMLC supports the Lr interface, the R-GMLC capability information shall be included in the SEND_ROUTING_INFO_FOR_LCS message. 
If the R-GMLC already knows, or is able to determine, the network address of H-GMLC of the target UE, (e.g. from a previous location request), then step 2 and step 3 may be skipped. One possibility could be to use a DNS lookup to determine the H-GMLC address, but this is FFS.
Editor´s note: 
According to the current version of TS29.002 the PDP address cannot be transferred by using the SEND_ROUTING_INFO_FOR_LCS message, so this is for ffs.
3)
The HLR/HSS verifies the R-GMLC’s network address. The HLR/HSS may return the address of the PPR to the GMLC if available. The HLR/HSS then compares the R-GMLC address with the H-GMLC network address for the target UE. The HLR/HSS verifies whether the R-GMLC is authorized to request UE location information. If not, an error response is returned. The HLR/HSS returns the address of the H-GMLC.
4)
If R-GMLC finds out that it is the H-GMLC, the signalling steps 4 and 12 are skipped.
The R-GMLC sends the location request to the H-GMLC.
5) The H-GMLC verifies LCS barring restrictions in the UE user's privacy profile in the H-GMLC. In verifying the barring restrictions, barring of the whole location request is assumed if any part of it is barred or any requisite condition is not satisfied. If the location service request is to be barred and the LCS client does not have the override capability, an error response is returned to the R-GMLC or the LCS client.
6)
If the H-GMLC already knows both the VMSC/MSC server or SGSN location or the network address of V-GMLC and IMSI for the particular MSISDN or PDP address, (e.g. from a previous location request),  the rest of this step and step 7 may be skipped. Otherwise, the H-GMLC sends a SEND_ROUTING_INFO_FOR_LCS message to the home HLR/HSS of the target UE to be located with the IMSI, PDP address or MSISDN of this UE. 
Editor´s note: 
According to the current version of TS29.002 the PDP address cannot be transferred by using the SEND_ROUTING_INFO_FOR_LCS message, so this is for ffs.
7)
The HLR/HSS verifies the network address of the H-GMLC in order to check that the H-GMLC is authorized to request UE location information. The HLR/HSS then returns one or several of the network addresses of the current SGSN and/or VMSC/MSC server, the LCS core network signalling capabilities of the serving nodes and whichever of the IMSI and MSISDN was not provided in step (2) or (6) for the particular UE. The HLR/HSS may also return the address of the V-GMLC, if available..
Note: HLR/HSS may prioritize between the MSC/VLR or SGSN address sent to the GMLC. The prioritisation might be based on information received from SGSN and/or MSC/VLR concerning the UE’s capabilities for LCS. Other priority criteria are for further study.

8)
The GMLC may ask the PPR to perform the privacy check as described in the 9.1.1.1 or if the GMLC stores the UE’s privacy profile, the H-GMLC may perform privacy check on the basis of the UE user’s privacy profile and the capabilities of the serving nodes (MSC/VLR and/or SGSN). 
If the H-GMLC received the address of the V-GMLC from the HLR/HSS and the V-GMLC address is different from the H-GMLC address, the H-GMLC may forward the location request to the V-GMLC. The forwarded location request shall contain, one or several of the network addresses of the current SGSN and/or MSC/VLR, and the IMSI and MSISDN for the target UE. The forwarded location request may also carry the requested action of the VPLMN as the result of the privacy check in the H-GMLC (e.g. by using the pseudo-external identity as described in Annex X). The V-GMLC first authenticates that the location request is allowed from this PLMN or from this country. If not, an error response is returned.
In the cases when the H-GMLC did not receive the address of the V-GMLC, when the V-GMLC address is the same with the H-GMLC address or when both PLMN operators agree not to use Lr interface, the H-GMLC does not forward the location request to the V-GMLC and step 10 is skipped.
Editor’s note: The case when the V-GMLC is the same as the R-GMLC may need further elaboration.

9)
In case the GMLC (H-GMLC, R-GMLC or V-GMLC) receives only the MSC/VLR address, the MT LR proceeds as the CS-MT-LR procedure described in 9.1.2. In case GMLC receives only the SGSN address, the MT LR proceeds as the PS-MT-LR procedure described in 9.1.6. In case the GMLC receives several of the following addresses, SGSN, VMSC and/or MSC Server, it has to decide where to send the location request. If the requested MT-LR is known to be associated with a CS call, the CS-MT-LR procedure shall be invoked. If the requested MT-LR is associated with a PS session, the PS-MT-LR procedure only shall be invoked. Otherwise, both CS-MT-LR and PS-MT-LR are applicable. If LCS Client indicated deferred location request, GMLC shall indicate this together with applicable event type (ex. UE available) in requested PS/CS-MT-LR, see 9.1.8.

NOTE:
The order in which these procedures are invoked and whether one or both procedures are used may depend on subscription information for the LCS client, possible priority information returned by the HSS or information already stored in the GMLC (e.g. obtained from previous location requests).

10)
The V-GMLC sends the location service response to the H-GMLC. 

11)
 If the privacy check in step 5 indicates that further privacy checks are needed, or on the basis of the privacy profile, the H-GMLC shall perform an additional privacy check.

12)
The H-GMLC sends the location service response to the R-GMLC.

13)
R-GMLC sends the location service response to the LCS client. If the LCS client requires it, the R-GMLC may first transform the universal location co-ordinates provided by the SGSN or MSC/MSC server into some local geographic system. The GMLC may record billing for both the LCS client and inter-network revenue charges from the SGSN or MSC/MSC server's network.

The detailed CS-MT-LR and PS-MT-LR procedures in step 4 of figure 9.1 are described in 9.1.2 and 9.1.6.

The detailed procedure for deferred PS/CS-MT-LR is described in 9.1.8.

****    FIRST MODIFIED SECTION    ****
7.6.2
Numbering and identification parameters

…

7.6.2.xx
V-GMLC Address

This parameter refers to the IP address of a V-GMLC.

7.6.2.xx
H-GMLC Address

This parameter refers to the IP address of a H-GMLC.

****    NEXT MODIFIED SECTION    ****
13A
Location Service Management Services

13A.1
MAP-SEND-ROUTING-INFO-FOR-LCS Service

13A.1.1
Definition

This service is used between the GMLC and the HLR to retrieve the routing information needed for routing a location service request to the servicing VMSC or SGSN. The MAP-SEND-ROUTING-INFO-FOR-LCS is a confirmed service using the primitives from table 13A.1/1.

13A.1.2
Service Primitives
Table 13A.1/1: MAP-SEND-ROUTING-INFO-FOR-LCS

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	MLC Number
	M
	M(=)
	
	

	MSISDN
	C
	C(=)
	C
	C(=)

	IMSI
	C
	C(=)
	C
	C(=)

	LCS Codeword Applicability
	C
	C(=)
	
	

	LMSI
	
	
	C
	C(=)

	Network Node Number
	
	
	C
	C(=)

	GPRS Node Indicator
	
	
	C
	C(=)

	Additional Number
	
	
	C
	C(=)

	LCS Codeword Notification
	
	
	C
	C(=)

	V-GMLC Address
	
	
	U
	C(=)

	H-GMLC Address
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


13A.1.3
Parameter Use
Invoke id

See definition in clause 7.6.1.
MLC Number

See definition in clause 7.6.2.
MSISDN

See definition in clause 7.6.2. The request shall carry either the IMSI or MSISDN. The response shall carry whichever of these was not included in the request (see 3GPP TS 23.271 for details).
IMSI

See definition in clause 7.6.2.
LCS Codeword Applicability

See definition in clause 7.6.11.19.
LMSI

See definition in clause 7.6.2. It is an operator option to provide this parameter from the VLR; it is mandatory for the HLR to include the LMSI in a successful response, if the VLR has used the LMSI.

Network Node Number

See definition in clause 7.6.2. This parameter is provided in a successful response. If the “Network Node Number” and “Additional Number” are received in the GMLC, the "Network Node Number" is used in preference to the "Additional Number".
GPRS Node Indicator
See definition in clause 7.6.8. The presence of this parameter is mandatory only if the SGSN number is sent in the Network Node Number.
Additional Number

See definition in clause 7.6.2. This parameter is provided in a successful response. If the “Network Node Number” and “Additional Number” are received in the GMLC, the "Network Node Number" is used in preference to the "Additional Number".
LCS Codeword Notification
See definition in clause 7.6.11.22. The presence of this parameter indicates that codeword shall be sent to the subscriber. HLR may include this parameter in the response only if codeword checks had been indicated as applicable in the request.
V-GMLC address

See definition in clause 7.6.2.

H-GMLC address

See definition in clause 7.6.2. The requirements for its presence are specified in 3GPP TS 23.271 [26a].
User error

The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:

-
Unknown subscriber;

-
Absent Subscriber;

-
Facility Not Supported;

-
System failure;

-
Unexpected Data Value;

-
Data missing;

-
Unauthorised requesting network.
Provider error

For definition of provider errors see clause 7.6.1.

****    NEXT MODIFIED SECTION    ****
17.7.13
Location service data types

.$MAP-LCS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-LCS-DataTypes (25) version8 (8)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


RoutingInfoForLCS-Arg,


RoutingInfoForLCS-Res,


ProvideSubscriberLocation-Arg,


ProvideSubscriberLocation-Res,


SubscriberLocationReport-Arg,


SubscriberLocationReport-Res,

LocationType,

LCSClientName,

LCS-QoS,

Horizontal-Accuracy,

ResponseTime,

Ext-GeographicalInformation,

SupportedGADShapes,

Add-GeographicalInformation,

LCSRequestorID,

LCSCodeword

;

IMPORTS


AddressString,


ISDN-AddressString,


IMEI,


IMSI,


LMSI,


SubscriberIdentity,


AgeOfLocationInformation,


LCSClientExternalID,


LCSClientInternalID,

LCSServiceTypeID

FROM MAP-CommonDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version8 (8)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version8 (8)}


USSD-DataCodingScheme,

USSD-String

FROM MAP-SS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-SS-DataTypes (14) version8 (8)}


APN

FROM MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version8 (8)}


Additional-Number

FROM MAP-SM-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SM-DataTypes (16) version8 (8)}

;

RoutingInfoForLCS-Arg ::= SEQUENCE {


mlcNumber

[0] ISDN-AddressString,


targetMS

[1] SubscriberIdentity,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...,


lcsCodewordApplicability
[3]
LCSCodewordApplicability
OPTIONAL }

LCSCodewordApplicability ::= ENUMERATED {


codewordCheckApplicable
(0),


codewordCheckNotApplicable
(1),


...}

--
exception handling:

--
unrecognized values shall be ignored by the receiver.

RoutingInfoForLCS-Res ::= SEQUENCE {


targetMS

[0] SubscriberIdentity,


lcsLocationInfo
[1] LCSLocationInfo,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...,


lcsCodewordNotification
[3]
NULL

OPTIONAL,


v-gmlc-Address
[x]
GSN-Address
OPTIONAL,

h-gmlc-Address
[x]
GSN-Address
OPTIONAL }

-- lcsCodewordNotification may be present only if

-- lcsCodewordApplicability was present in RoutingInfoForLCS-Arg.


-- If received when lcsCodewordApplicability was not present in 


-- RoutingInfoForLCS-Arg then lcsCodewordNotification shall be ignored.
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