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****    START OF MODIFICATION    ****

7.5.7
Forward Relocation Response

The new SGSN shall send a Forward Relocation Response to the old SGSN as a response to a previous Forward Relocation Request. 
Possible Cause values is:

-
'Request Accepted'.

-
'System failure'.

-
'Mandatory IE incorrect'.

-
'Mandatory IE missing'.

-
'Optional IE incorrect'.

-
'No resources available'.

-
'Invalid message format'.

-
'Relocation failure'.
RANAP Cause is mandatory if cause value is contained in RANAP message.

RAB Setup Information, UTRAN transparent container and RANAP Cause are information from the target RNC in the new SGSN.

 One or more RAB Setup Information parameters may be sent in this message. This information element shall be included if the Cause contains the value 'Request accepted' and there is at least one RAB assigned in the new SGSN.
The new SGSN shall include a SGSN Address for control plane. The old SGSN shall store this SGSN Address and use it when sending control plane messages for the MS to the new SGSN in the SRNS Relocation Procedure.
The Tunnel Endpoint Identifier Control Plane field specifies a Tunnel Endpoint Identifier that is chosen by the new SGSN. The old SGSN shall include this Tunnel Endpoint Identifier in the GTP header of all subsequent signalling messages that are sent from the old SGSN to the new SGSN. This information element shall be included if the Cause contains the value 'Request accepted'.
One or more Additional RAB Setup Information parameters may be sent in this message for IPv6. This information element shall be included if the Cause contains the value 'Request accepted' and there is at least one RAB assigned in the new SGSN.
The new SGSN may include its SGSN number. If the old SGSN receives the SGSN number of the new SGSN it shall include this number when informing interworking core network nodes that there is a need to re-route previously sent requests against the new SGSN, e.g. in LCS the GMLC will use this SGSN number to re-activate the Location Request to the new SGSN (3GPP TS 23.271 [xx]).
The optional Private Extension contains vendor or operator specific information.

Table 30: Information Elements in a Forward Relocation Response
	Information element
	Presence requirement
	Reference

	Cause
	Mandatory
	7.7.1

	Tunnel Endpoint Identifier Control Plane
	Conditional
	7.7.14

	RANAP Cause
	Conditional
	7.7.18

	SGSN Address for Control plane
	Conditional
	7.7.32

	UTRAN transparent container
	Optional
	7.7.38

	RAB Setup Information
	Conditional
	7.7.39

	Additional RAB Setup Information
	Conditional
	7.7.45A

	SGSN Number
	Optional
	7.7.x

	Private Extension
	Optional
	7.7.46
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