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*** For Information – extract from TS 29.078, clause 5***

5
Common CAP Types

5.1
Data types

…

LegOrCallSegment {PARAMETERS-BOUND : bound} ::= CHOICE {


callSegmentID





[0] CallSegmentID {bound},


legID







[1] LegID


}

…

*** First Modified Section ***

6
Circuit Switched Call Control

6.1
gsmSSF/CCF - gsmSCF Interface

6.1.1
Operations and arguments

…

< unmodified ASN.1 >

…

continueWithArgument {PARAMETERS-BOUND : bound} OPERATION ::= {


ARGUMENT

ContinueWithArgumentArg {bound}


RETURN RESULT
FALSE


ERRORS


{missingParameter |






parameterOutOfRange |






unexpectedComponentSequence |






unexpectedDataValue |






unexpectedParameter |






unknownLegID |






unknownCSID}


CODE


opcode-continueWithArgument}

-- Direction: gsmSCF -> gsmSSF, Timer: Tcwa 
-- This operation is used to request the gsmSSF to proceed with call processing at the

-- DP at which it previously suspended call processing to await gsmSCF instructions

-- (i.e. proceed to the next point in call in the BCSM). The gsmSSF continues call

-- processing with the modified call setup information as received from the gsmSCF.

ContinueWithArgumentArg {PARAMETERS-BOUND : bound} ::= SEQUENCE {


legOrCallSegment




[0]
LegOrCallSegment {bound}



OPTIONAL,


alertingPattern





[1] AlertingPattern






OPTIONAL,


extensions






[6] Extensions {bound}





OPTIONAL,


serviceInteractionIndicatorsTwo

[7] ServiceInteractionIndicatorsTwo


OPTIONAL,


callingPartysCategory



[12] CallingPartysCategory




OPTIONAL,


genericNumbers





[16] GenericNumbers {bound}




OPTIONAL,


cug-Interlock





[17] CUG-Interlock






OPTIONAL,


cug-OutgoingAccess




[18] NULL








OPTIONAL,


chargeNumber





[50] ChargeNumber {bound}




OPTIONAL,


carrier







[52] Carrier {bound}





OPTIONAL,


suppressionOfAnnouncement


[55] SuppressionOfAnnouncement



OPTIONAL,


naOliInfo






[56] NAOliInfo







OPTIONAL,


bor-InterrogationRequested


[57] NULL








OPTIONAL,


suppress-O-CSI





[58] NULL








OPTIONAL,


continueWithArgumentArgExtension
[59] ContinueWithArgumentArgExtension

OPTIONAL,


...


}

ContinueWithArgumentArgExtension ::= SEQUENCE {


suppress-D-CSI





[0]
NULL








OPTIONAL,


suppress-N-CSI





[1]
NULL








OPTIONAL,


suppressOutgoingCallBarring


[2]
NULL








OPTIONAL,


...


}

…

< unmodified ASN.1 >

…

*** End of Document ***
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