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****    START OF MODIFICATION    ****

6
GTP Header

The GTP header is a variable length header used for both the GTP-C and the GTP-U protocols. The minimum length of the GTP header is 8 bytes. There are three flags that are used to signal the presence of additional optional fields: the PN flag, the S flag and the E flag. The PN flag is used to signal the presence of N-PDU Numbers. The S flag is used to signal the presence of the GTP Sequence Number field. The E flag is used to signal the presence of the Extension Header field, used to enable future extensions of the GTP header defined in this document, without the need to use another version number. If and only if one or more of these three flags are set, the fields Sequence Number, N-PDU and Extension Header shall be present. The sender shall set all the bits of the unused fields to zero. The receiver shall not evaluate the unused fields.

The GTP-C and the GTP-U use some of the fields in the GTP header differently. The detailed use of such fields is described in the sections related to GTP-C and to GTP-U.

Always present fields:
-
Version field: This field is used to determine the version of the GTP protocol. For the treatment of other versions, see clause 11.1.1, "Different GTP versions". The version number shall be set to '1'.

-
Protocol Type (PT): This bit is used as a protocol discriminator between GTP (when PT is '1') and GTP' (when PT is '0'). GTP is described in this document and the GTP' protocol in 3GPP TS 32.215 [18]. Note that the interpretation of the header fields may be different in GTP' than in GTP.

-
Extension Header flag (E): This flag indicates the presence of a meaningful value of the Next Extension Header field. When it is set to '0', the Next Extension Header field either is not present or, if present, shall not be interpreted. When it is set to ‘1’, the Next Extension Header field is present, and shall be interpreted, as described below in this section.

-
Sequence number flag (S): This flag indicates the presence of a meaningful value of the Sequence Number field. When it is set to '0', the Sequence Number field either is not present or, if present, shall not be interpreted.  When it is set to ‘1’, the Sequence Number field is present, and shall be interpreted, as described below in this section.

-
N-PDU Number flag (PN): This flag indicates the presence of a meaningful value of the N-PDU Number field. When it is set to '0', the N-PDU Number field either is not present, or, if present, shall not be interpreted. When it is set to ‘1’, the N-PDU Number field is present, and shall be interpreted, as described below in this section.

-
Message Type: This field indicates the type of GTP message. The valid values of the message type are defined in clause 7.1 for both GTP-C and GTP-U.

-
Length: This field indicates the length in octets of the payload, i.e. the rest of the packet following the mandatory part of the GTP header (that is the first 8 octets). The Sequence Number, the N-PDU Number or any Extension headers shall be considered to be part of the payload, i.e. included in the length count.

-
Tunnel Endpoint Identifier (TEID): This field unambiguously identifies a tunnel endpoint in the receiving GTP‑U or GTP-C protocol entity. The receiving end side of a GTP tunnel locally assigns the TEID value the transmitting side has to use. The TEID values are exchanged between tunnel endpoints using GTP-C (or RANAP, over the Iu) messages.

Optional fields:

… Text removed for clarity.

****    END OF MODIFICATION    ****
****    START OF NEXT MODIFICATION    ****

7.1
Message Formats

GTP defines a set of messages between two associated GSNs or an SGSN and an RNC. The messages to be used are defined in the table below. The three columns to the right define which parts (GTP-C, GTP-U or GTP') that send or receive the specific message type.

Table 1: Messages in GTP

	Message Type value (Decimal)
	Message
	Reference
	GTP-C
	GTP-U
	GTP'

	0
	For future use. Shall not be sent. If received, shall be treated as an Unknown message.
	
	
	
	

	1
	Echo Request
	7.2.1
	X
	X
	x

	2
	Echo Response
	7.2.2
	X
	X
	x

	3
	Version Not Supported
	7.2.3
	X
	
	x

	4
	Node Alive Request
	3GPP TS 32.215
	
	
	X

	5
	Node Alive Response
	3GPP TS 32.215
	
	
	X

	6
	Redirection Request
	3GPP TS 32.215
	
	
	X

	7
	Redirection Response
	3GPP TS 32.215
	
	
	X

	8-15
	For future use. Shall not be sent. If received, shall be treated as an Unknown message.
	
	
	
	

	16
	Create PDP Context Request
	7.3.1
	X
	
	

	17
	Create PDP Context Response
	7.3.2
	X
	
	

	18
	Update PDP Context Request
	7.3.3
	X
	
	

	19
	Update PDP Context Response
	7.3.4
	X
	
	

	20
	Delete PDP Context Request
	7.3.5
	X
	
	

	21
	Delete PDP Context Response
	7.3.6
	X
	
	

	22-25
	For future use. Shall not be sent. If received, shall be treated as an Unknown message.
	
	
	
	

	26
	Error Indication
	7.3.7
	
	X
	

	27
	PDU Notification Request
	7.3.8
	X
	
	

	28
	PDU Notification Response
	7.3.9
	X
	
	

	29
	PDU Notification Reject Request
	7.3.10
	X
	
	

	30
	PDU Notification Reject Response
	7.3.11
	X
	
	

	31
	Supported Extension Headers Notification
	7.2.4
	X
	X
	

	32
	Send Routeing Information for GPRS Request
	7.4.1
	X
	
	

	33
	Send Routeing Information for GPRS Response
	7.4.2
	X
	
	

	34
	Failure Report Request
	7.4.3
	X
	
	

	35
	Failure Report Response
	7.4.4
	X
	
	

	36
	Note MS GPRS Present Request
	7.4.5
	X
	
	

	37
	Note MS GPRS Present Response
	7.4.6
	X
	
	

	38-47
	For future use. Shall not be sent. If received, shall be treated as an Unknown message.
	
	
	
	

	48
	Identification Request
	7.5.1
	X
	
	

	49
	Identification Response
	7.5.2
	X
	
	

	50
	SGSN Context Request
	7.5.3
	X
	
	

	51
	SGSN Context Response
	7.5.4
	X
	
	

	52
	SGSN Context Acknowledge
	7.5.5
	X
	
	

	53
	Forward Relocation Request
	7.5.6
	X
	
	

	54
	Forward Relocation Response
	7.5.7
	X
	
	

	55
	Forward Relocation Complete
	7.5.8
	X
	
	

	56
	Relocation Cancel Request
	7.5.9
	X
	
	

	57
	Relocation Cancel Response
	7.5.10
	X
	
	

	58
	Forward SRNS Context
	7.5.13
	X
	
	

	59
	Forward Relocation Complete Acknowledge
	7.5.11
	X
	
	

	60
	Forward SRNS Context Acknowledge
	7.5.12
	X
	
	

	61-69
	For future use. Shall not be sent. If received, shall be treated as an Unknown message.
	
	
	
	

	70
	RAN Information Relay
	7.5.14.1
	X
	
	

	71-239
	For future use. Shall not be sent. If received, shall be treated as an Unknown message.
	
	
	
	

	240
	Data Record Transfer Request
	3GPP TS 32.215
	
	
	X

	241
	Data Record Transfer Response
	3GPP TS 32.215
	
	
	X

	242-254
	For future use. Shall not be sent. If received, shall be treated as an Unknown message.
	
	
	
	

	255
	G-PDU
	9.3.1
	
	X
	


****    END OF MODIFICATION    ****
****    START OF NEXT MODIFICATION    ****

7.5.1
Identification Request

If the MS, at GPRS Attach, identifies itself with P-TMSI and it has changed SGSN since detach, the new SGSN shall send an Identification Request message to the old SGSN to request the IMSI.

For Intra Domain Connection of RAN Nodes to Multiple CN Nodes, where the old SGSN belongs to an SGSN pool, the new SGSN cannot in the general case determine the old SGSN. The new SGSN shall in this case send the Identification Request message to an SGSN based on the old RAI, as usual. If an SGSN within an SGSN pool receives an Identification Request message for an MS that has been attached to another SGSN of the same SGSN pool, the SGSN shall include the source IP address of the received Identification Request message in the optional parameter SGSN Address for Control Plane. The Identification Request message is then relayed to the old SGSN, keeping the other parts of the message unchanged. The SGSN within an SGSN pool can determine if the received Identification Request message was meant for itself or for another SGSN of the SGSN pool by looking at the Network Resource Identifier contained in the P-TMSI parameter. See 3GPP TS 23.003 [2] for details on the coding of the P-TMSI and see 3GPP TS 23.236 [19] for details on SGSN pool.

Note that an SGSN relaying the Identification Request message shall not supervise the Identification Response message.

The P-TMSI and RAI is a P-TMSI and an RAI in the old SGSN. The P-TMSI Signature is conditionally provided by the MS to the new SGSN for identification checking purposes as defined in 3GPP TS 23.060 [4] and 3GPP TS 24.008 [5]. If the MS has provided the P-TMSI Signature, the new SGSN shall include this parameter in the Identification Request message.

The optional Private Extension contains vendor or operator specific information.

Table 24: Information Elements in an Identification Request

	Information element
	Presence requirement
	Reference

	Routeing Area Identity (RAI)
	Mandatory
	7.7.3

	Packet TMSI
	Mandatory
	7.7.5

	P-TMSI Signature
	Conditional
	7.7.9

	SGSN Address for Control Plane
	Optional
	7.7.32

	Private Extension
	Optional
	7.7.46


****    END OF MODIFICATION    ****
****    START OF NEXT MODIFICATION    ****

7.5.3
SGSN Context Request

The new SGSN shall send an SGSN Context Request to the old SGSN to get the MM and PDP Contexts for the MS.

For Intra Domain Connection of RAN Nodes to Multiple CN Nodes,  where the old SGSN belongs to an SGSN pool, the new SGSN cannot in the general case determine the old SGSN. The new SGSN shall in this case send the SGSN Context Request message to an SGSN based on the old RAI, as usual. If an SGSN within an SGSN pool receives an SGSN Context Request message for an MS that has been attached to another SGSN of the same SGSN pool, the SGSN shall relay the SGSN Context Request message unchanged to the old SGSN. The SGSN within an SGSN pool can determine if the received SGSN Context Request message was meant for itself or for another SGSN of the SGSN pool by looking at the Network Resource Identifier contained in the P-TMSI parameter, or alternatively in the TLLI parameter. See 3GPP TS 23.003 [2] for details on the coding of the P-TMSI and see 3GPP TS 23.236 [19] for details on SGSN pool. 

Note that an SGSN relaying the SGSN Context Request message shall not supervise the SGSN Context Response message.

 The MS is identified in the old SGSN by its old RAI and old TLLI/old P-TMSI values. The TLLI/P-TMSI and RAI is a foreign TLLI/P-TMSI and an RAI in the old SGSN. Exactly one of the TLLI, P-TMSI or IMSI information fields shall be present.

The old SGSN responds with an SGSN Context Response.

The new SGSN shall include a SGSN Address for control plane. The old SGSN shall store this SGSN Address and use it when sending control plane messages for the MS to the new SGSN in the SGSN context transfer procedure.

The Tunnel Endpoint Identifier Control Plane field specifies a Tunnel Endpoint Identifier for control plane messages, which is chosen by the new SGSN. The old SGSN shall include this Tunnel Endpoint Identifier in the GTP header of all subsequent control plane messages that are sent from the old SGSN to the new SGSN and related to the PDP context(s) requested.

The MS Validated indicates that the new SGSN has successfully authenticated the MS. IMSI shall be included if MS Validated indicates 'Yes'.

The P-TMSI Signature is conditionally provided by the MS to the new SGSN for identification checking purposes as defined in 3GPP TS 23.060 [4] and 3GPP TS 24.008 [5]. If the MS has provided the P-TMSI Signature, the new SGSN shall include this parameter in the SGSN Context Request message.

The optional Private Extension contains vendor or operator specific information.

Table 26: Information Elements in a SGSN Context Request
	Information element
	Presence requirement
	Reference

	IMSI
	Conditional
	7.7.2

	Routeing Area Identity (RAI)
	Mandatory
	7.7.3

	Temporary Logical Link Identifier (TLLI)
	Conditional
	7.7.4

	Packet TMSI (P-TMSI)
	Conditional
	7.7.5

	P-TMSI Signature
	Conditional
	7.7.9

	MS Validated
	Optional
	7.7.10

	Tunnel Endpoint Identifier Control Plane
	Mandatory
	7.7.14

	SGSN Address for Control Plane
	Mandatory
	7.7.32

	Private Extension
	Optional
	7.7.46


****    END OF MODIFICATION    ****
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