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<<First Changed clause>>

4.5.4
Consistency of Supplementary Service data

In some cases, the protocol used between the HLR and VLR encodes some data that is not EBSG-related SS data with an EBSG qualifier. In this case, the HLR shall ensure that when this data is sent it is always the same for all EBSGs. If this data is modified, the HLR must send the supplementary service data to the VLR for all EBSGs which meet all the following criteria:

-
at least one basic service in the EBSG is supported; and

-
the supplementary service is applicable to at least one (possibly different) basic service in the EBSG; and

-
the subscriber has a subscription to at least one (possibly different) basic service in the EBSG.

IMSI
  │
  ├─Basic MSISDN
  │
  ├─Category
  │
  │ ┌──────────────────┐
  ├─┤Basic Service List│
  │ └──────────────────┘
  │ ┌───────────────┐
  ├─┤Forwarding Info│
  │ └───────────────┘
  │ ┌─────────────────┐
  ├─┤Call Barring Info│
  │ └─────────────────┘
  │ ┌────────┐
  ├─┤CUG Info│
  │ └────────┘
  │ ┌───────┐
  ├─┤SS Data│
  │ └───────┘
  │ ┌──────────────────────────────┐
  ├─┤ODB Data for non-GPRS services│
  │ └──────────────────────────────┘
  │ ┌───────────────────────────────────┐
  ├─┤Roaming Restriction Data in the VLR│
  │ └───────────────────────────────────┘
  │ ┌──────────────────────────┐
  ├─┤Regional Subscription Data│
  │ └──────────────────────────┘
  │ ┌──────────────────────────┐
  ├─┤VBS, VGCS Data            │
  │ └──────────────────────────┘
  │ ┌──────────────────────────┐
  ├─┤CAMEL Subscription Info   │
  │ └──────────────────────────┘
  │ ┌───────────────────────────────┐
  ├─┤NAEA, Preferred Carrier  Id    │
  │ └───────────────────────────────┘
  │ ┌───────────────────────────────┐
  ├─┤LSA Data                       │
  │ └───────────────────────────────┘
  │ ┌───────────────────────────────┐
  ├─┤IST Data                       │
  │ └───────────────────────────────┘
  ├─LMU Indicator
  │ ┌───────────────────────────────┐
  ├─┤LCS Information                │
  │ └───────────────────────────────┘
  │ ┌───────────────────────────────┐
  ├─┤Super Charger Information      │
  │ └───────────────────────────────┘
  │ ┌───────────────────────────────┐
  ├─┤Bearer Service Priority Data   │
  │ └───────────────────────────────┘


Figure 1: Abstract data structure of non-GPRS Subscriber Data (Data sent to the VLR)

IMSI
  │
  ├─Access Mode
  │
  ├─Basic MSISDN
  │
  │ ┌──────────────────┐
  ├─┤Basic Service List│
  │ └──────────────────┘
  │ ┌─────────────────┐
  ├─┤Call Barring Info│
  │ └─────────────────┘
  │ ┌──────────────────────────┐
  ├─┤ODB Data for GPRS services│
  │ └──────────────────────────┘
  │ ┌────────────────────────────────────┐
  ├─┤Roaming Restriction Data in the SGSN│
  │ └────────────────────────────────────┘
  │ ┌──────────────────────────┐
  ├─┤Regional Subscription Data│
  │ └──────────────────────────┘
  │ ┌──────────────────────────────┐
  ├─┤GPRS subscription Data        │
  │ └──────────────────────────────┘
  │ ┌────────────────────────────────────┐
  ├─┤SGSN CAMEL subscription information │
  │ └────────────────────────────────────┘
  │ ┌───────────────────────────────┐
  ├─┤LSA Data                       │
  │ └───────────────────────────────┘
  │ ┌───────────────────────────────┐
  ├─┤Super-Charger Information      │
  │ └───────────────────────────────┘

  │ ┌───────────────────────────────┐
  ├─┤Charging Information           │
  │ └───────────────────────────────┘

  │ ┌───────────────────────────────┐
  └─┤LCS Information                │
    └───────────────────────────────┘

Figure 2: Abstract data structure of GPRS Subscriber Data (Data sent to the SGSN)
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