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TSG CN WG2 Ad Hoc meeting on

Enhancement of dialled services for CAMEL


Sophia Antipolis, France

1 April – 2 April, 2003
Chairman:
Keijo Palviainen (Nokia)

MCC support:
Andrijana Jurisic(ETSI)

Host: ETSI

List of participants:

Annex A

Tdoc list (incl. the status)

Annex B
Documents could be found on the 3GPP-server:

ftp://ftp.3gpp.org//tsg_cn/WG2_camel/Ad_Hocs/CN2_EDS_CAMEL/Docs
1 Opening of the meeting and approval of the agenda

N2-030161 : CN2 chairman, Title: Proposed meeting agenda

The scope of the meeting is Enhanced dialled services for CAMEL in Release 6 (EDCAMEL). CN2 has given a mandate to AdHoc meeting to agree principles and approve CRs for CN2 stage 2 specifications and endorse CRs to CN4 specifications.
Discussion: 

Conclusion: approved

2
Allocation of documents to agenda items
N2-030171: CN2 chairman, Title: Allocation of documents to agenda items
Discussion: 

Conclusion: noted

3
Input Liaison statements

No LSs related to Enhanced Dialled Services received.

4
Release 6 Enhanced Dialled Services

N2-030162: Source: Samsung Electronics, SK Telecom, Type: Disc, Title: Open Issues for enhanced dialled service in NP/NC Call
Discussion: “NP/NC calls”, as stated in the title and question in the document, cannot be treated in a same way. We need to consider both methods individually (NP leg and NC call).

Question1:

T-mobile: Is it allowed to use ICA operation in EDS dialogue according to stage 1? There is no restriction at the moment, therefore it should be allowed. 

Alcatel: It is not explicitly prohibited; therefore it is allowed if there is no existing dialogue. The same logic should be used for DP3. 

· Decision1: ICA and CPH operations are allowed in EDS dialogue. This applies both to N-CSI and D-CSI.

Question2: How can we interpret the auxiliary “should” or “shall” in NP/NC calls described in 22.078 and 29.078 specifications?
Summary: Chapter 8.1 in 22.078 specification describes the requirement that “If the CSE sends a request to initiate a new call (leg) the events relating to unsuccessful call establishment and answer should be armed by the CSE to maintain a control relationship.” Chapter 11.21.1 in 29.078 specification describes the requirement that “The gsmSCF shall subsequently arm O_Answer as an EDP-R and the call failure events as EDP-Rs and/or EDP-Ns ~”
This means that in case of ICA calls, gsmSCF should arm the answer and unsuccessful DPs (DP_O_Busy, DP_O_No_Answer, DP_Route_Select_Failure) and then send Continue/CWA operation and maintain control/monitor relationship with CCF to detect call events. 
When D-CSI is triggered, CS_gsmSSF triggered by D-CSI cannot have control/monitor relationship with the call created by ICA operation since control/monitor relationship already exists, and the same as N-CSI.

According to current Ts 22.078 and TS 29.078, EDS cannot be allowed in ICA (NP/NC) calls. If CN2 decides to allow enhanced dialled services in NC or NP, a change to descriptions of ICA is needed in TS 22.078 and TS 29.078.

· Decision2: “Should” is a recommendation. It is not necessary to change stage 1. Stage 3 (TS 29.078) mandates the DP arming for NC call but it is a bit unclear whether this mandate applies to both NC and NP case. CR to TS 29.078 is needed (section 11.21.1.) to cover NP case as well.

Question3: Is it possible to apply EDS in ICA calls?

In document N2-030058, decision 14 says that Control/monitoring relationships exist per call segment. 

Decision3: EDS dialogue is not possible for NP or NC calls because of decision no. 14 in N2-030058 (CN2#28). 
· For further study: Reconnect after answer is the exceptional case that has to be studied later.
Conclusion: noted

N2-030163: Source: Samsung Electronics, SK Telecom, Type: Disc, Title: SDL modelling for enhanced dialled service in NP/NC Call
Discussion: 
Conclusion: revised to N2-030170

N2-030170: Source: Samsung Electronics, SK Telecom, Type: Disc, Title: SDL modelling for enhanced dialled service in NP/NC Call
Discussion: Basic call case is considered. Is it important to know whether it is control or monitoring relationship for the decision whether EDS is allowed? 

Conclusion: EDS is not allowed if the existing relationship is monitoring. 

Alcatel is proposing different meaning for the CAP_dialogue variable. The event when the variable CAP_dialogue is true or false should be made simpler.
Conclusion: noted

N2-030164: TS 23.078, Rel-5, Source: Samsung Electronics, SK Telecom, Type: CR, CR#547, Title: Implementation of enhanced dialled service
Summary: The requirement of the enhanced dialled service is to give the identical capability to gsmSCF triggered at DP3 as that triggered at DP2, if there is no existing relationship with any gsmSCF.
To maintain and indicate if a relationship with gsmSCF exists, a new variable (CAP_Dialogue) is introduced. The initial value of CAP_Dialogue shall be set to “FALSE”.
Since the purpose of this variable is to give the exact status of the existence of ongoing relationship with gsmSCF to CS_gsmSSF and gsmSCF triggered by dialled services, the variable shall be changed at CS_gsmSSF based on the existence of a relationship with gsmSCF at the time of relaying one of operations (Connect, Continue or ContinueWithArguement) received from gsmSCF to CCF and just before entering the procedure for Analyse_Information.
Discussion: On page 50 the place of sending “Connect” is changed.
Alcatel: On page 63 CAP_Dialogue is marked as “C” what means “if available “ What is the meaning of “being available” for CAP_Dialogue? The variable is either “true” or “false” and even if it is “false”, it is available. 

If there is no EDS capability, then we do not need to include this parameter. Condition should be “S” and the condition is “present if EDS is supported”. Applicable for DP3 only.

Support for EDS is in “Offered CAMEL4 functionalities” and separate for N-CSI and D-CSI (concluded at CN2#28, N2-030038 decision 1). 

Nokia: We should indicate to SCP wether we support EDS in this particular call. From service point of view, T-Mobile likes the idea, but it might be difficult for MSC if we make a difference between N-CSI and D-CSI. There is a view that SCP knows based on service key whether service was triggered based on D-CSI or N-CSI.
Do we send this parameter always when we trigger Analysed_information? If MSC does not support EDS, this parameter would not be sent. Condition could be: Once EDS is supported this parameter should be present.

Alcatel proposal is to show CAP_Dialogue and Offered CAMEL4 functionalities parameters in one contribution so that the whole picture can be seen.

On page 54 the sequence of signals Int_Leg_Status_Report and CWA shall be checked off line.

For the SDL modelling we have to select between the Alcatel proposal and SK Telecom proposal. Nokia and Ericsson prefer Alcatel proposal in N2-030169 since it introduces minimum SDL changes.

Conclusion: noted, the content will be included in N2-030172, SDL part is ignored
N2-030166: TS 23.078, Source: Samsung Electronics, SK Telecom, Type: CR, CR#549, Title: Implementation of enhanced dialled service in NP/NC Call
Discussion: 
Conclusion: rejected

N2-030167: TS 23.018, Source: Samsung Electronics, SK Telecom, Type: CR, CR#549, Title: Implementation of enhanced dialled service in NP/NC Call
Discussion: 
Conclusion: rejected

N2-030169: TS 23.078, Source: Alcatel, Type: CR, CR#551, Title: Enhanced CS_gsmSSF for Enhanced Dialled Services

Summary: Comparing 22.078 sub clauses "5.3.1 Procedure when dialled digits have been collected" and "5.3.2 Procedure for subscribed dialled services" reveals that the capabilities for "subscribed dialled services" in the case "If no relationship exists with a CSE for the call" are quite the same as for DP2 procedures. For that reason it is proposed to include a check in the CS_gsmSSF procedures and to follow for subscribed dialled services either the branch of the old CS_gsmSSF DP3 behaviour or the branch already available for the CS_gsmSSF behaviour already used at DP2 and also other DPs.

This CR Includes a decission box asking whether or not a dialogue exists currently for the same leg and branching according to the answer to either the old DP3 behaviour ot to continue the CS_gsmSSF behaviour as for DP2.

Discussion: How do we know if there is any other dialogue opened or not according to this CR? 

Why the number of outgoing legs is checked? In order to avoid complexity. The limitation for more than 1 outgoing leg may need a Stage 1 update.

Nokia supports Alcatel’s proposal. Nokia prefers to maintain collective CR having all the changes. Collective CR would not be sent to June plenary for approval. The meeting agrees with this proposal. CN2 chairman will maintain collective CR for EDS for TS 23.078. 

CN2 decided to take the approach for SDL modelling as proposed in this CR (will be incorporated in collective CR).

Conclusion: noted, the principle is approved and the content will be incorporated in the collective CR for May meeting

N2-030165: TS 23.078, Source: Samsung Electronics, SK Telecom, Type: CR, CR#548, Title: Handling of partial implementation for enhanced dialled service
Discussion: 
Conclusion: noted, content included in N2-030172

N2-030168: TS 23.078, Source: Alcatel, Type: CR, CR#550, Title: Enhancements for the Partial Implementation for Enhanced Dialled Services 

Discussion: The description of the parameter Ongoing parameter (on page 8) contains 2 different meanings.  

What the parameter “Ongoing dialogue” is trying to bring: whether there is ongoing dialogue or whether EDS is allowed?

Samsung: Ongoing dialogue is related to partial implementation itself. EDS is not allowed if there is more than one outgoing leg (there is no explicit requirement in stage 1).

Conclusions:

· We will introduce single parameter in initial DP, called “EDS allowed”, which tells SCP directly whether EDS is allowed or not? Conditions are: 


- TDP is DP3


- EDS is supported for this type of call


- There is no more than 1 outgoing leg


- There shall be no other CAP dialogue for this particular leg.

· Offered CAMEL4 functionalities parameter is changed to indicate Enhanced Subscribed Dialled Services and Enhanced Serving Network Dialled Services support (separate functionalities).

Conclusion: noted, content is included in N2-030172

N2-030172: TS 23.078, Source: Alcatel, Type: CR, CR#552, Title: Enhancements for the Dialled services and Partial Implementation 

Discussion: The change in section 1.1.2 removed the SCI because it was already available in CAMEL phase 3, but if we leave this change it could be read that SCI is not allowed. 

Maybe we should add a paragraph which lists EDS capabilities in addition to CAMEL phase 3 Dialled service capabilities (list of added operations and armed EDPs)? The text included here will be moved to separated paragraph.

If we offer ICA, ICA is also part of EDS. Ones Offered CAMEL 4 functionalities are offered they are also part of EDS.

Conclusions: 

1. The Offered CAMEL 4 functionalities apply also to the Enhanced Dialled Services.
2. We remove “CSE” from all the places.

3. In information table, “S” is removed in NP and NC column of “Enhanced dialled service allowed” information element; by this CR. “S” will be kept in the table for the time being.

4. Ericsson proposes to use parameter name “EDS allowed”. The meeting supports this; parameter name will be changed. EDS should be an abbreviation.

5. In the description of the parameter “EDS allowed” forth bullet will be changed in order to change “There is no other CAMEL dialogue active for the same leg” to “There is no other CAMEL dialogue active for the leg for which this IF is sent”.
Conclusion: revised to N2-030173

N2-030173: TS 23.078, Source: Alcatel, Type: CR, CR#552r1, Title: Enhancements for the Dialled services and Partial Implementation 

Discussion: “Call gap” is already allowed in CAMEL 3 D-CSI service. “Cancel” operation is also already allowed in CAMEL3. Cancel (InvokeID) was allowed, now “Cancel (allOutstandingRequests) will be allowed.

EDS is used in plural or singular inconsistently. By now it was understood that Enhanced Dialled Services should be in plural, because it refers to possibility to have multiple services per subscriber (e.g. prepaid and VPN, therefore plural should be always according to T-Mobil and Nokia). According to Alcatel it should be singular when it refers either N-CSI or D-CSI and when it applies to both N-CSI and D-CSI it should be plural.

The meeting agreed that we should always use the plural for Enhanced dialled services.

Conclusion: revised to N2-030174

N2-030174: TS 23.078, Source: Alcatel, Type: CR, CR#552r2, Title: Enhancements for the Dialled services and Partial Implementation 

Conclusion: noted, the principle agreed and will be incorporated in the collective CR for Enhanced Dialled services

N2-030175: TS 23.078, Source: Alcatel, Type: CR, CR#553, Title: Collective CR for Enhancements for the Dialled services and Partial Implementation 

Discussion: CN2 Chairman will create the document, which list all the open issues for the next meeting. It should be part of CAMEL4 open issues list as well.

· TDP4 triggering will be added to open issues list. If we have TDP RouteSelectFailure (DP4) armed in O-CSI, shall that prevent EDS from triggering or usage of EDS. This is service prioritising issue. 

· Shall the arming of the TDP4 (RouteSelectFailure) in O-CSI prevent EDS? No, that trigger detection point shall not prevent from triggering of EDS according to SK, Nokia and Alcatel and Ericsson. 

Working assumption: Arming of TDP RouteSelectFailure shall not prevent Enhanced dialled services.

Conclusion: postponed to next meeting
Review of the N2 meeting schedule for 2002

	TITLE
	TYPE
	DATES
	LOCATION
	CTRY

	3GPPCN2#29
	WG
	19-23 May
	San Diego
	USA

	3GPPCN2#30
	WG
	25-29 Aug
	Sophia Antipolis
	France

	3GPPCN2#31
	WG
	27-31 Oct
	TBD
	China
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Closing of the meeting (2nd of April, 12:00)
The output of the meeting is the Collective CR on Enhanced dialled services which will be handled in the CN2#29. The draft of the collective CR is sent to CN2 e-mail list for comments in N2-030175.  Further changes needed for Enhanced dialled services will be added to the collective CR. The meeting has decided that the Collective CR for Enhanced dialled services will not be sent  for approval to CN plenary in June.

The chairman thanked delegates for the successful meeting and the meeting was closed on 2nd of April, 12:00.
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