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Abstract of document:

TR 29.962 investigates the SIP signalling interworking between IMS network entities behaving as specified in the 3GPP profile of SIP in TS 24.229, and SIP network entities external to the 3GPP network, which may not adhere to the 3GPP profile of SIP.
The document focuses on scenarios where the non-3GPP UA does not support the SIP “Preconditions” extension (“Integration of Resource Management and SIP”, RFC 3312) and related SIP extensions, which are mandated in the IMS and required for a proper interaction between service based local policy, charging on IMS level and SIP signalling. Those SIP extensions are defined within the IETF, and are optional in external networks.

Two approaches to enable an interworking for such scenarios are developed and compared: 

· Insert a “back to back user agent” as signalling interworking function.

· Allow modified call flows within the IMS and adopt the rules for service based local policy and charging on IMS level.

Changes since last presentation to TSG CN Meeting #19:

The structure of the TR was revised and simplified.

Various minor improvements, both of technical and editorial nature, were included.

A new Section on “Implications of the proposed Solutions” was added, which summarises information previously distributed through the document.

A considerable part of these changes was proposed by CN1#28, which reviewed the TR.

Outstanding Issues:

None.

CN3 sent an LS to SA2, asking SA2 to decide if any of the proposals shall be further pursued and implemented in normative specifications.
Contentious Issues:

None
