Page 1



3GPP TSG CN WG4 Meeting #20
N4-030815

Sophia Antipolis, FRANCE, 25th – 29th August 2003
	CR-Form-v7

	CHANGE REQUEST

	

	(

	29.002
	CR
	648
	(

rev
	-
	(

Current version:
	6.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Correction of wrong AC name in the table in 17.1.6

	
	

	Source:
(

	CN4

	
	

	Work item code:
(

	TEI_6
	
	Date: (

	08/072003

	
	
	
	
	

	Category:
(

	D
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
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	The table in subclause 17.1.6 refers to an AC name "ImmediateTerminationContext". The correct name (as shown in subclause 17.3.2.45) is "serviceTerminationContext"

	
	

	Summary of change:
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	Replace the wrong AC name with the right one!
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	Other comments:
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	This error exists in Release 99, Release 4 & Release 5, but it is not seen as being severe enough to justify a correction to those releases.


17.1.6
Application Contexts

The following informative table lists the latest versions of the Application Contexts used in this specification, with the operations used by them and, where applicable, whether or not the operation description is exactly the same as for previous versions. Information in 17.6 & 17.7 relates only to the ACs in this table.

	AC Name
	AC Version
	Operations Used
	Comments

	locationCancellationContext
	v3
	cancelLocation
	

	equipmentMngtContext
	V3
	checkIMEI
	

	imsiRetrievalContext
	v2
	sendIMSI
	

	infoRetrievalContext
	v3
	sendAuthenticationInfo
	

	interVlrInfoRetrievalContext
	v3
	sendIdentification
	

	handoverControlContext
	v3
	prepareHandover

forwardAccessSignalling

sendEndSignal

processAccessSignalling

prepareSubsequentHandover
	the syntax of this operation has been extended in comparison with release 98 version

	mwdMngtContext
	v3
	readyForSM
	

	msPurgingContext
	v3
	purgeMS
	

	shortMsgAlertContext
	v2
	alertServiceCentre
	

	resetContext
	v2
	reset
	

	networkUnstructuredSsContext
	v2
	processUnstructuredSS-Request

unstructuredSS-Request

unstructuredSS-Notify
	

	tracingContext
	v3
	activateTraceMode

deactivateTraceMode
	

	networkFunctionalSsContext
	v2
	registerSS

eraseSS

activateSS

deactivateSS

registerPassword

interrogateSS

getPassword
	

	shortMsgMO-RelayContext
	v3
	mo-forwardSM
	

	shortMsgMT-RelayContext
	v3
	mt-forwardSM
	

	shortMsgGatewayContext
	v3
	sendRoutingInfoForSM

reportSM-DeliveryStatus

InformServiceCentre
	the syntax of this operation has been extended in comparison with release 96 version

	networkLocUpContext
	v3
	updateLocation

forwardCheckSs-Indication

restoreData

insertSubscriberData

activateTraceMode
	the syntax is the same in v1 & v2



	gprsLocationUpdateContext
	v3
	updateGprsLocation

insertSubscriberData

activateTraceMode
	

	subscriberDataMngtContext
	v3
	insertSubscriberData

deleteSubscriberData
	

	roamingNumberEnquiryContext
	v3
	provideRoamingNumber
	

	locationInfoRetrievalContext
	v3
	sendRoutingInfo
	

	gprsNotifyContext
	v3
	noteMsPresentForGprs
	

	gprsLocationInfoRetrievalContext
	v4
	sendRoutingInfoForGprs
	

	failureReportContext
	v3
	failureReport
	

	callControlTransferContext
	v4
	resumeCallHandling
	

	subscriberInfoEnquiryContext
	v3
	provideSubscriberInfo
	

	anyTimeEnquiryContext
	v3
	anyTimeInterrogation
	

	anyTimeInfoHandlingContext
	v3
	anyTimeSubscriptionInterrogation

anyTimeModification
	

	ss-InvocationNotificationContext
	v3
	ss-InvocationNotification
	

	sIWFSAllocationContext
	v3
	provideSIWFSNumber

sIWFSSignallingModify
	

	groupCallControlContext
	v3
	prepareGroupCall

processGroupCallSignalling

forwardGroupCallSignalling

sendGroupCallEndSignal
	

	reportingContext
	v3
	setReportingState

statusReport

remoteUserFree
	

	callCompletionContext
	v3
	registerCC-Entry

eraseCC-Entry
	

	istAlertingContext
	v3
	istAlert
	

	serviceTerminationContext
	v3
	istCommand
	

	locationSvcEnquiryContext
	v3
	provideSubscriberLocation

subscriberLocationReport
	

	locationSvcGatewayContext
	v3
	sendRoutingInfoForLCS
	

	mm-EventReportingContext
	v3
	noteMM-Event
	

	subscriberDataModificationNotificationContext
	v3
	noteSubscriberDataModified
	

	authenticationFailureReportContext
	v3
	authenticationFailureReport
	

	secureTransportHandlingContext
	v3
	secureTransportClass1
secureTransportClass2
secureTransportClass3
secureTransportClass4
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