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	3GPP SA meeting #18 has approved the Workitem on "Enhancement of dialled service for CAMEL" and the corresponding 22.078 CR.

A current 23.078 CR is proposing the stage 2 enhancements necessary. It is proposing to consider this enhancements in the stage 2 23.078 in respect to the Scope and to the Partial Implementation issue. 

The current 29.002 CR is proposing an encoding for the new functionality.

	
	

	Summary of change:
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	Introduction of an extra bits indicating the new OfferedCamel4Functionalities. The name of the bit is similar to the 23.078 information element names "Subscribed Enhanced Dialled Services" and "Serving Network Enhanced Dialled Services".
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	Other comments:
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	The 29.002 proposed encoding assumes that "CAMEL Phase 4" is still used for CAMEL Release 6.

This CR implements the following approved documents:

1. N2-030344/ N4-030750 29.002-CR525


––Modified section ––

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version9 (9)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

...

OfferedCamel4Functionalities ::= BIT STRING { 



initiateCallAttempt
(0),


splitLeg

(1),


moveLeg

(2),


disconnectLeg
(3),


entityReleased
(4),


dfc-WithArgument
(5),


playTone

(6),


dtmf-MidCall
(7),


chargingIndicator
(8),


alertingDP
(9),


locationAtAlerting
(10),


changeOfPositionDP
(11),


or-Interactions
(12),


warningToneEnhancements
(13),


cf-Enhancements
(14),


subscribedEnhancedDialledServices 
(15),


servingNetworkEnhancedDialledServices (16)
} (SIZE (15..32))

-- A node supporting Camel phase 4 shall mark in the BIT STRING all Camel4 

-- functionalities it offers.

-- Other values than listed above shall be discarded.

...

–– END ––
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