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*** For Information – extracts form 3GPP TS 29.002 V5.7.0 ***
SendRoutingInfoArg ::= SEQUENCE {


< ... >


networkSignalInfo
[10] ExternalSignalInfo
OPTIONAL,


camelInfo

[11] CamelInfo
OPTIONAL,


suppressionOfAnnouncement
[12] SuppressionOfAnnouncement 
OPTIONAL,


< ... >


 }

CamelInfo ::= SEQUENCE {


supportedCamelPhases
SupportedCamelPhases,


suppress-T-CSI
NULL


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,

offeredCamel4CSIs
[0] OfferedCamel4CSIs
OPTIONAL }

SupportedCamelPhases ::= BIT STRING {


phase1 (0),


phase2 (1),


phase3 (2),


phase4 (3)} (SIZE (1..16)) 

-- A node shall mark in the BIT STRING all CAMEL Phases it supports.

-- Other values than listed above shall be discarded.

*** First Modified Section ***
4 4 
Circuit switched Call Control

…

4.6
Description of information flows

…

4.6.15
gsmSCF to HLR information flows

…

4.6.15.1
Send Routeing Info

4.6.15.1.1
Description

This IF is defined in 3GPP TS 23.018 [Error! Reference source not found.] and subclause Error! Reference source not found.; it is used to request information from the HLR to route a gsmSCF initiated call.

4.6.15.1.2
Information Elements

Send Routeing Info from the gsmSCF contains the following information elements:

	Information element name
	Status
	Description

	MSISDN
	M
	This IE indicates the MSISDN of the called subscriber.

	Alerting Pattern
	O
	This IE indicates the kind of Alerting Pattern to be applied.

	CUG Interlock
	O
	For the definition of this IE, see 3GPP TS 23.085 [Error! Reference source not found.].

	CUG Outgoing Access
	O
	For the definition of this IE, see 3GPP TS 23.085 [Error! Reference source not found.].

	Suppression Of Announcement
	O
	This IE indicates that announcements or tones generated as a result of unsuccessful call establishment shall be suppressed.

	Suppress T‑CSI
	M
	This IE indicates that CAMEL subscription information should not be returned in the first Send Routeing Info ack (to avoid the need for a second interrogation).

	Supported CAMEL Phases
	M
	This IE indicates the CAMEL Phases supported by the gsmSCF.

	Offered CAMEL4 CSIs
	S
	This IE indicates the CAMEL phase 4 CSIs offered by the gsmSCF. This IE shall be present when the Supported CAMEL Phases IE indicates support of CAMEL Phase 4. 
This IE is described in a table below.

	Call Reference Number
	M
	This IE carries the Call Reference Number allocated for the call by the gsmSCF.

	GMSC Or gsmSCF Address
	M
	This IE is the E.164 address of the gsmSCF.

	Call Diversion Treatment Indicator
	O
	This IE indicates whether or not the call is allowed to be forwarded on behalf of the called party using the Call Forwarding supplementary service.

	Pre-paging Supported
	S
	This IE shall be present if the gsmSCF supports pre-paging, otherwise it shall be absent.

	Interrogation Type
	M
	This IE shall contain the value "Basic Call".

	Long FTN Supported
	O
	This IE indicates that the gsmSCF supports Long Forwarded to Numbers.

	gsmSCF Initiated Call
	M
	This IE indicates that the IF was originated by a gsmSCF.

	Suppress Incoming Call Barring
	O
	This IE indicates that Incoming Call Barrings shall be suppressed for the called party.

	Suppress VT‑CSI
	O
	This IE indicates that VT‑CSI shall be suppressed.


Offered CAMEL4 CSIs contains the following information elements:

	Information element name
	Status
	Description

	O‑CSI
	S
	This IE indicates the offer of CAMEL phase 4 O‑CSI.

	D‑CSI
	S
	This IE indicates the offer of CAMEL phase 4 D‑CSI.

	T‑CSI
	S
	This IE indicates the offer of CAMEL phase 4 T‑CSI.
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