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This document contains 8 CRs, Rel-6 on Work Item ”TEI6”, that have been agreed by TSG CN WG1 in CN1#33 meeting, and are forwarded to TSG CN Plenary meeting #23 for approval.

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Meeting-2nd-Level

	24.008
	831
	2
	Rel-6
	Use of TMSI/IMSI in CM SERVICE REQUEST message in case of ergency call redirection and change of LAI
	C
	6.3.0
	6.4.0
	N1-040456
	N1-33

	24.008
	832
	
	Rel-6
	Clarification on the meaning of MS network capability indicator bits
	F
	6.3.0
	6.4.0
	N1-040229
	N1-33

	24.008
	841
	2
	Rel-6
	Added Session Management (SM) Cause Value for APN Type Conflict
	B
	6.3.0
	6.4.0
	N1-040461
	N1-33

	24.008
	842
	
	Rel-6
	Correction of the condition for the tear down of PDP contexts
	F
	6.3.0
	6.4.0
	N1-040208
	N1-33

	24.008
	844
	
	Rel-6
	Status of PFI value after PDP context modification 
	F
	6.3.0
	6.4.0
	N1-040309
	N1-33

	24.008
	845
	1
	Rel-6
	MS reaction upon RRC connection release with cause "Directed signalling connection re-establishment"
	F
	6.3.0
	6.4.0
	N1-040453
	N1-33

	24.008
	849
	2
	Rel-6
	Clarification of UE behaviour at network initiated GPRS Detach
	F
	6.3.0
	6.4.0
	N1-040496
	N1-33

	24.008
	851
	
	Rel-6
	MS class behaviour in case of a network inititated detach with detach type "IMSI detach"
	F
	6.3.0
	6.4.0
	N1-040362
	N1-33


