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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.


References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.


For a specific reference, subsequent revisions do not apply.


For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
EN 302 646-1 v7 (3GPP TS 09.12 Phase 2+): "Application of ISDN User Part (ISUP) version 2 for the ISDN-Public Land Mobile Network (PLMN) signalling interface; Part 1: Protocol specification".

[2]
3GPP TS 22.024: "Description of Charge Advice Information (CAI)".

[3]
3GPP TS 22.078: "Customised Applications for Mobile network Enhanced Logic (CAMEL); Service description, Stage 1".

[4]
3GPP TS 22.115: "Service Aspects Charging and Billing".

[5]
3GPP TS 23.003: "Numbering, addressing and identification".

[6]
3GPP TS 23.040: "Technical realization of the Short Message Service (SMS); Point‑to‑Point (PP)".

[7]

3GPP TS 23.078: " Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2".

[8]
3GPP TS 23.079: "Support of Optimal Routeing (SOR); Technical realization".

[9]
3GPP TS 24.008: "Digital cellular telecommunications system (Phase 2+); Mobile radio interface layer 3 specification (3GPP TS 24.008)".

[10]
3GPP TS 24.011: "Point-to-Point (PP) Short Message Service (SMS); support on mobile radio interface".

[11]
3GPP TS 29.002: "Digital cellular telecommunications system (Phase 2+); Mobile Application Part (MAP) specification (3GPP TS 29.002)".

[12]
3GPP TS 29.060: "General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp Interface".

[13]
3GPP TS 32.250: "Telecommunication Management; Charging management; Circuit Switched (CS) domain charging".

[14]
3GPP TS 32.251: "Telecommunication Management; Charging management; Packet Switched (PS) domain charging".

[15]
3GPP TS 23.038: "Alphabets and language‑specific information".

[16]
3GPP TS 23.172: "Technical realisation of Circuit Switched (CS) multimedia service UDI/RDI fallback and service modification; Stage 2".

[17] – [20]
(Void)

[21]
ETSI ES 201 296: "Integrated Services Digital Network (ISDN); Signalling System No.7; ISDN User Part (ISUP); Signalling aspects of charging".

[22]
ETSI ETS 300 287-1: "Integrated Services Digital Network (ISDN); Signalling System No.7; Transaction Capabilities (TC) version 2; Part 1: Protocol specification [ITU-T Recommendations Q.771 to Q.775 (1993), modified]".

[23]
ETSI EN 300 356‑1: "Integrated Services Digital Network (ISDN); Signalling System No.7; ISDN User Part (ISUP) version 3 for the international interface; Part 1: Basic services [ITU‑T Recommendations Q.761 to Q.764 (1997), modified]".

[24]
ETSI ETS 300 374-1: "Intelligent Network (IN); Intelligent Network Capability Set 1 (CS1); Core Intelligent Network Application Protocol (INAP); Part 1: Protocol specification".

[25]
ETSI EN 300 403‑1: "Integrated Services Digital Network (ISDN); Digital Subscriber Signalling System No. one (DSS1) protocol; Signalling network layer for circuit-mode basic call control; Part 1: Protocol specification [ITU‑T Recommendation Q.931 (1993), modified]".

[26]
ETSI EN 301 140‑5: "Intelligent Network (IN); Intelligent Network Application Protocol (INAP); Capability Set 2 (CS2); Part 1: Protocol Specification".

[27] – [40]
(Void)

[41]
ITU‑T Recommendation Q.71: "ISDN circuit mode switched bearer services".

[42]
ITU-T Recommendation Q.713: "Specifications of Signalling System No.7; SCCP formats and codes".

[43]
ITU-T Recommendation Q.714: "Specifications of Signalling System No.7; Signalling Connection Control Part procedures".

[44]
ITU‑T Recommendation Q.762: "General function of messages and signals of the ISDN user part of signalling system no.7".

[45]
ITU‑T Recommendation Q.763: "Formats and codes of the ISDN user part of Signalling System No.7".

[46]
ITU-T Recommendation Q.773: "Specifications of Signalling System No.7; Transaction capabilities formats and encoding".

[47]
ITU‑T Recommendation Q.850: "Usage of cause and location in the digital subscriber signalling system no.1 and the signalling system no.7 ISDN user part".

[48]
ITU‑T Recommendation Q.932: "Digital subscriber Signalling System No.1 (DSS 1) - Generic procedures for the control of ISDN supplementary services".

[49]
ITU-T Recommendation Q.1218: "Interface Recommendation for Intelligent Network CS-1".

[50]
ITU‑T Recommendation Q.1224: "Distributed functional plane for intelligent network CS2".

[51]
ITU‑T Recommendation Q.1228: "Interface ITU‑T Recommendation for intelligent network CS2".

[52]
ITU‑T Recommendation Q.1400: "Architecture framework for the development of signalling and organization, administration and maintenance protocols using OSI principles".

[53]
ITU‑T Recommendation X.680: "Information technology - Abstract Syntax Notation One (ASN.1): Specification of basic notation".

[54]
ITU-T Recommendation X.681: "Information technology – Abstract Syntax Notation One (ASN.1): Information object specification".

[55]
ITU-T Recommendation X.682: "Information technology – Abstract Syntax Notation One (ASN.1): Parameterization of ASN.1 specifications".

[56]
ITU-T Recommendation X.683: "Information technology – Abstract Syntax Notation One (ASN.1): Constraint specification".

[57]
ITU‑T Recommendation X.690: "ASN.1 encoding rules: Specification of Basic Encoding Rules (BER), Canonical Encoding Rules (CER) and Distinguished Encoding Rules (DER)".

[58]
ITU-T Recommendation X.880: "Data networks and open system communication - Open System Interconnection - Service definitions - Remote operations: Concepts, model and notation".

[59]
ITU-T Recommendation X.881: "Data networks and open system communication - Open System Interconnection - Service definitions - Remote operations: OSI Realizations – Remote Operations Service Element (ROSE) service definition".

[60]
ITU-T Recommendation X.882: "Data networks and open system communication - Open System Interconnection - Service definitions - Remote operations: OSI Realizations – Remote Operations Service Element (ROSE) protocol specification".

[61] – [80]
(Void)

[81]
ISO 9545 (1989): "Information technology - Open Systems Interconnection - Application Layer structure".

[82] – [90]
(Void)

[91]
ANSI T1.112-1996: "American National Standards for Telecommunications- Signalling System Number 7 (SS7) - Signalling Connection Control Part (SCCP)".

[92]
ANSI T1.113-1995: "American National Standards for Telecommunications- Signalling System Number 7 (SS7) - ISDN User Part".
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