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Table D.2: XML schema for the Sh user profile interface: complex data types

	Data type
	Tag
	Compound of

	
	
	Tag
	Type
	Cardinality

	tSh-Data
	Sh-Data
	PublicIdentifiers
	tPublicIdentity
	0 to 1

	
	
	RepositoryData
	tTransparentData
	0 to 1

	
	
	Sh-IMS-Data
	tShIMSData
	0 to 1

	
	
	
	
	

	
	
	CSLocationInformation
	tCSLocationInformation
	0 to 1

	
	
	PSLocationInformation
	tPSLocationInformation
	0 to 1

	
	
	CSUserState
	tCSUserState
	0 to 1

	
	
	PSUserState
	tPSUserState
	0 to 1

	tTransparentData
	RepositoryData
	ServiceIndication
	string
	1

	
	
	SequenceNumber
	tSequenceNumber
	1

	
	
	ServiceData
	tServiceData
	0 to 1

	tServiceData
	any
	any
	any
	1

	tShIMSData
	Sh-IMS-Data
	SCSCFName
	tSIP_URL
	0 to 1

	
	
	InitialFilterCriteria
	tInitialFilterCriteria
	0 to n

	
	
	IMSUserState
	tIMSUserState
	0 to 1

	
	
	ChargingInformation
	tChargingInformation
	0 to 1

	tCSLocationInformation
	CSLocationInformation
	LocationNumber
	tLocationNumber
	0 to 1

	
	
	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	VLRNumber
	tISDNAddress
	0 to 1

	
	
	MSCNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPSLocationInformation
	PSLocationInformation
	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	RoutingAreaId
	tRoutingAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	SGSNNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPublicIdentity
	PublicIdentifiers
	IMSPublicIdentity
	tIMSPublicIdentity
	0 to n

	
	
	MSISDN
	tMSISDN
	0 to n

	tInitialFilterCriteria
	InitialFilterCriteria
	Priority
	tPriority
	1

	
	
	TriggerPoint
	tTrigger
	0 to 1

	
	
	ApplicationServer
	tApplicationServer
	1

	tTrigger
	TriggerPoint
	ConditionTypeCNF 
	tBool
	1

	
	
	SPT
	tSePoTri 
	0 to n

	tSePoTri
	SPT
	ConditionNegated
	tBool
	0 to 1

	
	
	Group
	tGroupID
	1 to n

	
	
	Choice of
	RequestURI
	tString
	1

	
	
	
	Method
	tString
	1

	
	
	
	SIPHeader
	tHeader
	1

	
	
	
	SessionCase
	tDirectionOfRequest
	1

	
	
	
	SessionDescription
	tSessionDescription
	1

	
	
	RegistrationType
	tRegistrationType
	(0 to 2)

	tHeader
	SIPHeader
	Header
	tString
	1

	
	
	Content
	tString
	0 to 1

	tSessionDescription
	SessionDescription
	Line
	tString
	1

	
	
	Content
	tString
	0 to 1

	tApplicationServer
	ApplicationServer
	ServerName
	tSIP_URL
	1

	
	
	DefaultHandling
	tDefaultHandling
	0 to 1

	
	
	ServiceInfo
	tServiceInfo
	0 to 1

	tChargingInformation
	ChargingInformation
	PrimaryEventChargingFunctionName
	tDiameterURI
	0 to 1

	
	
	SecondaryEventChargingFunctionName
	tDiameterURI
	0 to 1

	
	
	PrimaryCharging CollectionFunctionName
	tDiameterURI
	1

	
	
	SecondaryCharging CollectionFunctionName
	tDiameterURI
	0 to 1

	NOTE: “n” shall be interpreted as non-bounded.
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