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Reason for change:
(

Currently 3G_MSC-B does not receive information about if the call is an emergency call or not. This information is needed in 3G_MSC-B in order to be able to select the emergency call in the case when not all the calls part of the Multicall can be handed over (for example in Intra-MSB-B intersystem handover to GSM).




Summary of change:
(

One sentence in the role of 3G_MSC-A chapter to indicate that 3G_MSC-A should inform 3G_MSC-B if the call is an emergency call.
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not approved:
In a Multicall situation 3G_MSC-A is able to select the emergency call, whereas 3G_MSC-B is not. 
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A related change request to 29.002 will be drafted and presented TSG-CN4 Meeting #08 in Puerto Rico. The document is not available yet, but it will contain an addition of an EmergencyCallIndicator at MAP level. This should not be a problem since 23.009 is an stage 2 document and 29.002 is stage 3 document.
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4.3
3G_MSC‑A

For roles and functional composition of the 3G_MSC‑A working as pure GSM MSC, please see previous clause ("MSC‑A").

4.3.1
Role of 3G_MSC‑A

In the Intra-3G_MSC handover/relocation case, the 3G_MSC‑A (simply termed 3G_MSC) controls the call, the mobility management and the radio resources before, during and after an Intra-3G_MSC handover/relocation. When RANAP or BSSMAP procedures have to be performed, they are initiated and driven by 3G_MSC‑A.

In the case of intra-MSC handover of a speech call, 3G_MSC‑A controls the transcoder in the core network. The 3G_MSC‑A determines if a transcoder is required to be inserted or released in the CN. 

In the case of Inter-3G_MSC relocation, 3G_MSC-A links out the transcoder.

In the Inter-3G_MSC relocation case, 3G_MSC‑A is the 3G_MSC that controls the call and the mobility management of the UE during the call, before, during and after a basic or subsequent relocation. When RANAP procedures related to dedicated resources have to be performed towards the UE, they are initiated and driven by 3G_MSC‑A. The 3G_MSC‑A - 3G_MSC‑B interface works as a 3G_MSC - RNS interface for the RANAP procedures. The Direct Transfer signalling is relayed transparently by 3G_MSC‑B between 3G_MSC‑A and the UE.

During a basic relocation, 3G_MSC‑A initiates and controls all the relocation procedure, from its initiation (reception of Relocation Required from RNS-A on Iu-interface) until its completion (reception of Relocation Complete from 3G_MSC‑B on E-interface).

During a subsequent relocation back to 3G_MSC‑A, 3G_MSC‑A acts as an RNS towards 3G_MSC‑B, which controls the relocation procedure until the termination in 3G_MSC‑A of the handover radio resources allocation (sending of the Relocation Request Acknowledge to 3G_MSC‑B from 3G_MSC‑A). Then all relocation related messages shall terminate at 3G_MSC‑A (e.g. Relocation Detect/Complete from RNS-B, Relocation Cancel from RNS-A).

During a subsequent relocation to a third 3G_MSC, 3G_MSC‑A works towards 3G_MSC‑B' as described above in the basic relocation paragraph and towards 3G_MSC‑B as described above in subsequent relocation paragraph.

In the Inter-System, inter-3G_MSC handover case, 3G_MSC‑A is the 3G_MSC which controls the call and the mobility management of the UE/MS during the call, before, during and after a basic or subsequent inter-system handover. When BSSAP procedures related to dedicated resources have to be performed towards the UE/MS, they are initiated and driven by 3G_MSC‑A. The 3G_MSC‑A – MSC‑B interface works as a 3G_MSC – BSS interface for a subset of BSSMAP procedures. These BSSMAP procedures described in 3GPP TS 09 08 [7] are those related to dedicated resources. The DTAP signalling is relayed transparently by MSC‑B between 3G_MSC‑A and the UE/MS.

During a basic inter-system UMTS to GSM handover, 3G_MSC‑A initiates and controls all the handover procedure, from its initiation (reception of Relocation Required from RNS-A on Iu-interface) until its completion (reception of Handover Complete from MSC‑B on E-interface).

During a subsequent inter-system UMTS to GSM handover back to 3G_MSC‑A, 3G_MSC‑A acts as a BSS towards 3G_MSC‑B, which controls the handover procedure until the termination in 3G_MSC‑A of the handover radio resources allocation (sending of the Handover Request Acknowledge to 3G_MSC‑B from 3G_MSC‑A). Then all handover related messages shall terminate at 3G_MSC‑A (e.g. Handover Detect/Complete from BSS-B, Relocation  Cancel from RNS-A).

During a subsequent inter-system UMTS to GSM handover to a third 3G_MSC, 3G_MSC‑A works towards MSC‑B' as described above in the basic inter-system handover paragraph and towards 3G_MSC‑B as described above in subsequent inter-system handover paragraph.

During a basic inter-system GSM to UMTS handover, 3G_MSC‑A initiates and controls all the handover procedure, from its initiation (reception of Handover Required from BSS-A on A-interface) until its completion (reception of Handover Complete from 3G_MSC‑B on E-interface).

During a subsequent inter-system GSM to UMTS handover back to 3G_MSC‑A, 3G_MSC‑A acts as an RNS towards MSC‑B, which controls the handover procedure until the termination in 3G_MSC‑A of the handover radio resources allocation (sending of the Handover Request Acknowledge to MSC‑B from 3G_MSC‑A). Then all handover related messages shall terminate at 3G_MSC‑A (e.g. Relocation Detect/Complete from RNS-B, Handover Failure from BSS‑A).

During a subsequent inter-system GSM to UMTS handover to a third 3G_MSC, 3G_MSC‑A works towards 3G_MSC‑B' as described above in the basic inter-system handover paragraph and towards MSC‑B as described above in subsequent inter-system handover paragraph.

If 3G_MSC-A supports the optional supplementary service Multicall (See 3GPP TS 23.135) and UE is engaged with multiple bearers the following description applies;

-
In the Intra-3G_MSC relocation case, the 3G-MSC-A tries to relocate all bearers to a new RNS.

-
In the basic relocation case, the 3G-MSC-A tries to relocate all bearers to 3G_MSC-B. If any of the bearers carries an emergency call, 3G-MSC-A indicates it to 3G-MSC-B. If 3G_MSC-A receives an indication that the 3G_MSC-B does not support multiple bearers, then 3G_MSC-A shall be able to select one bearer to be handed over according to the priority level defined as RAB parameters in 3GPP TS 25.413 and tries again to relocate the selected bearer. 
-
In the subsequent relocation to a third 3G_MSC-B' case, the 3G-MSC-A tries to relocate all bearers to 3G_MSC-B'. If 3G_MSC-A receives an indication that the 3G_MSC-B' does not support multiple bearers, then 3G_MSC-A shall be able to select one bearer to be handed over according to the priority level defined as RAB parameters in 3GPP TS 25.413 [11] and tries again to relocate the selected bearer.

-
In the Intra-3G_MSC inter-system UMTS to GSM handover case and the basic inter-system UMTS to GSM handover case, the 3G_MSC-A shall be able to select one bearer to be handed over according to the priority level defined as RAB parameters in 3GPP TS 25.413 [11] and tries to handover the selected bearer.

-
In all cases described above, 3G_MSC-A shall release some calls which has been carried by the bearers failed to set up in new RNS or the bearers not to be handed over.
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