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Nortel would like to confirm its interpretation of 23.009 on Intersystem Intra MSC-B handovers for the following cases are correct:

Cases in which the anchor MSC is a 2G MSC and MAP v2 is used over the MAP-E interface:

1. MSC-A (BSS) -> 3G MSC-B (BSS) -> 3G MSC-B (BSS) – 

BSSMAP Handover Performed will be sent from 3G MSC-B to MSC-A

2. MSC-A (BSS) -> 3G MSC-B (BSS) -> 3G MSC-B (RNC) – 

3G MSC-B will initiate Location Report procedure to the RNC, map it to BSSMAP Handover Performed, and send Handover Performed to MSC_A.

3. MSC-A (BSS) -> 3G MSC-B (RNC) -> 3G MSC-B (RNC) – 

Same as case 2.

4. MSC-A (BSS) -> 3G MSC-B (RNC) -> 3G MSC-B (BSS) – 

Same as case 1.

** other cases: 3G MSC-A (BSS/RNC) -> 2G MSC-B (BSS) -> 2G MSC-B (BSS) - The same as case 1. **

Cases in which the anchor MSC is a 3G_MSC and v3 MAP is used over the MAP-E interface:

5. 3G MSC-A (BSS) -> 3G MSC-B (BSS) -> 3G MSC-B (BSS) - 

Same as case 1.

6. 3G MSC-A (BSS) -> 3G MSC-B (BSS) -> 3G MSC-B (RNC) – 

3G MSC-B will initiate Location Report procedure to the RNC and send it to 3G MSC-A. [Note that no mapping to HO Performed will be done.]

7. 3G MSC-A (RNC) -> 3G MSC-B (RNC) -> 3G MSC-B (RNC) – 

Same as case 6.

8. 3G MSC-A (RNC) -> 3G MSC-B (RNC) -> 3G MSC-B (BSS) – 
Same as case 1.

