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	In section 4.5.11, It is stated that the MS should start a Normal Location Update procedure If a CM service request made by the MS was rejected by the network with cause as IMSI Unknown in VLR ( cause #4).

An MS operating in operation modes A or B should attempt combined procedures as long as the network is operating in operation mode I. The proposed change is in consistent with the statement in section 4.1.1.2.1 and 4.2.5.1.4.
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4.7.5.2
Combined routing area updating procedure

Within a combined routing area updating procedure the messages ROUTING AREA UPDATE ACCEPT and ROUTING AREA UPDATE COMPLETE carry information for the routing area updating and the location area updating.

4.7.5.2.1
Combined routing area updating procedure initiation

The combined routing area updating procedure is initiated only by a GPRS MS operating in MS operation modes A or B,  if the MS is in state GMM-REGISTERED and if the network operates in network operation mode I:

-
when a GPRS MS that is IMSI attached for GPRS and non-GPRS services detects a change of the routing area in state GMM-REGISTERED and MM-IDLE; or

-
when a GPRS MS that is IMSI attached for GPRS services wants to perform an IMSI attach for non-GPRS services; or

-
after termination of a non-GPRS service via non-GPRS channels to update the association if the MS has changed the LA during that non-GPRS service transaction.

    -  after a CM service request made by the MS, is rejected by the network with cause IMSI unknown in VLR ( cause #4 ).
PAGE  

Page 1 of 2

