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8.8.4
Unsolicited response frames

The action to be taken on the receipt of an unsolicited response frame is defined in Table 8. Upon the receipt of an unsolicited UA response, the LLE shall assume a possible multiple-TLLI assignment, and LLME shall inform GMM by means of the LLGMM-STATUS-IND primitive.

Table 8: Actions taken on receipt of unsolicited response frames

	Unsolicited
	State

	Response
Frame
	TLLI Assigned
/ ADM
	Local
Establishment
	Local
Release
	ABM
	Timer
Recovery

	UA response
F = 1
	LLGMM-STATUS-IND
	Solicited
	Solicited
	LLGMM-STATUS-IND
	LLGMM-STATUS-IND

	UA response
F = 0
	LLGMM-STATUS-IND
	LLGMM-STATUS-IND
	LLGMM-STATUS-IND
	LLGMM-STATUS-IND
	LLGMM-STATUS-IND

	DM response
F = 1
	Ignore
	Solicited
	Solicited
	LLGMM-STATUS-IND
	LLGMM-STATUS-IND

Re-establish ABM

	DM response
F = 0
	Ignore
	Ignore
	Ignore
	LLGMM-STATUS-IND

Re-establish ABM
	LLGMM-STATUS-IND

Re-establish ABM

	Supervisory
response
	Ignore
	Ignore
	Ignore
	Solicited
	Solicited


A UA or XID response frame with the F bit set to 1, and that does not contain a Layer‑3 Parameters XID parameter, received while a SABM or XID command respectively that does contain a Layer‑3 Parameters XID parameter is outstanding, shall be ignored.
A UA or XID response frame with the F bit set to 1, and that contains a Layer‑3 Parameters XID parameter, received while a SABM or XID command respectively that does not contain a Layer‑3 Parameters XID parameter is outstanding, shall be ignored.
