
	3GPP TSG CN1 GPRS Ad-Hoc
	Document
	N1-000230

	Oslo, Norway, 19 – 20 Jan 2000
	
	e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx

	
	
	

	

	CHANGE REQUEST
	Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.

	

	
	04.64
	CR
	A139r0
	Current Version:
	8.2.0
	

	
	
	
	
	

	GSM (AA.BB) or 3G (AA.BBB) specification number (
	
	( CR number as allocated by MCC support team

	

	For submission to: 
	SMG#31
	for approval
	X
	
	Strategic
	
	(for SMG

	list expected approval meeting # here (
	for information
	
	
	non-strategic
	
	use only)

	
	
	

	Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc

	

	Proposed change affects:
	(U)SIM
	
	ME
	X
	UTRAN / Radio
	
	Core Network
	X

	(at least one should be marked with an X)

	

	Source:
	Alcatel, Ericsson, Panasonic, Lucent, Motorola, Nokia, Siemens AG
	Date: 
	19 Jan., 2000

	

	Subject:
	XID negotiation failure after N200 retransmissions

	

	Work item:
	GPRS

	

	Category: 
	F
Correction
	
	Release: 
	Phase 2
	

	
	A
Corresponds to a correction in an earlier release
	X
	
	Release 96
	

	(only one category 
	B
Addition of feature
	
	
	Release 97
	

	shall be marked
	C
Functional modification of feature
	
	
	Release 98
	

	with an X)
	D
Editorial modification
	
	
	Release 99
	X

	
	
	
	
	Release 00
	

	

	Reason for change:
	In case no response is received from the peer as a result of an LLC-initiated XID parameter negotiation, it is unknown if the peer has changed the values of any of the XID parameters. As the no-response situation may be due to a temporary radio malfunction, it is recommended that the LLC layer be given the option to retry the XID parameter negotiation to correct the situation and allow continued operation of the affected PDP contexts.

	

	Clauses affected:
	8.5.1.3 and 8.5.3.4.

	

	Other specs
	Other 3G core specifications
	
	(  List of CRs:
	

	affected:
	Other GSM core specifications
	
	(  List of CRs:
	

	
	MS test specifications
	
	(  List of CRs:
	

	
	BSS test specifications
	
	(  List of CRs:
	

	
	O&M specifications
	
	(  List of CRs:
	

	

	Other 
comments:
	This CR is of type C4.


8.5.1.3
Procedure on expiry of timer T200

If timer T200 expires before the UA or DM response with the F bit set to 1 is received, the LLE shall:

-
retransmit the SABM command as defined above;

-
set timer T200; and

-
increment the retransmission counter.

After retransmission of the SABM command N200 times, LLME shall indicate this to GMM by means of the LLGMM-STATUS-IND primitive, and the LLE shall send an LL-RELEASE-IND (Cause = 'No Peer Response') to layer 3 and enter ADM state. If XID parameters were included with the SABM command, then the status of these parameters in the peer is unknown and should be re-negotiated.
8.5.3.4
Procedure on expiry of timer T200

If timer T200 expires before the XID response with the F bit set to 1 is received, the LLE shall:

-
retransmit the XID command;

-
set timer T200; and

-
increment the retransmission counter.

After retransmission of the XID command N200 times, LLME shall indicate this to GMM by means of the LLGMM-STATUS-IND primitive, and, if the LLE is in ABM state, then the LLE shall send an LL-RELEASE-IND (Cause = 'No Peer Response') to layer 3 and enter ADM state. If the LLE was in ADM state and the XID command frame contained a Layer‑3 Parameters XID parameter, then the LLE shall send an LL-STATUS-IND (Cause = 'No Peer Response') to layer 3. The status of the XID parameters that were included in the XID command is unknown in the peer, and should be re-negotiated. If the XID command frame did not contain a Layer‑3 Parameters XID parameter, then, as an implementation option, the LLE may wait for an implementation-specific amount of time and re-invoke the XID negotiation procedure.
