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1. Introduction

In 23.228 it is stated that:

"When the name/address of more than one “application server” is transferred from the HSS, the S-CSCF shall contact the “application servers” in the order supplied by the HSS. The response from the first “application server” shall be used as the input to the second “application server”

In 23.218 Definitions chapter there is an Editor's note saying " sFCs will not be used in Rel 5. (see Contribution N1-011040)".

The above wording excludes the possibility to have subsequent filtering criteria in the S-CSCF, and therefore it is proposed to remove all references to it from 23.218. 

It is proposed to make the following changes to 23.218:

2.  First proposed changes

Start of Modification

3.1
Definitions

For the purposes of the present document, the [following] terms and definitions [given in ... and the following] apply.

Application Server information (AS-info): AS-info contains individualized information concerning one particular Application Server entry. This information contains e.g. Application Server Address (6.8.1.1) and it's corresponding Default IP Multimedia Handling information (6.8.1.2).
Filter Criteria (FC) is the information the S-CSCF receives from the HSS or the AS that defines the relevant SPIs for a particular application. They define the subset of SIP requests received by the S-CSCF that should be sent/proxied to a particular application.
Initial Filter Criteria (iFC) are filter criteria that are stored in the HSS as part of the user profile and are downloaded to the S-CSCF upon user registration. They represent a provisioned subscription of a user to an application. 
IP Multimedia Service Switching Function (IM-SSF): functional entity that interfaces SIP to CAP.  

IP Multimedia Basic Call State Model (IM-BCSM): IM-BCSM provides a high-level model of CSCF activities required to establish and maintain communication paths for users. As such, it identifies a set of basic call activities in a CSCF and shows how these activities are joined together to process a basic call.

IP Multimedia CAMEL Subscription Information (IM-CSI): IM-CSI identifies the subscriber as having IP Multimedia CAMEL services.

IP Multimedia session: IP Multimedia session and IP Multimedia call are treated as equivalent in this specification.

Originating IP Multimedia Basic Call State Model (O-IM-BCSM): originating half of the IM-BCSM. The O-IM-BCSM corresponds to that portion of the IM-BCSM associated with the originating party.
Originating IP Multimedia CAMEL Subscription Information (O-IM-CSI): O-IM-CSI identifies the subscriber as having originating IP Multimedia CAMEL services.

Point In Association (PIA): PIAs identify CSCF activities associated with one or more basic association/connection states of interest to OSS service logic instances.

Service Key: The Service Key identifies to the Application Server the service logic that shall apply. Service Key identifies to the gsmSCF the service logic. The Service Key is administered by the HPLMN, and is passed transparently by the CSCF to the gsmSCF. The Service Key is a part of the T/O-IM-CSI.

Service Platform Gateway (SP GW): functional entity that interfaces the CSCF to an external Service Platform.  

Service Points of Interest (SPI) are the points in the SIP signalling that may cause the S-CSCF to send/proxy the SIP message to an SIP AS/OSA SCS/IM-SSF. The subset of all possible SPIs which are relevant to a particular application are defined by means of Filter Criteria.

Service Platform Trigger Points (STP) are the points in the SIP signalling that instruct the SIP AS/OSA SCS/IM-SSF to trigger the service logic. For the IM-SSF they are defined by the IP Multimedia Camel Subscriber Information (IM-CSI). 



Terminating IP Multimedia Basic Call State Model (T-IM-BCSM): terminating half of the IM-BCSM. The T-IM-BCSM corresponds to that portion of the IM-BCSM associated with the terminating party.
Terminating IP Multimedia CAMEL Subscription Information (T-IM-CSI): T-IM-CSI identifies the subscriber as having terminating IP Multimedia CAMEL services.

End of Modification

3.  Second proposed change

Start of Modification

3.1 3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

API
Application Programming Interface

AS
Application Server

AS-ILCM
Application Server Incoming Leg Control Model

AS-OLCM
Application Server Outgoing Leg Control Model

BCSM
Basic Call State Model

B2BUA
Back to Back User Agent

CAMEL
Customized Applications for Mobile network Enhanced Logic

CAP
CAMEL Application Part

CF
Call Forwarding

CFonCLI
Call Forwarding on Calling Line Identification

CLI
Calling Line Identification
CSCF
Call Session Control Function

CSE
CAMEL Service Environment

DP
Detection Point

EDP
Event Detection Point

FC
Filter Criteria

FTN
Forwarded To Number

GGSN
Gateway GPRS Support Node

GPRS
General Packet Radio Service

gprsSSF
GPRS Service Switching Function

gsmSCF
GSM Service Control Function

gsmSRF
GSM Specialised Resource Function

gsmSSF
GSM Service Switching Function

HPLMN
Home PLMN

HSS
Home Subscriber Server

IE
Information Element

IF
Information Flow

IP
Internet Protocol

I-CSCF
Interrogating CSCF

IFC
Intial Filter Criteria

ILCM
Incoming Leg Control Model

IM
IP Multimedia

IM-BCSM
IP Multimedia Basic Call State Model

IM-CSI
IP Multimedia CAMEL Subscription Information 

IM-SSF
IP Multimedia Service Switching Function 

IPLMN
Interrogating PLMN

MAP
Mobile Application Part

MGCF
Media Gateway Control Function

MO
Mobile Originating

MRF
Multimedia Resource Function

MT
Mobile Terminating

NNI
Network Node Interface

O-IM-BCSM
Originating IP Multimedia Basic Call State Model

O-IM-CSI
Originating IP Multimedia CAMEL Subscription Information

OLCM
Outgoing Leg Control Model

OSA
Open Service Access

OSS
Operations and Supervisory System

PIA
Point In Association

PIC
Point In Call

PLMN
Public Land Mobile Network

P-CSCF
Proxy CSCF

SCIM
Service Capability Interaction Manager

SCS
Service Capability Server

SDP
Session Description Protocol


SIP
Session Initiation Protocol

S-CSCF
Serving CSCF

SPGW
Service Platform Gateway

SPI
Service Points of Interest

STP
Service Platform Trigger Points

T-IM-BCSM
Terminating IP Multimedia Basic Call State Model

T-IM-CSI
Terminating IP Multimedia CAMEL Subscription Information 

TDP
Trigger Detection Point

UA
User Agent

UE
User Equipment

UNI
User Network Interface

VPLMN
Visited PLMN

End of Modification

4.  Third Proposed change

Start of Modification

6.8.1.3
Filter Criteria
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End of Modification
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