3GPP TSG-CN1 Meeting #21bis
Tdoc N1-020115

Phoenix, Arizona, USA, 14-18. January 2002
Source:
Dynamicsoft
Title:
Functional model for AS in 23.218 
Agenda item:
8.3
Document for:
Approval
Introduction

Currently more detailed description is required regarding the functional model of the AS in section 9 of 23.218. This contribution proposes modifications to provide additional information in this section.

Proposal

It is proposed that the following text be modified in section 9 of 23.218.

9
Generic IP Multimedia session handling for SIP Application Servers

Editor's Note : This section relates to the generic behaviour of SIP Application Servers, which since SIP is the ISC interface protocol can be considered to apply to all application servers, (which also includes the SIP behaviour of the OSA SCS and IM-SSF) . The detailed work on the models for Service provision should be included in this section. These models would apply to the SIP behaviour of the OSA SCS and IM-SSF and all the application servers. This section is owned by CN1.. 

9.1
Architecture

This subclause describes the functional architecture needed to support interactions between the S-CSCF in the IP Multimedia Subsystem and the Application Server(s).
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Figure 9.1: Application Server Functional Model 
Figure 9.1 identifies the components of a functional model of the AS. 

NOTE: These components are defined only as a model of the expected behaviour of the AS on the ISC interface and are not intended to define or constrain the actual implementation. 

The components include the AS-ILCM, the AS-OLCM and the Application Logic. 
.  The AS-ILCM shall store transaction state, and may optionally store session state depending on the specific service being executed. The AS-ILCM interfaces to the S-CSCF (ILCM) for an incoming leg.
. The AS-OLCM shall store transaction state, and may optionally store session state depending on the specific service being executed. The AS-OLCM interfaces to the S-CSCF (OLCM) for an outgoing leg.
The Application Logic provides the service(s) and interacts between the AS-ILCM and AS-OLCM. 
The Application Server may access the HSS via the Sh/Si interface to access subscriber related data specific to the service or application including the address of the S-CSCF.
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