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Discussion

Si interface is the interface between the IM-SSF and the HSS. And CN2 is responsible for this interface. In 23.218, this interface is not shown. For completeness reason, it is proposed in this contribution that Si interface needs to been included.

Proposal

Some changes shall be applied to 23.218:

5
Functional requirements of network entities

Editor's Note : The network entities involved in service provision are the S-CSCF, HSS, the Application Servers, (SIP application server, IM-SSF and OSA SCS), and the MRF. Detailed work on the model for the behaviour of the S-CSCF and the mapping of SIP methods and responses to basic service primitives will be included in this section. The functional requirements of  the S-CSCF, HSS, Application Servers and the MRF will be included in this section.

5.1
Architecture for Service Provision for IP Multimedia Subsystem 
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Figure 5.1-1: Functional architecture for support of Service Provision for IP Multimedia subsystem 

7.2
Interfaces defined for HSS 

7.2.1
HSS – X-CSCF (Cx) interface

This interface is used to send subscriber data to the  S-CSCF, including Filter criteria which indicates which SIP requests should be proxied to which Application Servers.

The protocol used between the HSS and CSCF (Cx Interface) is specified in 3GPP TS 29.228[13].

7.2.2
HSS - Application Server (Sh) interface

The Sh interface is between the HSS and the SIP Application Servers and the OSA SCS and is used for transferring User Profile information. 
Editor's Note: The protocol used between the HSS and Application Servers (Sh Interface) is for further study. 

7.2.3
HSS – CSE interface

The protocol used on the interface between the HSS and the CAMEL Service Environment (CSE) is the MAP protocol. 
7.2.4 HSS – IM-SSF (Si) Interface

The Si interface is between the HSS and the IM-SSF and is used for transferring CAMEL specific information. 
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