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Subject:	Proposed LS to SPS1 on CR to GSM 09.14-A001 on correction regarding MPTY, CONF and 3PTY services





SMG3-WPB would like to thank SPS1 for their Liaison statement concerning GSM 09.14 (ISUPv3 ISDN-PLMN signalling interface).


SMG3-WPB would like to confirm that the base version of the SPS1 approved version of GSM 09.14 (DEN/SPS-01047 v5) is the version which was approved by SMG#28.


Furthermore SMG3 agrees to the comments made by SPS1 experts regarding the MPTY, CONF and 3PTY services. SMG3-WPB have taken these comments into account while drafting attached CR 09.14-A001 on correction regarding MPTY, CONF and 3PTY services.


SMG3 and SMG#30 are kindly asked to approve attached CR 09.14-A001 (R98-F).


SPS1 is kindly asked to endorse this CR and to incorporate it in DEN/SPS-01047 during the public enquiry.
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�
NOTE:	Malicious Call Identification is supported by the protocol, however the service is not provided for the GSM access.


6.1.1.8	Conference call, add-on (CONF) supplementary service


EN 300 356�12 [12] applies with the exception below:


Notification messages may be sent from the PLMN to the ISDN to the PLMN according to ETS 300 545 [26].


NOTE:	Conference call is supported by the protocol, however the service is not provided for the GSM access. The corresponding service in GSM is the multiparty service defined by the GSM standards.


6.1.1.9	Explicit Call Transfer (ECT) supplementary service


EN 300 356�14 [13] applies with the exceptions below:


Call Transfer Number:


Handling of call transfer number shall be made according to subclause 6.1.1.


6.1.1.10	Diversion supplementary services (Call Forwarding Unconditional (CFU) / Call Forwarding on Busy (CFB) / Call Forwarding on No Reply (CFNR) / Call Deflection (CD))


EN 300 356�15 [14] applies with the exceptions below:


Original Called Number, Redirecting Number and Redirection Number:


Handling of original called number, redirecting number and redirection number shall be made according to subclause 6.1.1.


6.1.1.11	Call Hold (HOLD) supplementary service


EN 300 356�16 [15] applies.


6.1.1.12	Call Waiting (CW) supplementary service


EN 300 356�17 [16] applies.


6.1.1.13	Completion of Calls to Busy Subscriber (CCBS) supplementary service


EN 300 356�18 [17] applies with the exception below:


If the GMSC has the knowledge that the CCBS service is not supported the diagnostics in the Release message will be set to indicate "CCBS not possible" (for cause values 17 or 34).


6.1.1.14	Completion of Calls on No Reply (CCNR) supplementary service


EN 300 356�20 [19] applies with the exception below:


NOTE:	Completion of Calls on No Reply is supported by the protocol, however the service is not provided for the GSM access.


�
6.1.1.15	Three party (3PTY) supplementary service


EN 300 356�19 [18] applies with the exceptions below:


Notification messages may be sent from the PLMN to the ISDN to the PLMN according to ETS 300 545 [26].


NOTE:	Three party is supported by the protocol, however the service is not provided for the GSM access. The 3PTY service can be a part of the multiparty service as defined by the GSM standards.


6.2	Considerations on GSM unique supplementary services


6.2.1	Call Forwarding on Mobile Subscriber Not Reachable (CFNRc) supplementary service


EN 300 356�15 [14] applies with the exceptions below:


Original Called Number, Redirecting Number and Redirection Number:


Handling of original called number, redirecting number and redirection number shall be made according to subclause 6.1.1. For calls that have been redirected (because of mobile subscriber not reachable) via the GSM-system, the Redirecting Reason shall be set to Mobile Subscriber Not Reachable.


6.2.2	Advice of Charge (AoC) supplementary service


No impact on the ISDN-PLMN- interface. The service is described in ETS 300 547 [28].


6.2.3	Call Barring (CB) supplementary service


No impact on the ISDN-PLMN interface. The service is described in ETS 300 548 [29].


6.2.4	Unstructured Supplementary Service Data (USSD)


No impact on the ISDN-PLMN interface. The service is described in ETS 300 549 [30].


6.2.5	Calling Name Presentation supplementary service (CNAP)


No impact on the ISDN-PLMN interface. The service is described in TS 101 395 [XX].


6.2.6	Multiple Subscriber Profile (MSP) supplementary service


No impact on the ISDN-PLMN interface. The service is described in TS xxx xxx [xx].


6.2.7	Multi Party (MPTY) supplementary service


The service is described in ETS 300 545 [26].


Notifications messages of the MPTY supplementary service may be mapped on the ISDN-PLMN interface into notification messages of the ISDN Conference call (CONF) supplementary service defined in EN 300 356�12 [12].
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