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9.5.9
Deactivate PDP context accept

This message is sent to acknowledge deactivation of the PDP context requested in the corresponding Deactivate PDP context request message. See table 9.5.9/GSM 04.08.

Message type:
deactivate PDP context accept

Significance:

global

Direction:


both

Table 9.5.9/GSM 04.08: deactivate PDP context accept message content

IEI
Information Element
Type/Reference
Presence
Format
Length


Protocol discriminator
Protocol discriminator

10.2
M
V
1/2


 Transaction identifier
 Transaction identifier

10.3.2
M
V
1/2


Deactivate PDP context accept message identity
Message type

10.4
M
V
1









*** Next Modification ***

9.5.11
Activate AA PDP context accept

This message is sent by the network to the MS to acknowledge the activation of an AA PDP context. See table 9.5.11/GSM 04.08.

Message type:
Activate AA PDP context Accept
Significance:

global

Direction:


network to MS

Table 9.5.11/GSM 04.08: Activate AA PDP context Accept message content

IEI
Information Element
Type/Reference
Presence
Format
Length


Protocol discriminator
Protocol discriminator

10.2
M
V
1/2


 Transaction identifier
 Transaction identifier

10.3.2
M
V
1/2


Activate AA PDP context accept message identity
Message type

10.4
M
V
1


Negotiated LLC SAPI
LLC service access point identifier

10.5.6.9
M
V
1


Negotiated QoS
Quality of service

10.5.6. 5
M
V
4


P-TMSI
Mobile station identity

10.5.7.1
M
LV
6


Packet data protocol address
Packet data protocol address

10.5.6.4
M
LV
3 - 18


Radio priority
Radio priority

10.5.7.2
M
V
1/2


Spare half octet
Spare half octet

10.5.1.8
M
V
1/2









27
Protocol configuration options
Protocol configuration options

10.5.6.3
O
TLV
3 - 255

29
Negotiated AA-Ready timer value
GPRS Timer 

10.5.7.3
O
TV
2

9.5.11.1
Protocol configuration options

This IE may be included if the network wishes to transmit protocol configuration options from the external PDN.

9.5.11.2
Negotiated AA-Ready timer value

This IE may be included if the network wants to indicate a value for the AA-READY timer.

*** Next Modification ***

9.5.15
SM Status 

This message is sent by the network or the MS to pass information on the status of the indicated context and report certain error conditions (eg as listed in section 8). See table 9.5.15/GSM 04.08.

Message type:
SM Status

Significance:

local

Direction:


both

Table 9.5.15/GSM 04.08: SM STATUS message content

IEI
Information Element
Type/Reference
Presence
Format
Length


Protocol discriminator
Protocol discriminator

10.2
M
V
1/2


Transaction identifier
Transaction identifier

10.3.2
M
V
1/2


SM Status message identity
Message type

10.4
M
V
1


Cause 
SM Cause

10.5.6.6
M
V
1

