	


ETSI SMG3 WPA/3GPP TSG CN WG1	Tdoc N1-99502


Sophia Antipolis


1-4 June 1999


�
�
CHANGE REQUEST No :�
A020�
Please see embedded help file at the bottom of this�page for instructions on how to fill in this form correctly.�
�
�
�
Technical Specification GSM / UMTS:�
03.03�
Version�
7.0.0�
�
�
�
�
Submitted to SMG�
29�
For approval�
X�
Without presentation ("non-strategic")�
x�
�
�
list plenary meeting or STC here (�
for information�
�
with presentation ("strategic")�
�
�
�
�PT SMG CR cover form. Filename: crf26_3.doc�
�



Proposed change affects:�
SIM�
�
ME�
�
Network�
X�
�
(at least one should be marked with an X)





Work item:�
PCS1900 Harmonization�
�



Source:�
Ericsson�
Date: �
28 May 1999�
�



Subject:�
Correction to the MNC length�
�



Category: �
F	Correction�
�
Release: �
Phase 2�
�
�
�
A	Corresponds to a correction in an earlier release�
�
�
Release 96�
�
�
(one category �
B	Addition of feature�
�
�
Release 97�
�
�
and one release �
C	Functional modification of feature�
X�
�
Release 98�
X�
�
only shall be �
D	Editorial modification�
�
�
Release 99�
�
�
marked with an X)�
�
�
�
UMTS�
�
�



Reason for �change:��
03.03 CR A019 is not in alignment with CRs agreed to 03.22 and 04.08.


This CR corrects this.


�
�



Clauses affected:�
2.2, 4.1�
�



Other specs�
Other releases of same spec�
�
(  List of CRs:�
�
�
affected:�
Other core specifications�
�
(  List of CRs:�
�
�
�
MS test specifications / TBRs�
�
(  List of CRs:�
�
�
�
BSS test specifications�
�
(  List of CRs:�
�
�
�
O&M specifications�
�
(  List of CRs:�
�
�



Other �comments:�
�
�



�  <--------- double-click here for help and instructions on how to create a CR.

















1.1	Normative references


References may be made to:


a)	specific versions of publications (identified by date of publication, edition number, version number, etc.), in which case, subsequent revisions to the referenced document do not apply; or


b)	all versions up to and including the identified version (identified by "up to and including" before the version identity); or


c)	all versions subsequent to and including the identified version (identified by "onwards" following the version identity); or


d)	publications without mention of a specific version, in which case the latest version applies.


A non-specific reference to an ETS shall also be taken to refer to later versions published as an EN with the same number.


[1]	GSM 01.04: "Digital cellular telecommunications system (Phase 2+); Abbreviations and acronyms".


[2]	GSM 03.08: "Digital cellular telecommunications system (Phase 2+); Organization of subscriber data".


[3]	GSM 03.20: "Digital cellular telecommunications system (Phase 2+); Security related network functions".


[3a]	GSM 03.22: "Digital cellular telecommunications system (Phase 2+); Functions Related to Mobile Station (MS) in Idle Mode"


[4]	GSM 03.70: "Digital cellular telecommunications system (Phase 2+); Routeing of calls to/from Public Data Networks (PDN)".


[5]	GSM 04.08: "Digital cellular telecommunications system (Phase 2+); Mobile radio interface layer 3 specification".


[6]	GSM 09.03: "Digital cellular telecommunications system (Phase 2+); Signalling requirements on interworking between the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN) and the Public Land Mobile Network (PLMN)". 


[6a]	GSM 09.60: “Digital cellular telecommunications system (Phase 2+); General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp Interface”.


[7]	GSM 11.11: "Digital cellular telecommunications system (Phase 2+); Specification of the Subscriber Identity Module - Mobile Equipment (SIM - ME) interface".


[8]	CCITT Recommendation E.164: "Numbering plan for the ISDN era".


[9]	CCITT Recommendation E.212: "Identification plan for land MSs".


[10]	CCITT Recommendation E.213: "Telephone and ISDN numbering plan for land MSs in public land mobile networks (PLMN)".


[11]	CCITT Recommendation X.121: "International numbering plan for public data networks".


[12]	RFC 791: Internet Protocol.


[13]	RFC 1883: Internet Protocol, Version 6 (IPv6) Specification.








2.2	Composition of IMSI


IMSI is composed as shown in figure 1.


[Editorial Note: The original figure 1 has been replaced by the figure below]


�








�


Figure 1: Structure of IMSI


IMSI is composed of three parts:


i)	Mobile Country Code (MCC) consisting of three digits. The MCC identifies uniquely the country of domicile of the mobile subscriber;


ii)	Mobile Network Code (MNC) consisting of two or three digits for GSM applications. The MNC identifies the home GSM PLMN of the mobile subscriber.; A mixture of two and three digit MNC codes is not allowed within a single MCC area. See GSM 03.22 Ref [3a] for more information.


iii)	Mobile Subscriber Identification Number (MSIN) identifying the mobile subscriber within a GSM PLMN.


The National Mobile Subscriber Identity (NMSI) consists of the Mobile Network Code and the Mobile Subscriber Identification Number.


2.3	Allocation principles


IMSI shall consist of numerical characters (O through 9) only.


The overall number of digits in IMSI shall not exceed 15 digits.


The allocation of Mobile Country Codes (MCCs) is administered by the CCITT and is given in annex A to CCITT Blue Book Recommendation E.212.


The allocation of National Mobile Subscriber Identity (NMSI) is the responsibility of each administration.


If more than one GSM PLMN exist in a country, a unique Mobile Network Code should be assigned to each of them.


The allocation of IMSIs should be such that not more than the digits MCC + MNC of the IMSI have to be analysed in a foreign GSM PLMN for information transfer.





	<< Next section>>


4.1	Composition of the Location Area Identification (LAI)


The Location Area Identification shall be composed as shown in figure 3:


�


Figure 3: Structure of Location Area Identification


The LAI is composed of the following elements:


-	Mobile Country Code (MCC) identifies the country in which the GSM PLMN is located. The value of the MCC is the same as the three digit MCC contained in international mobile subscriber identity (IMSI);


-	Mobile Network Code (MNC) is a code identifying the GSM PLMN in that country. The MNC takes the same value as the two or three digit MNC contained in IMSI;


-	Location Area Code (LAC) which is a fixed length code (of 2 octets) identifying a location area within a GSM PLMN. This part of the location area identification can be coded using a full hexadecimal representation except for the following reserved hexadecimal values:


	0000, and


	FFFE


	These reserved values are used in some special cases when no valid LAI exists in the MS (see GSM 04.08 and GSM 11.11). 
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