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1. Introduction
 TSG-SA#5 approved S1 requirements concerning Emergency Calls.[TSGS#5(99)435]  S1 required that it should be possible for the serving network to obtain the number, which was used to initiate the emergency call. Emergency Number would be stored in the SIM/USIM and the ME would read this and use any entry of these digits to set up an emergency call. This will allow the network to include the option to route the call toward different emergency call centers if appropriate.    

　The following is mentioned in TS22.101 Ver3.7.0

It shall be possible for the serving network to obtain the number, which was used to initiate the emergency call. This will allow the network the option to route the call to different emergency call centres if appropriate. If the dialled digits are not recognized as an emergency service by the serving network, the call shall be routed to the default emergency service. 
2. Discussion

2.1   Mechanism 

      The method discussed so far transfers the dialled number from the MS to the MSC in S1 meeting. Moreover an alternative mechanism discussed so far is to transfer the actual meaning of the emergency call instead of the dialled number to the MSC in S1#6meeting. However, this requirement was rejected.[S1-991022] Due to all this reason, We proposes to declare the dialled number as an optional IE within EMERGENCY SETUP message.
2.2　Current description on EMERGENCY SETUP message 

Called party BCD Number is not defined in current Emergency setup message as shown in Table 9.62.  This will not allow the routing of the emergency call toward appropriate emergency center.  Therefore, it should be added to Emergency setup message.

Table 9.62/TS 24.008: EMERGENCY SETUP message content

IEI
Information element
Type / Reference
Presence
Format
Length


Call control
Protocol discriminator
 M
 V
 1/2


Protocol discriminator
10.2





Transaction identifier
Transaction identifier
 M
 V
 1/2



10.3.2





Emergency setup
Message type
 M
 V
1


Message type
10.4




04
Bearer capability
Bearer capability
 O
 TLV
 3-9



10.5.4.5




2.2 Consideration of Backward compatibility

     This contribution proposal is not considered that protocol is dramatically changed from 2nd generation system. Called party BCD number should be defined by optional element. Therefore, it has been considered Emergency setup without called number and Emergency setup with called number. This will be handled by operator. If the emergency number is not recognized by the serving network , the call shall be routed to the default emergency service. S1 requirement will allow the network the option to route the call to different emergency call centers. Therefore, the only change on the protocol is the addition of the Called party BCD number.  
3. Proposal

This contribution proposal is addition of Called party BCD Number in subsection 9.3.8 Emergency setup message.
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