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Reason for 
change:

To clarify that it is mandatory for the mobile station to include the Classmark 2 IE in the LOCATION UPDATE REQUEST message when on a UMTS network and optional only when on a GSM network.
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Other 
comments:
The presence of the Classmark 2 IE in the LOCATION UPDATE REQUEST message could increase the total message content length so that the message will no longer fit into one L2 frame causing the message to be segmented.

9.2.15
Location updating request

This message is sent by the mobile station to the network either to request update of its location file (normal updating or periodic updating) or to request IMSI attach. See table 9.2.17/TS 24.008.

Message type:
LOCATION UPDATING REQUEST

Significance:

dual

Direction:


mobile station to network

Table 9.2.17/TS 24.008: LOCATION UPDATING REQUEST message content

IEI
Information element
Type / Reference
Presence
Format
Length


Mobility management
Protocol discriminator
M
V
1/2


protocol discriminator
10.2





Skip Indicator
Skip Indicator
M
V
1/2



10.3.1





Location Updating
Message type
M
V
1


Request message type
10.4





Location updating type
Location updating type
M
V
1/2



10.5.3.5





Ciphering key sequence
Ciphering key sequence
M
V
1/2


number
number






10.5.1.2





Location area
Location area
M
V
5


identification
identification






10.5.1.3





Mobile station
Mobile station
M
V
1


classmark
classmark 1






10.5.1.5





Mobile identity
Mobile identity
M
 LV
2-9



10.5.1.4




33
Mobile station
Mobile station
O
TLV
5


classmark for UMTS
classmark 2






10.5.1.6




9.2.15.1
Location area identification

The location area identification stored in the SIM is used.

9.2.15.2
Mobile Station Classmark

This IE shall include for multiband MS the Classmark 1 corresponding to the frequency band in use.

9.2.15.3
Mobile Station Classmark for UMTS

This IE shall be included when the mobile station is in UMTS network. The IE shall not be included when the mobile station is in GSM network.
