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1
Scope

The present document describes how Dual Tone Multi Frequency (DTMF) signals are supported in the GSM system.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies.

-
A non-specific reference to an ETS shall also be taken to refer to later versions published as an EN with the same number.

[1]
3GPP TS 01.04: "Digital cellular telecommunication system (Phase 2+); Abbreviations and acronyms".

[2]
3GPP TS 05.02: "Digital cellular telecommunications system (Phase 2+); Multiplexing and multiple access on the radio path".

[3]
ETSI Technical Report ETR 204: "Automatic sender for push-button multifrequency signalling".

[4]
ETSI Technical Report ETR 206: "Multifrequency signalling system to be used for push-button telephones".

3
Abbreviations

Abbreviations used in the present document are listed in 3GPP TS 01.04.

4
Requirement

Dual Tone Multi Frequency (DTMF) is an inband one out of four plus one out of four signalling system, primarily used from terminal instruments in telecommunication networks. The international recommendations which apply are ETSI Technical Report ETR 204 (sender) and ETSI Technical Report ETR 206 (receiver) as detailed in sections 6.2 and 6.3. For PCS 1900 for North America the Standards which apply are operator specific.

In the GSM system the MSC must support DTMF in the mobile to land direction.

The support  of this facility in the land to mobile direction is for further study.

The use of DTMF is only permitted when the speech teleservice is being used or during the speech phase of alternate speech/data and alternate speech/facsimile teleservices. The responsibility for checking this lies in the MS. 
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