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Reason for change:
(

Ambiguity exists in one of the changes added (by N1-010821) to the PLMN Background Search of the 2001-06 version of the specification.




Summary of change:
(

N1-010821 (which was approved at CN#12) and incorporated in current 2001-06 version has in sec. 4.4.3.3. added point g). This point g) is meant to clarify that suitable available PLMNs be limited to higher priortised PLMNs and then must be of the same country as the current Registered PLMN. Unfortunately, in introducing point g) ambiguity about Equivalent PLMNs has been introduced. The introduced text further adds uncertainty to the real intentions of point g).




Consequences if 
(

not approved:
Ambiguity will persist and cause different and incorrect interpretations.
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How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
ii)
PLMNs contained in the " User Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order) excluding the previously selected PLMN;

iii)
PLMNs contained in the "Operator Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order) excluding the previously selected PLMN;

iv)
other PLMN/access technology combinations with the received high quality signal in random order excluding the previously selected PLMN;

v)
other PLMN/access technology combinations, excluding the previously selected PLMN in order of decreasing signal quality or, alternatively, the previously selected PLMN may be chosen ignoring its signal quality;

vi)
The previously selected PLMN.

The previously selected PLMN is the PLMN which the MS has selected prior to the start of the user reselection procedure.

NOTE:
 If the previously selected PLMN is chosen, and registration has not been attempted on any other PLMNs, then the MS is already registered on the PLMN, and so registration is not necessary.

When following the above procedure the requirements a), b), c), e), f), g), h) in section 4.4.3.1.1 apply: Requirement d) shall apply as shown below:

d)
In iv, v, and vi, the MS shall search for all access technologies it is capable of before deciding which PLMN to select.

NOTE: 
High quality signal is defined in the appropriate AS specification.

4.4.3.2.2
Manual Network Selection Mode

The Manual Network Selection Mode Procedure of subclause 4.4.3.1.2 is followed.

4.4.3.3
In VPLMN

If the MS is in a VPLMN, the MS shall periodically attempt to obtain service on its HPLMN or higher priority PLMN listed in "user controlled PLMN selector" or "operator controlled PLMN selector" by scanning in accordance with the requirements that are applicable to i), ii) and iii) as defined in the Automatic Network Selection Mode in clause 4.4.3.1.1. In the case that the mobile has a stored “Equivalent PLMNs” list the mobile shall only select a PLMN if it is of a higher priority than those of the same country as the current serving PLMN which are stored in the “Equivalent PLMNs” list. For this purpose, a value T minutes may be stored in the SIM, T is either in the range 6 minutes to 8 hours in 6 minute steps or it indicates that no periodic attempts shall be made. If no value is stored in the SIM, a default value of 60 minutes is used.

The attempts to access the HPLMN or higher priority PLMN shall be as specified below:

a)
The periodic attempts shall only be performed in automatic mode when the MS is roaming;

b)
After switch on, a period of at least 2 minutes and at most T minutes shall elapse before the first attempt is made;

c)
The MS shall make an attempt if the MS is on the VPLMN at time T after the last attempt;

d)
Periodic attempts shall only be performed by the MS while in idle mode;

e)
If the HPLMN or higher priority PLMN is not found, the MS shall remain on the VPLMN;

f) In steps i), ii) and iii) the MS shall limit its attempts to access higher priority PLMNs to PLMNs of the same country as the current serving VPLMN;

g) 
Only the priority level (according to the preferred PLMN lists) of Equivalent PLMNs of the same country as the current serving VPLMN shall be taken into account when comparing the priority level of an available PLMN with the priority level of the current PLMN and of its equivalent PLMNs.
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