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1. Introduction

In order to improve the readability of the document and logical structure of it, the following new structure is proposed for it: 
After CN1#19 the agreed contributions will be implemented as 24.228v1.3.0 and this contribution will be implemented as 24.228v1.4.0. Contributions to CN1#19bis should be made against 24.228v1.4.0
2. Proposal

It is proposed to restructure the document in the following way:

The subclause in brackets show the current location. If it is missing, then there is no chapter number allocated for that topic in the document yet.

5. Elements of signalling flows for provision of IP-connectivity network

6 Signalling flows for REGISTER (currently 7)

6.1 Registration Signalling – User Not Registered (currently 7.3)

6.2 Registration Signalling: Re-registration - User Currently Registered ()

6.3 Registration signalling – Mobile Initiated Deregistration (currently 7.4)

6.4 Subscription for the Network Initiated Deregistration event (currently 7.6)

6.5 Notifying of the Network Initiated Deregistration event (currently 100.1 and 100.2 of Annex A-8)

6.6 Registration Error Conditions (currently 101.2)

7 Signalling flows for session initiation (currently 8)

7.1 Intro (currently 8.1)
7.2 Origination Procedures (currently 8.2)

7.2.1 Intro (currently 8.2.1)

7.2.2 MO#1a (currently 8.2.2)

7.2.3 MO#2 (currently 8.2.4)

7.2.4 PSTN-O (currently 8.2.5)

7.2.5 Error handling: Signalling flows for session initiation MO case (currently 101.3 of Annex A-9)

7.3 S-CSCF to S-CSCF Procedures (currently 8.4)

7.3.1 Intro (currently 8.4.1)

7.3.2 S-S#1a (currently 8.4.2)

7.3.3 S-S#2 (currently 8.4.6)

7.3.4 S-S#3 (currently 8.4.7)

7.3.5 S-S#4 (currently 8.4.8)

7.4 Termination Procedures (currently 8.3)

7.4.1 Intro (currently 8.3.1)

7.4.2 MT#1a (currently 8.3.2)

7.4.3 MT#2 (currently 8.3.4)

7.4.4 PSTN-T (currently 8.3.5)

7.4.5 MT#1c (currently 8.3.6)

7.4.6 MT#2a (currently 8.3.8)

7.4.7 MT#1e (currently 8.3.9)
7.4.8 Error handling: Session Initiation MT case (?? if any)
7.5 Sample MM flows (currently 8.5.1)


8. Signalling flows for session release (currently 9)
8.1 Intro
8.2 Mobile Terminal Initiated Session release (currently 9.1.1, annex A-5)
8.3 PSTN Initiated session release
8.4 Error handling: Session Release 

9 Network Initiated procedures 
editor's note: All procedures where network acts as a user without external stimulus
9.1 Intro

9.2 S-CSCF/AS Initiated Session Release (currently 101.4.2)



10. Procedures to enable enhanced multimedia services (currently 10)

10.1 Session Hold and Resume Procedures (currently 10.1)

10.2 Initiating and Destination Party Identification (currently 10.2)

10.3 Procedures for Codec and Media Flow Negotiations (currently 10.3)

10.4 Session Redirection Procedures (currently 10.4)

10.5 Call Transfer Procedures (part of it currently in 10.5 Annex A)

16. Signalling Flows for Register – Network Hiding Required

16.1 Registration Signalling – User Not Registered (currently 7.1)

16.2 Re-registration - User Currently Registered (currently 7.2)

17. Signalling flows for session initiation – network hiding required (currently part of 8)

17.1 Intro

17.2 Origination Procedures (currently part of 8.2)

17.2.1 MO#1b (currently 8.2.3)
17.3 S-CSCF to S-CSCF Procedures (currently part of 8.4)

17.3.1 S-S#1b (currently 8.4.3 S-S#1b)

17.3.2 S-S#1c (currently 8.4.4 S-S#1c)

17.3.3 S-S#1d (currently 8.4.5 S-S#1d)

17.4 Termination Procedures (currently part of 8.3)

17.4.1 Intro (currently 8.3.1)

17.4.2 MT#1b (currently 8.3.3)

17.4.3 MT#1d (currently 8.3.7)
17.5 Sample MM flows (currently 8.5.2)
18. Signalling Flows for Session Termination - Network Hiding Required 

18.1 Mobile Terminated Session release (currently 9.1.2, annex A)

19 Network Initiated procedures –network hiding required

editor's note: All procedures where network acts as a user without external stimulus

19.1 Intro

19.2 S-CSCF/AS Initiated Session Release

20. Procedures to enable enhanced multimedia services  -  network hiding required ()

20.1 Session Hold and Resume Procedures 

20.2 Initiating and Destination Party Identification 

20.3 Procedures for Codec and Media Flow Negotiations 

20.4 Session Redirection Procedures 

20.5 Call Transfer Procedures 













