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RAN-WG3 has discussed the need to include the “Stop Direct Report” in the LOCATION REPORTING CONTROL message in RANAP in #21 Busan meeting.

Despite to answer LS within R3-011284, RAN-WG3 would like to inform SA2 that we re-discussed the issue and could not reach concensus on the inroduction of the the “Stop Direct Report” neither within the R99 nor within the Rel4 RANAP specification.

Some companies within RAN-WG3 see no benefit to introduce “Stop Direct Report” because the event type of “Direct” that requested by the CN to the RNC is kind of one request one response procedure. Upon receiving of the “Direct”, the RNC shall report the location of the UE to the CN as sson as possible. Therefore even the CN requests the RNC to stop the “Direct Report” there are no obvious advantages. Some companies within RAN-WG3 are not convinced about the saving of processing load within RNC.

Further, in R99, only cell based method can be done for location service in RNC due to insufficient information exchange in Iur and Iub, it was understood that the RNC will report to the CN immediately if the request from the CN is “Direct”. 

In fact, some companies have the feeling that we can not introduce such new functionality to R99 without gaining any benefit since operators expect the stable status of R99 specifications. 

However, it was agreed in RAN-WG3 to clarify the current “Stop” in LOCATION REPORTING CONTROL message shall be changed to “Stop Change of Service Area” since the original purpose of the “Stop” is to stop the report upon change of service area. 

Action requested to SA-WG2:

RAN-WG3 kindly asks SA-WG2 to explain the benefits of stopping the location report if the Event Type is “direct”. 

Attachment (R3-010950, R3-011249, R3-011284)
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