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*** NEW SECTION ***

Annex A (Normative): E interface protocol for intra MSC-B handover

The table below describes what is the E interface protocol for the intersystem intra 3G_MSC-B handover scenarios.

Note:  In the table below, BSS (A) refers to a BSS under MSC-A, RNS (B) refers to a RNS under 3G-MSC-B, and so on.

	No.
	Handover
	Notes 

	1
	RNS (A) -> RNS (B) -> RNS (B)
	E interface protocol remains RANAP for the duration of the handover transaction between 3G MSC-A and 3G MSC-B.

	2
	RNS (A) -> RNS (B) -> BSS (B)
	E interface protocol remains RANAP for the duration of the handover transaction between 3G MSC-A and 3G MSC-B. 3G MSC-B converts RANAP <-> BSSAP when necessary.  

	3
	RNS (A) -> BSS (B) -> BSS (B)
	E interface protocol remains BSSAP for the duration of the handover transaction between 3G MSC-A and 3G MSC-B. 3G MSC-A converts RANAP <-> BSSAP when necessary.

	4
	RNS (A) -> BSS (B) -> RNS (B)
	E interface protocol remains BSSAP for the duration of the handover transaction between 3G MSC-A and 3G MSC-B. 3G MSC-A as well as 3G MSC-B convert RANAP <-> BSSAP when necessary. 

	5
	BSS (A) -> RNS (B) -> RNS (B) -> 
	E interface protocol remains BSSAP for the duration of the handover transaction between MSC-A and 3G MSC-B. 

	6
	BSS (A) -> BSS (B) -> RNS (B) -> 
	E interface protocol remains BSSAP for the duration of the handover transaction between MSC-A and 3G MSC-B. 3G MSC-B converts RANAP <-> BSSAP when necessary. 

	7
	BSS (A) -> RNS (B) -> BSS (B)
	E interface protocol remains BSSAP for the duration of the handover transaction between MSC-A and 3G MSC-B. 3G MSC-B converts RANAP <-> BSSAP when necessary.

	8
	BSS (A) -> BSS (B) -> BSS (B)
	E interface protocol remains BSSAP for the duration of the handover transaction between MSC-A and MSC-B.


Annex B (Normative): E interface protocol for subsequent handover after intersystem intra MSC-B handover

The table below describes what is the E interface protocol for a subset of subsequent handover scenarios. 

Note:  In the table below, BSS (A) refers to a BSS under MSC-A, RNS (B) refers to a RNS under 3G-MSC-B, and so on.

	No.
	Handover
	Notes

	1
	RNS (A) -> BSS (B) ->

RNS (B) -> 

RNS (B’)
	E interface protocol remains BSSAP between 3G MSC-A and 3G MSC-B except for subsequent handover messaging for SRNS Relocation from RNS (B) -> RNS (B’) which uses RANAP. The E interface protocol between 3G MSC-A and 3G MSC-C remains RANAP.

	2
	BSS (A) -> BSS (B) -> RNS (B) -> RNS (B’)
	E interface protocol remains BSSAP for the duration of the handover transaction between 3G MSC-A and 3G MSC-B except for subsequent handover messaging for SRNS relocation from RNS (B) -> RNS (B’) which uses RANAP. If the anchor is not a 3G MSC, MSC-A rejects the handover attempt.  The E interface protocol between 3G MSC-A and 3G MSC-C remains RANAP.

	3
	RNS (A) ->

RNS (B) -> 

BSS (B’)
	E interface protocol remains RANAP for the duration of the handover transaction between 3G MSC-A and 3G MSC-B except for subsequent handover messaging for handover from RNS (B) -> BSS (B’) which uses BSSAP. The E interface protocol between 3G MSC-A and MSC-C remains BSSAP.
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