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TSG discussed again the issues related to the introduction of the AMR-WB Codec in 3GPP specifications. 

Based on the LS from CN1(Tdoc N1-010800 from CN1#17) and in relation to the LS from SA4 (Tdoc S4-010378), TSG GERAN has concluded that current working assumption of CN groups with respect to introduction of WB-AMR code points in CN1 specifications is to use the Codec List IE.

TSG GERAN agrees with using Codec List IE, in case of WB-AMR service over Iu-cs, however TSG GERAN would like to express concerns that this solution does not cover the case when WB-AMR service is provided via the A-interface.

TSG GERAN would like to remind TSG CN WG1 that WB-AMR service is equally applicable to the GERAN system with A-interface support, therefore kindly asks TSG CN WG1 to provide necessary signalling solutions for WB-AMR via A-interface.

For WB-AMR via A-interface TSG GERAN recommends using existing Bearer Capability IE (octet 3a) for adding three additional code points:

FR AMR-WB version 1 (for Full Rate GMSK Access)

FR AMR-WB version 2 (for Full Rate 8-PSK Access)

HR AMR-WB (for Half Rate 8-PSK Access)

Required Actions:

CN1:
Provide necessary signalling solutions for supporting WB-AMR via GERAN with A-interface. 







� Please write any action required from the groups in a clear way.





