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1. Introduction

In 24.229 a subclause describing the usage of SDP payload in dufferent SIP messages is missing.
2. Proposal

It is proposed to create a new subclause in 24.229 (100.x.)with the following text:

The following requirements are recognised for a UE:

Usage of SDP in the UE:

1. An INVITE request generated by a UE may contain SDP payload. The SDP payload shall reflect the UE#1’s terminal capabilities and user preferences for the session.
2. The first  183 provisional response sent out shall contain SDP information. The SDP payload shall reflect UE#2's terminal capabilities and user preferences. 
Editor's Note: The case/action_needed when a UE generates a 183 response without SDP payload is FFS.
3. When UE sends out an 183 with SDP payload, it shall indicate the support for preconditions and in addition request confirmation for the result of the resource reservation at the originating end point.

4. UE shall include SDP in PRACK for 183 if the codec negotiation during INVITE and 183  resulted in more than one codec per media line. It is recommended not to include any SDP payload if the SDP payload in 183 contains only one codec information for each media line.
5. After the initial SDP has been sent the subsequent SDPs sent by the UE shall only contain a subset of the media descriptions of the initial SDP. In order to modify the media descriptors a Re-INVITE shall be used.

6. If Resource Reservation has been finished before sending the 200 OK for INVITE, then it shall contain the SDP payload that reflects the reserved resources on the radio interface.

7. During session establishment procedure, SIP messages shall only contain SDP payload if that is intended to modify the session description. 
Additional requirement for the UE:

8. 3GPP terminals shall indicate the support for reliable provisional responses and specify it using the supported header mechanism [3]. 

