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Discussion:

The CN1 working group has discovered that the notation conventions currently adopted in 24.228 be extended to include the case where UE#2 shares the same network as UE#1. This contribution proposes a convention to be adopted to cover this case.

Proposal:

It is proposed to update sub-clause 4.1.2 (Notation conventions) as follows:

4.1.2
Notation conventions

The following notation conventions are used in this specification:

a) User Identities:

UE#1's public identities are: 
user1_public1@home1.net
user1_public2@home1.net
etc.

UE#1's private address is:
user1_private@home1.net

UE#2's public identities are: 
user2_public1@home2.net
user2_public2@home2.net
etc.

UE#2's private address is:
user2_private@home2.net

b) UE#1’s associated entities:

UE#1's home network is:
home1.net

The S-CSCF serving UE#1 is:
scscf1.home1.net

The I-CSCF in UE#1's home network is:
icscf1_1.home1.net

If there are two I-CSCFs in home1.net involved in the call flows, then the second I-CSCF is:
icscf1_2.home1.net

UE#1 is roaming in:
visited1.net

The P-CSCF serving UE#1 in visited1.net is:
pcscf1.visited1.net

c) UE#2’s associated entities (where UE#2’s home and/or visited network is different from that of UE#1):

UE#2's home network is:
home2.net

The S-CSCF serving UE#2 is:
scscf2.home2.net

The I-CSCF in UE#2's home network is:
icscf2_1.home2.net

If there are two I-CSCFs in home2.net involved in the call flows, then the second I-CSCF is:
icscf2_2.home2.net

UE#2 is roaming in:
visited2.net

The P-CSCF serving UE#2 in visited2.net is:
pcscf2.visited2.net

d) UE#2’s associated entities (where UE#2’s home and/or visited network is the same as that of UE#1):

UE#2's home network is:
home1.net

The S-CSCF serving UE#2 is:
scscf2.home1.net

The I-CSCF in UE#2's home network is:
icscf2_1.home1.net

If there are two I-CSCFs in home1.net involved in the call flows, then the second I-CSCF is:
icscf2_2.home1.net

UE#2 is roaming in:
visited1.net

The P-CSCF serving UE#2 in visited1.net is:
pcscf2.visited1.net

e) UE#3’s (i.e. target in call transfer scenario) associated entities:

If there is a Call Transfer, then the Transfer Target is UE#3

UE#3's home network is:
home3.net

The S-CSCF serving UE#3 is:
scscf3.home3.net

The I-CSCF in UE#3's home network is:
icscf3_1.home3.net

If there are two I-CSCFs in home3.net involved in the call flows, then the second I-CSCF is:
icscf3_2.home3.net

UE#3 is roaming in:
visited3.net

The P-CSCF serving UE#3 in visited3.net is:
pcscf3.visited3.net

